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1.1 ABSIRACT a

The combined effforts of faults and resource failures, wide swings in service demand,

and ,Itulation-dependent user requireaents, stress a computer's ability to satisfy its

sirvice expe( tat tons. This is an especially significant problem in distributed systems

that emplov 1in1reliable communications, and whose components may operate in different

and perhaps harsh physical data and usage environments. One of the goals for adaptive

dvv'ig•n is to allow flexible use of available resources to cover a much wider range of

differeoL kinds of environmental variables than could be covered by a fixed, worst-

case design. The research focused on the tasks of: (1) developing a theory of adaptive
fault-resistant systems and general prin~iples of architectural design; (2) developing

;pecific arcl,itectural design techniques; and (3) demonstrating adaptive designs.

Three mechanisms were investigated: (1) Adaptive Distributed Recovery Blocks (ADRBs),

a multiple-mode scheme for error detection and recovery, useful for both hardware and

goftware faults; (2) adaptive fault tolerance for hybrid faults, an economical tech-

nique for tolerating both simple and complex fault types; and (3) adaptive distributed-

thread intepritv, a technique for detecting aqd repairing thread breaks in a wide range

of otporating environments using the Alpha programming model.
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Abstract

A rf'scarchl te42dm led lw SRI International has comnpletwd j, 1. varVa period of wvork inl
dlip v.iist ril)iltd. fault- resistant svstems. This researchI has been mnot~ivated by the

air'as ug oniplex and dynamnic natuire of w rkizag onvironmients for modern systes
'',p.'ciallv distribuited, real-timie sys temts. Oporatliitg conditions Ini such envi ronl ruents vary*
-r'aa ly i'n the types and distribu'tions of faults and nlpita data, in user req nirnements in1
ha at a~iiatg rit'situnations, and in possible losses of corn puat~ing resources. TIlae traditional

a ~pr tach --aplyilvng riven resourceŽs in a fixed system con figu rationa to ineet, worst-case op-
eratinag cotaditions a s becoming less tenable. A dapltavt' systenis call track changes in the
"mmvi roimn nit by amodifying the way computing resouarces are organized and utilized. The
gfoal of tkme research was to establish a foundataon for a goiwral maethaodology ol' desagn for
.idap' ive, distribauted, real-timie, fault-resistant systems.

This report. presents a general theory and architecture, at taxononimv of design approaches,
-ind .'xanmapls of concrete architecture and design techniquies.Acore approach Is the use of
a control-n henry nicdel for adaptive computer systems; key' issue." derived fromn the model
are the need for accurate state evaluation and prediction and incremental control to assure
adaptation stability. The study investigated general frameworks for specifying trade-offs
amiong service attributes such as timeliness, accuracy and precision andl examined how such
trade-offs canl be managed during adaptation.

Several niew issues and opportunities in fauilt-tolerant. computing were uncovered. includ-
Ing the use of formial models for specifying and predicting ;dLd~ptive faul t- resistanit systems,
reflective architecture for recursive coitrol of fault tolerance implementations. arid rul-
tihypothiesli: fault diagnosis to reduce the ambiguity and diagnosis latency in real-time,
distributed systems.

Several case studies are presented, including Adaptive, Distributed Recovery Blocks
(AD 'Bs), a scheme for exchanging processing resources for recovery speed, Adaptive
Dist ri buted- Th read Integrity (ADTI), a scheme for dynamically selecting appropriate detec-
Lion and recovery protocols for managing node and Unk failures in the Alpha programming
model, and Adaptive Fault Tolerance for Hybrid Faults (AETHF), anl efficient schieme for
tolerating faults with a wide range of complexity.Fo
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Chapter 1

Overview

A 1.5 year period of work in adaptive, distributed, fault-resistant systems was conducted
by a team of researchers at Concurrent Computers, University of California at Irvine, SRI
International, and two consultants, and was led by SRI International.

We hope that this report will communicate our view that incorporating adaptation into

J)perating environments as a fundamental characteristic of computer system architecture
offers (1) an important advance in computer architecture, and (2) a fruitful area for tech-

nology development.

1.1 Motivations and Objectives

In early applications and in current high-criticality applications, great efforts are made dur-
ing design to isolate a computer system from its environment except for a carefully managed

data flow. Designs are intended to provide a predetermined service to the users, using a
fixed set of algorithms for all data and environmental conditions within allowed ranges. In

the design, sufficient resources are provided to meet the worst possible combination of data
and environmental events; resolution of conflicts in resource allocationi due to unpredictable
data events is relegated to a scheduler.

As computer systems become ubiquitous, the dynamic characteristics of their environ-
ment become more significant in determining how well (or poorly) a system serves its users.
The combined effects of faults and resource failures, wide swings in service demand, and

situation-dependent user requirements stress a computer's ability to satisfy its service ex-
pectations. This is an especially significant problem in distributed systems that employ
unreLiable communications, and whose components may operate in different and perhaps
harsh physical, data, and usage environments. For such operating situations, the principle
of meeting worst-case operational constraints using a fixed design has become increasingly

difficult to apply. One of the goals for adaptive de3ign is to allow flexible use of available
resources to cover a much wider range of different kinds of environmental variables than

could be covered by a fixed, worst-case design.
Adaptivity has been increasingly suggested by researchers as a way to meet the challenge

of wide environmental changes. While some adaptive algoiithms have been developed and
employed for particular computer system functions---the ethernet protocol is a well-known
example-adaptivity as a general principle in computer systems is not well understood or
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accepted. The purpose of the research was to establish and demonstrate the feasibility of

adaptive computer systems by initiating development of a systematic design methodology.

consisting of theory, architecture. and practical techniques of design.
Given the newness of the subject, some effort was spent in establishing and clarifying

concepts-for example, one might say that an adaptive system responds to its environment,
but since all data processing is in some sense uniquely responsive to data values obtained

from the environment, at what point does a system cease to be just an implementation of
an algorithm, and become an adaptive system? We believe we have answered this question.

We also sought to arouse the interest of the research community, through papers and

presentations at conferences and workshops, in order to use the present project as a lever
in advancing technology. We are pleased to report that several researchers have responded
to our ideas, and are now contributing techniques for adaptivity to the scientific literature.

1.2 Work plan

The research focused on the following tasks:

* Develop a theory of adaptive fault-resistant systems and general principles of archi-
tectural design

* Develop specific architecturasl design techniques

* Demonstrate adaptive designs

e Communicate results to the scientific community

1.2.1 Theory and General Architectural Principles

Chapter 2 presents results in theory and general architectural design principles. The discus-
sion is intended to clarify concepts, define key issues, and offer feasible solutions and design
approaches. It proceeds through the following subjects: basic concepts of fault-tolerant
service and adaptability, examples of adaptation, models for specification and performance
prediction, a general architecture for adaptive control, controlling the tradeoffs of service at-
tributes in adaptation, a taxonomy of design techniques, real-time diagnosis, prediction and
stable control, recursive-reflexive control architecture, and adaptation relations in layered
and distributed systems.

We believe that the abstract specification and performance models, the discussion of
the critical role of diagniosis in achieving stable control, and the use of reflexive architecture
for fault tolerance aie novel contributions to the methodology of adaptive computer design.
The use of the control-theory model for adaptive systems has been particularly useful in

exposing problems of state assessment (called diagnosis in our treatment to conform with
th.e vocabulary of fault tolerance) and stability of adaptation.

1.2.2 Specific design techniques

The taxonomy of design techniques presented in Chapter 2 suggests the very wide range of
new techniques that may be employed to support adaptive architectures. We studied three

techniques, whose results are described in separate chapters:
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o Adaptive Distributed Recovery Blocks (ADRBs), a multiple-mode scheme for error
detection and recovery, useful for both hardware and software faults; the scheme allows
an exchange of processing resources for error-recovery speed (Chapters 3 and 4)

* Adaptive fault tolerance for hybrid faults. an economical technique for tolerating both
simple and complex fault types (Appendix A)

* Adaptive distributed-thread integrity, a technique for detecting and repairing thread
breaks in a wide range of operating environments using the Alpha programming model
(Chapter 5)

Our examples demonstrate specific design techniques and illustrate the service trade-
offs that are characteristic of adaptive designs. Models of service attribute tradeoffs are
reviewed, such as the triad basis of timeliness, precision, and accuracy. 'Ile examples show
that there is an abundance of types of functional adaptation, and that adaptive design can
be very straightforward. A remaining challenge is to find very economical design solutions
that can limit the added complexity '.nd performance overhead introduced by adaptation.
One example shows that adaptation can actually reduce the normal processing overhead for
systems that must cope with complex as well as simple faults.

Demonstration of adaptive distributed recovery blocks We developed a demon-
stration of the ADRB scheme, using the Alpha programming model and designed to run on
an Alpha testbed. The system is intended to demonstrate the tradeoff of resource utilization
(with impact on possible throughput) and arror-recovery speed. Three modes are exhibited:

(1) single processor, serial recovery, (2) dual processor, concurrent recovery, and (3) single
processor, default output. Mode 1 features low processor cost-hence high throughput for
a given set of processors, mode 2 features rapid recovery but higher processor utilization,
and mode 3 features low proces3or cost but low accuracy. One of the challenges encountered
was to create a design that would make seamless transitions between operating modes.

Adap.ive fault tolerance for hý brid faults We developed a novel algorithm for using
redundant processors to tolerate hybrid faults-that is, faults of severai types. The types
considered include crash faults (silent processors) and value faults of two kinds: symmetric
(all faulty processors produce the same wrong value) and asymmetric (faulty processors
produce arbitrary values). In contrast to other hybrid-fault tolerance schemes, the algorithm
has very low processing overhead in the normal, fault-free case. The algorithm may be seen
either as a very economical way to broaden the fault coverage of classical primary-backup
processor systems or to lighten the average processing burden of classical consensus-based
processor systems. The contribution of adaptivity is that errors are diagnosed and a decision
is made as to the proper fault tolerance.

Adaptive distributed-thread integrity The Alpha distributed, object-oriented pro-
gramming model employs threads of control that may span several nodes. A distributed
thread has a root and a point of activity that may move from node to node as objects
are invoked. Control ultimately returns to the root as invocations complete. Node fail-
ures may break a distributed thead into several disjoint pieces. The system is responsible
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for identifying broken threads, safely terminating orphan thread segments, and properly
restarting thread activity. Different strategies are better suited for maintaining thread in-
tegrity. depending on the nature of the thread workload, the system resources, the fault

model, and the application requirements. We have develope-d an adaptive algorithm for this
maintenance function, and have simulated its behaviot.

1.2.3 Communication of Results

Project work has been reported in the following communications:

"* A paper at the IEEE Workshop on Advances in Parallel and Distributed Systems,
November 19P3, Princeton [12])-included as an appendix to this report

"* A manuscript submitted to the 1994 Symposium on Reliable and Distributed Systems.

November 1994

"* Oral presentations at two 1993 Rome Laboratory Technical Exchanges

"* Talk at a seminar of the University of Arizona Computer Engineering Department,
January 1993

"* Tall: at IEEE Workshops on Fault and Error Inject.on, Gotheborg, Sweden, June
1993, and Annapolis MD, April 1994

"* Talk at the Bay Area System Seminar, Menlo Park CA, July 1993

* Talks at IFIP Working Group 10.4 meetings, June J993, and January 1994

"* Outline and material for a paper on distributed ADRB control

1.3 Summary

Adaptative fault resistance is a new direction in computer architecture. Adaptivity allows
decisions about algorithms and resource allocation to be made at operation time that usually
P.re fixed at design time. The goal of adaptive design is to make it possible for a fault-tolerant

computer to cover a wider range of environmental conditions, such as variations in fault
types and distributions, changes in user requirements, variations in workload, and variations
in resource availability, than could be served by a fixed design.

This report describes work of a multiorganization team in theory, system architecture,

and r- ethodology of design, including case studies, novel algorithms, and a demonstration.
The work is intended to build a foundation for a methodology of system design. The results
have been reported in various professional meetings, resulting in some new investigations

by other researchers.



Chapter 2

Concepts and Techniques

The major technical issues and principles for adaptive fault resistance that have been de-
veloped during this project are discussed below. . Since our previous interim report, we
have introduced more formalism in the definition and behavioral description of adaptation,
sharpened our description of key issues such as attribute-based technique selection, and
developed several general and concrete architectural models for adaptive systems.

2.1 Objectives and Bf,'sic Concepts

The scope of the project was determined by the general motivations for, and concepts of
adaptation for, distributed fault-tolerant systems.

2.1.1 Project Scope

The basic technical concept of adaptive fault resistance (AFR) is that a dependable com-
puting system should have the ability to adapt its structure autonomously to changing
operational conditions, so that its service range will be larger than could be provided by
the same resource.s in a static structure.

This may be envisioned as an expansion of the envelope of dependable service that is
determined by user requirements, computing resources, work load, and fault distribution.
A major area of application for adaptive fault resistance is distributed real-time systems,
which typically operate in environments that are highly variable and difficult to control.

The adaptation concept differs from current design methodology, which assumes that a
sy.tem is given certain behavioral capabilities, typically based on some worst-case assump-
tion, that are invariant during operauion. We believe that in the dynamic environments in
which real-time distributed systems operate, it will be rare for the worst-case conditions to
occur simultaneously in all dimensions. Adaptation seeks to take advantage of this non-
concurrency by reconfiguring system resources to meet the current combination of service
demands and fault conditions.

The objective of the research is to develop principles, methods, and techniques of design
that will make adaptive behavior a fundamental feature of dependable, real-time distributed
systems.

5
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high-quality service

Adaptive,
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Figure 2.1: Expanding the envelope of operations

WVe expect such expansions to be increasingly commono as dependable, real-time systenis
move out of their current niche applications, such as ultracritical process control or xveU-
constrained transaction processing, into more complex, real-world applications.

The classic response to the expanded needs of complex environments is to add resources
and to compromise the initial requirements so as to attain a buildable and affordable systemn.
The AFR approach is to limit the increase of resources, and to structure the resources in
different ways at different times, in accordance with changes in operating conditions. The
design goal is, that for any given operating condition, the resources will give dependable
service comparable to that provided by the same resources for a constrained, fixed operating
domain.

The price to be paid for such economy of resources is that it may take time for the system
to adapt to newv conditions and that some additional design risk and overhead performance
cost may be associated with the additional functionality of adaptation.

2.1.3 Adaptation Effects in Distributed Systemis

Significant changes in operating conditions for a distributed system may apply globally or
locally, inl one node or link or in several. We assume that such changes will trigger adaptivity
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Figure 2.2 .\:daptation elfects in dis;tributed systems

Ext.,,rnally visible changes resulting from adaptation may include

o Changes in the latency or bandwidth of exchanges between adapted and nonadapted
nodes

# Changes in the work load capacity of adapted nodes

* Changes in the error rate of delivered results

We note that the changes may be positive or negative; for example, the rate of fault
occurrence may increase or decrease with the appearance or disappearance of an external
fault source. Adapting to a reduced fault rate may result in increasing processing capacity,
which can benefit the system as a whole.

Externally visible adaptations effectively constitute a change in operating conditions for
the nonadapted nodes, and may therefore require them to undertake adaptation - that
is, there may be some propagation of adaptation through the system. This is a potentially
d,,.ngerous phenomenon, because the chain of adaptation may become a significant perfor-
mance burden or interruption, and if there are cycles in the adaptation path, there may be
instability.

An important technical issue is therefore how to limit or control the propagation of
adaptation effects within a distributed system. One way this can be expressed is the problem
of finding the smallest subset of a distributed system such that adaptation effects within
the subset are invisible to the remaining system.

2.1.4 Environmental Change Properties and Service Attributes

Changes in the environment's properties may require system adaptation. We first review a
key set of properties, and then consider the criteria for service that will be used to guide
the.- adaptation.
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Environmental Change Properties

A\' zU'Jstr.atod in Figure 2.3. we consider the operat;ng environment to be defin-d by four
dillzensioliS:

* Work load

3 User service requirrnients

* Faults

* [•esources

For each dimension, it is assumed that there may be some operation-tine variation that
stresses the system's ability to meet its requirements, and hence may require th.2 system to
modify the way its resources are utilized. The dimension of user requirements is unique.
in that its changes may be both the reason for adaptation and the measure of how well
adaptation succeeds. Specifications of requirements may be both absolute and relative, and
different for each element of a user's service. For example, a user may demand absolute
availability for some service element, while allowing a tradeoff between availability and error
rate for some other service element.

User Service Requirements

Work LoadADA E Delivered ServiceSLoa--• ADAPTIVE

FAULT-RESISTANT

Faults SYSTEM Evaluation OK

Anomalous/Mismatched

Resources

Figure 2.3: Operating-environment change factors

The following list contains some familiar instances and examples of the four dimensions:

* Work load dimensions

- Data types (alphanumeric, logical, signals, strings)

- Time and space distribution (rates, intervals, location, clustering)

* User service dimensions (illustrated in Figure 2.4)

- Data processing functionality

- Performance (throughput, latency)

- Timeliness (satisfaction of deadlines, allowed number of missed responses, prOser-
vation of order, closeness of synchronization)
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- Accuracy (closeness of the computed to the ideal value, mutual consistency of
related data-but see below for a different interpretation)

- Dependability (reliability, avail.ability, safety, security)

"* Fault dimensions

- Fault types (permanent, transient; design. hardware, operator)

- Fault time, space and multiplicity distribution (rate, interval, location, cluster.
ing)

"• Resource dimensions

- Magnitude of processing, storage, and communication resources
- Rate of perm.anent losses

- Frequency and duration of resource overioads

SERVICE ATTRIBUTES SERVICE INTERFACES]

"-I Data Functionality
__________ tUser 7

P--Performance User interface A

r-Throughput --.- b-.,y-st-e-m__-_--- --- _r
Timeliness Subsystem interface

-Precision
C-Consistency Hierarchical System - j

-jDependability ]

Reliability I -L Availability L-
Safety
Security Distributed System

Figure 2.4: Service attributes and interfaces

A Basis Set for Service Attributes

Tom Lawrence, Rome Laboratory, has noted that these service attributes may be interpreted
in terms of an economical basis set consisting of Timeliness, Precision, and Accuracy. In
this basis set, Precision refers to the amount of information processed, which might include
the volume of data or the rate of processing, while Accuracy may include correctness or
closeness to correct value. In any system and application environment, the service attributes
may be closely interrelated-for example, loss of timeliness in a service delivery may result
in a failure to service new data values adequately or at all, with resulting errors or omissions
in computed values. In terms of the attribute basis set, such loss of timeliness may cause
loss of both precision-in this case, throughput or coverage of input work, and accuracy-in
this case, errors of omission or incomplete processing.
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Faults, Errors, Failures, and Fault Tolerance

1'o round out our definitions of the service concept, we present a highly condensed summary
of key ideas :it fault tolerance. A more extensiv, definition and explanation of fault tolerance
concepts has been published by the IFIP 10.4 Working Group on Dependability and Fault
"Tolerance [IS]. We sta•.rt by distinguishing faults, errors, and failures and their relations.
with specific reference to the point in a system at which they may occur or be observed:

"Fault - A deviation between the specification and implementation of a component's
function, either by physical state change or design error. Faults may have many
different causes and manifestations -for example, faults may be transient, intermittent
or permanent, they may occur in hardware, software or in operation, and they may
occur at all evels of a system. Proper treatment of a f;ault strongly depends on the
fault type--for example, repetition may be appropriate for a transient hardware fault.
but a waste of time for a software fault.

" Error - A deviation of the state of a computed variable from the value specified by
the design, as observed at a system component interface.

" Iailure A deviation of a system component from its specified behavior, as observed
ait its interface. A failure specification may allow some level of error in the system
output to be considered acceptable.

A fault-tolerance monitor can observe errors but can only infer faults. This is typically
done by comparing the results produced by a subsystem, for known inputs, with some
reference values, and deducing which computing elements within the subsystem may have
caused the error. In some cases, the data that produced an error is not available; in that
case, considerable ambiguity may be introduced in determining the fault type and location.

Fault effects can propagate in several ways. Errors may flow horizontally through cas-
caded chains of functional elements, and vertically through layers of support functions.
Errors that change the definition of a function create new faults-that is, malfunctions-
which become the source of new errors.

Fault-tolerant computers are designed to prevent faults from leading to failures by

"* Bounding the propagation of errors

"* Masking or correcting erroneous results

"* Isolating faulty components

"• Restoring system state to the ideal or acceptable value

Fault tolerance objectives may have to be compromised according to the availability of
resources and time. For example, it may only be necessary-or there may only be enough
time available-to mask errors rather than to isolate the faulty components that cause the
errors.

Given the possibility of fault propagation from point to point and layer to layer, it is
possibie to repair a fault at its origin without correcting all of its consequences-thus, a
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fault that originated in some low-level hardware element may give rise to complex fault

situations that must be remedied at a high system level.
Given the great variety of possible fault types and the complexity of determining the

nature and location of a fault from the available error information, it is extremely important
to be able to determine the type of fault that may have occurred and to predict the faults

that are likely to occur in the next computing interval.

2.2 Adaptation Triggers and Responses

The phenomena that give rise to the need for adaptation, and possible adaptive responses,

are related to the four key system properties of work load, user service requirements, faults.
and ava:!able resources.

In an adaptive fault-tolerant system, adaptation will be initiated when there is an exces-
sive mismatch between new operating conditions and the capabilities of the current system,
that is, when the currently available resources are not fully utilized to meet current require-

ments for performance and dependability. Figure 2.5 illustrates various kinds of changes in
operating conditions and possible adaptive responses.

Change Type Triggering Anomaly Response

Fault type Too many software Usa alternative design
errors versions

Too many node and Use alternative paths
link crashes Increase redundancy

User directive Reliability sacrificed Reduce fault-tolerance
for application redundancy levels
tcoverage!

Fault distribution Too many comm-link Switch from optimistic to
errors pessimistic protocols

Data distribution Too many processor Employ load balancing

overloads Switch to memory-intensive
algorithm

Figure 2.5: Adaptation triggers and responses

Fault-type triggers For changes in the prevailing fault type, say from mainly hardware
to mainly software faults, a possible adaptation-triggering anomaly is the ccurrence of an
excessive rate of errors, resulting from the use of inappropriate fault tolerance mechanisms.

An appropriate response may be to tolerate errors using multiple program versions (a form
of software fault tolerance). A different kind of change in fault type may be the occurrence of

more node and link crashes than can be satisfactorily handled by the current fault tolerance
mechanisms. Possible responses are to use alternative communication paths, to increase the
level of data redundancy over multiple nodes, or to switch from optimistic to pessimistic
communication protocols.
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User-requirement triggers .\ possible chanige in user requirements may b,, a user's
decision to sacrifice the roliability of some ,application. for example. by accep ing ,l higher
error rate or lower precision, to bo sur-, that certain vital tasks i-re adeq.,' .!lv served. A
lpSSm ie ;% stuet response is to shiflt resources from red undanit to nonredundant t tsk service.

Workload triggers Another important type of operating change is in the way input
dala ar, distribimted aniong processing tio(des. For c:xample. data from external weisors may
be conlcentrat td at some n1ode so tii;at the node is occasionallV overloaded. lthe resulting
iriability to process additional data is equivalent at the system level to a transiont node
failure. One obvious rsponse is to employ load balancing among nodes. Some adaptation
may b,! sufficivet within the node: for example, it may be useful to switch processing
algorithins att hlie ziode from processing-intemsive to nieniory-i1ntensive (i.,o.. table lookup)
f)rilliS or vice v 'rsa.

Available-resource triggers .-,s the number of resources available diminishes due to
failures or overload, certain fault algorithms may become infeasible to support--for example,
therv mnay not be sufficient processing resources to provide desired levels of replication.
Algorithinis that require a certain balance of processing, storage and communicaation may
become infeasible- for example, algorithms that depend on high bandwidth communication
to maintain close synchronization between replicated processes may be impractical if certain
timeliness and data consistency requirements must be satisfied.

These ilre only at few examples of adaptation-triggering anomalies and possible responses.
We note that if a system were required to handle all of these changes simultaneously, as
a worst-case condition. and without adaptation, the complexity and processing overhead
costs of th,, failt-tolerant provessing algorithin might be intolerable.

2.3 Adaptation Example: Adaptable Distributed Recovery
Blocks

As a study vehicle, we have developed the concept of adaptable distributed recovery blocks
(ADR13), and have demonstrated it in a simple testbed. An ADRB, which was conceived
by Kane Nint, a project contributor, is _-n extension of a distributed recovery block (DRB),
also by Kini, which, in turn, is an extension of a recovery block (RB), which was conceived
and developed by Brian Randell of the University of Newcastle, UK. All of the RB versions
are intended to tolerate both software design faults and hardware faults. RBs can tolerate
transient hardwl.re faults, but DIRBs can tolerate both transient and permanent hardware
faults. The basic DR.B concept is to provide two or more versions of a program and to select
the results of a program if it satisfies a user-designed acceptance test (AT). The reliability
of the results depends on the precision of the AT, which is an application-level concern, and
not a. system-level concern. Practical ATs provide less than perfect assurance of correctness.

In the basic R13 scheme, versions are tried sequentially until a version passes its AT. If
all ATs fail, control is returned to a higher system level. In the DRB scheme, versions are
given a rank ordering; all versions are executed concurrently and output is chosen from the
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version of highest rank that passes its AT. Given the diversity of designs, the versions may
not all complete at the same time.

A third recovery block mode may be employed, which we call single-try (ST). ST at-
tempts only a single program version; if the results fail the AT, they are discarded and
control passes to the next input data item. Clearly, this default action constitutes a degra-
dation of service.

The ADRB scheme, illustrated in Figuie 2.6. permits a collection of processing nodes to
be organized according to the RB, DRB, or ST Fcheme, depending on the desired system
attributes. The figure illustrates that a collection of communicating processors might be
set to operate in different modes simultaneously; for example, versions Al and A2 are
co-resident, and support the RB mode, versions B1 and B2 are in different processors,
supporting the DRB mode, and single-version C is in a single pr-ocessor, supporting the ST
mode.

Alternative
Program 2 1 2C
Versions __....

Attributes Al B1 B2 C

Resource Recovery. Reliability test-o- a 1 test test test- c

_Mode Utilization Speed A2 select default

1 high low highI
' _J o hightest-*-a2 /lo bi fil

2 low high ohigh bl b2 fail

3E high high ilow Mode I Mode 2 Mode 3

Attribute Trade-Offs Sequential Concurrent Single-Try

Alternative Error-Recovery Schema

Figure 2.6: Adaptable distributed recovery blocks

As shown in the table of attribute trade-offs in the figure, the modes exhibit different
service attributes. RB mode has high resource efficiency (its only redundancy consists in
the execution of the Ar), but it suffers from a low speed of recovery from errors because of
its need to re-execute a computation following an AT failure. This may result in a system
error if a fault occurs during the execution of a task that has a tight deadline. In contrast,
DRB mode is advantageous in fault-recovery speed, because the results of a second version
are available immediately on the failure of the AT for the higher-ranked version, except for
possible differences in execution of diverse versions. DRB's disadvantage is that it consumes
twice the processing :esources of RB, which diminishes the resources that may be needed
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to serve a high work load. The ST c sheemi has high resource efficiency and high recovery
speed (there is no second version to try again). but it suffers in reliability compared to RB
and DRiB because failed ATs result in failed service.

High recovery speed can have an important impact in reducing error rate, as follows:
for high input data rate, it may occur that recovering from an error in processing one ;n.put
datum using the serial method (standard RB) may prevent a processor from responding to
a new input datum. The result may be the omission of output for the new datum or an
imperfect computation. This corresponds to an interaction of Timeliness and Accuracy in
Lawrence's attribute basis set.

The different attributL sets of the several modes present trade-off choices to the operator,
in this case, resource efficiency, Prror recovery speed, and reliability. The operator may
choose to use RB, DRB, or ST, depending on the relative importance of the three attribute
characteristics. For a multiple-processor system, this choice may be made independently
for different tasks and different processors.

In summary, we have described an example of an adaptable system with several modes
that offers the operator alternative combinations and degrees of service attributes. Sec-
tion 2.8.3 discusses how the adaptation choice itself may be made and put into effect.

2.4 Adaptation Models

Two abstract models for adaptation are described here. The first model, which is state
based, is intended to allow specification of essential adaptive behavior, such as probability
of successful and unsuccessful adaptation, adaptation thresholds, and transition times. The
second model, which is Markovian [48). is intended to allow prediction of performance, both
successful and unsuccessful, given probab.ilities of certain fault and work load experience
and adaptive responses.

2.4.1 A Model for Specifying Adaptation

An engineering methodology for adaptive fault resistance design must include some means
for specifying precisely when and how the system will perform adaptation. Figure 2.7
presents a simple, abstract model that suggests the possible form of such a specification.

An adaptive system is represented by the interaction between two state spaces: the
operating-condition state space and the system-configuration state space. States in the
operating-condition state space are themselves points in a vector space, with dimensions
such as user requirements, work load, fault mode, and computing resources, and states
in the system-configuration state space represent choice of data processing algorithm and
,esource configuration. The quality of match between operating-condition state and system-
configuration state is represented by the match/anomaly function space.

In the figure, it is assumed that an extraneous condition has caused a change in the
oporating-condition space from state OCi to OC,. For a given initial system-configuration
state, SCp, the match function value, will then change from M(OCi, SCp) to Mf(OCi, SCp).
It is assumed that the distance between the two match functions is sufficient to trigger a
change in system configuration state from SCp to SCq, with a resulting change in match
function from Mvl(OC,,SCp) to M(OC,. SCq). In making a change in configuration state,
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Extraneous Change

D Operating-Condition
' - Sta~e Space

I M(OCi, SCp) M(OCI SCq) Match/Anomaly

Function Space
C,. M(OC, SCp) ,

p

Sc -•q Stt pc

SSystem-Configuration

scStatetSpace

Figure 2.7: State model of adaptive systems

it must be considered that a harmful transition to a degenerate state, identified as SCF,
may occur; the degeneration may be static, for example, an unrecoverable partition or loss
of control integrity, or dynamic, for example, a thrashing among adaptation states that
interferes with delivery of service.

This model allows a buyer and vendor of an adaptive fault-resistant system to specify
adaptation behavior in terms of certain relationships among the states and state transitions;
for example, it may be specified that

"* t, the transition time from SCP to SC., must be less than some value T.

"* c, the difference in quality of match following a change o in operating states sufficient
to cause a change in configuration, must be less than some value C.

"* d, the difference in quality of match following an adaptation, must be less than the

initiating mismatch c, by some value D.

"* Pf, the probability of failure into a degenerate state, must be less than some value

Pd.

Such models are useful in exposing the performance and reliability issues that must drive
a practical design. The model also may help a customer and vendor to negotiate the difficult

trade-offs of a system design. The model can serve as a point of reference for evaluating

the success of an adaptive design. This particular model abstracts out the performance of
an adaptive system; other models are needed for that important property.
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2.4.2 A Performance Model for Adaptive Systems -

Markov models have been used to predict the behavior of fault-tolerant systems, given
probabilities of elementary events, such as faults and fault recovery actions. When the
behavior of interest is reliability.or availability, the model is used to predict expected failure-
free life from initialization (reliability), or mean service time (availability). Such models also
have been used to study performability, which is the expected performance of a system that
is subject to temporary or permanent loss of resources.

The model depicted in Figure 2.8 is a Markov model for systems that adapt to changes
in fault type and work load. As with classic Markov models, it describes a system as a set
of states and state transitions. Each state of the described system assumes some level of
computing resources and a level of performance efficiency for those resources. The following
events are represented by transitions in one of three dimensions, depicted by the three-axis
cartoon:

Fault-type Adaptation Adaptation Failure

RR RR
Resource Recovery _R__

R LL RL Resource
Resource loss A,, Aý, Arr Exhaustion

Failure

Work Load
Adaptation AWL A

Figure 2.8: Markov model of fault and work load adaptation

* Resource loss because of a transient or permanent component failure

* Resource recovery, either intrinsic, following a transient fault, or logical, provided by
a fault tolerance mechanism

s Fault-type adaptation, intended to improve the effectiveness of the system's fault-
tolerant responses to changing fault types

e Work load adaptation, intended to improve the computing effectiveness of a system's
resources for a changing work load

The 'uenavior of the system may be visualized as an ongoing transition between nodes
of the state graph resulting from the system's response to faults, changing fault types, and
changing work loads.

-----------------------
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Two kinds of system failures are recognized. The first failure results when the computing
resources are exhausted because of unrecovered component failures. The second failure is a
breakdown of integrity of the system because of improper adaptation, such as sending the
system into a degraded computing configuration, or entering into an unproductive series of
adaptations.

Such a model may be useful both for absolute piedictions of performance and failure and
for comparisons of alternative designs. Getting realistic numbers for the state transition
rates may be expensive, but some estimation of these rates will be necessarv to justify the
effectiveness of a proposed design.

2.5 A General Adaptation Scheme

We have found that the adaptive control model used in modern control system theory is
quite useful in characterizing the behavior of adaptive computer systems. Issues of stabilit,-
and the use of models to analyze and predict behavior are translatable with little essential
difference. A simplified illustration of such a control system model is shown in Figure 2.9.
The controller u-es models of the system and the environment to translate goal commands
into control commands for the system under control. The controller also updates the mod-
els using the difference between the predictions and the observations. For simplicity, the
illustration does not assume predictions of the control goal, but that is entirely feasible.

( System Under Control

Observer-predictor

a Controller 4 Goal

System and Environment
/[ Models

Model Correction

Figure 2.9: A model-bzoed control system

Figure 2.10 shows a general architectural scheme for adaptation, which translates the
general scheme of an adaptive control system into relevant computer objects. The system--
under control is represented ai a current fault-tolerant implementation of a set of user
requirements for logical service, performance, and dependability, including a function that
reports the system's service behavior; the system is driven by work load data and by faults.

The implementation is governed by the fault tolerance scheme selection and control function
of an adaptation controller. That function is driven by two sources: (1) an adaptation
control function, and (2) a report on the inventory of available computing resources. The
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adaptation control function integrates user requirements for performance and dependability
and a diagnosis of the behavior of the system under control, both its current state and
predictions based on environmental data.

User
'~Requirements Logical Servic e Performance and Dependability]/

I Fault-Tolerance Scheme AdaAtation Prediction
, Selection and Control Control

Adaptation R Work Load Faults
Controller Inventory Diagnosis

Work Fault-ToleraLt Service/Behavior I

System Under Control

Figure 2.10: A general adaptation scheme

The scheme is formally equivalent to a control system in which a control function, derived
from the system output, is applied to a system in order to make it meet some externally
specified goal in the presence of environmental disturbances. In the adaptation scheme,
the goal is to satisfy user requirements for logical service, performance, and dependability.
The external disturbances are chaILges in user requirements, work load, faults, and avail-
able computing resources. Adaptive versions of such control systems, such as the Kalman
Filter, provide for the prediction of chanting environmental and system properties based on
continually updated models. The same paradigm is appropriate for an adaptive computing
system.

We note that in the general scheme as described, the system and the controller are
monolithic. We have noted earlier some of the problems of distributed systems-for exam-
ple, the need to bound the propagation of adaptation effects. In Section 2.9, we discuss
how the notion of reflective architectures may be applied to layered systems.

Some key issues in the realization of this general scheme are strategies for adaptive
implementations, techniques for selecting implementations to meet attribute requirements,
and iacremental techniques for diagnosis and control.

2.6 Adaptation Strategies for Fault Tolerance

_The set of modifiable fault tolerance techniques, illustrated taxonomically in Figure 2.11, is
qylte rich. We note three broad classes of mcdification, alternative fault-tolerant algorithmic
scheme selection, alternative service algorithm selection, and parameter variation. Fault-
tolerant algorithm options include (1) the fault anticipation policy of -in algorithm, which
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may be optimistic or pessimistic anticipations about the likelihood of occurrence of a fault
during the algorithm's execution, (2) recovery policy, which may be of the forward or back-
ward type, (3) management of group redundancy-in practice, the use of primary/backup
or consensus fault masking, and (4) choice of fault isolation or error masking. Service al-
gorithm options will affect the amount of resources required for user service, and indirectly
affect the amount of resources available for fault tolerance. Options include (1) the types of
concurrency-serial or parallel, (2) the degree of distribution of control-centralized or dis-
tributed, (4) the logical model for processing-such as imperative, functional, model-based,
or rule-based, (5) the balance or mix of processing, storage, and communication resources
used by a given algorithm, and (6) whether processing is optimized at design and compile
times, or at run time.

Fault-Tolerant Processing
Implementation Strategies

Fault-Tolerance Algorithm Service Algorithm Parametric

- Fault Anticipation - Concurrency - Time

Optimistic Serial DelayPessimistic Parallel Repetition

- Recovery - Distribution Resources

LForward ~ -Centralized -Scale
Backward Distributed L BalanceL- Redundancy

-Redundancy Group - Logical model level
Management

L Functional
P rimary-backup L Model-based

L State-Machine L Rule-based

Strategy Resource Mix
- Error Masking I

Fault Isolation F_ Processing-intensive
r Storage-intensiveL Communication-intensive

Optimization

- Static
- Dynamic

Figure 2.11: Implementation strategies

Parametric changes may include modification of (1) time parameters, such as the time
allowved for a failed but possibly recoverable process to recover, or the number of repeti-
tions attempted before a fault process is considered to be unrecoverable, and (2) resource
parameters, such as the leve& of redundancy applied to a given fault tolerance scheme, or
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how load is distributed among a set of resources.
These few examples indicate that there is little limitation in finding feasible strategies

for adaptation. There are, however, several important challenges in selecting and applying
sets of fault tolerance techniques, such as

* When should changes be made?

* How can changes be niade safely (to avoid failure or thiashing), incrementally (toallow
assessment of correctness of the diagnosis that triggered the change), and reversibly
(to cope with incorrect adaptation decisions)?

# How can the overhead cost of multiple techniques be minimized?

In Section 2.8.3, we argue that the antount of change attempted in an adaptation should
be a function of the confidence in the diagnosis of mismatch conditions. This implies
that useful adaptation strategies should not only offer many alternatives in fault tolerance
technique, but that the techniques should allow different levels of change, ard that if an
adaptation proves to be unfruitful or harmful it should be possible to restore the system's
initial conliguration with minimum loss. Overhead cost includes the performance cost of
the selection mechanism and the possible temporary reduction in service during changes.

These criteria indicate that despite the abundance of alternative techniques for modify-
ing system implementation, the selection of sets of economical, safe, and effective alternative
techniques is far from trivial.

The use of parametric changes clearly provides opportunity for making incremental
changes. The method of changing algorithms, while discrete, also may be applied incre-
mentally. For example, if there is some uncertainty about the nature of the current fault
type, a small fraction of the current workload might be processed with a different algorithm.
Success would encourage increasing that workload fraction incrementally.

2.7 Attribute-Based Technique Selection

In tle ADRB example in Section 2.3, the different modes provide the designer with different
levels of service attributes such as resource utilization, fault-recovery time, and reliability.
The different attribute levels may be helpful in responding to changes in user or operator
requirements, but they also may constitute a difficult challenge in satisfying a given set of
requirements with diminished resources; a given scheme may satisfy one attribute, but not
another. The general adaptation scheme calls for the adaptation controller to find a fault-
tolerant processing scheme that best satisfies an operating condition. This is essentially a
problem in design, but one that must be solved at operation time.

To solve this problem, we assume, as shown in Figure 2.12, that a human designer
generates, as part of the design process, a set of fault-tolerant processing techniques to
cover the expected range of changes, and for each technique derives a characterization of
all pertinent service attributes. Generally, such a characterization will be parameterized,
showing the effect of applying different levels of resources to the technique. For example,
the technique of multichannel, majority-logic voting may be characterized by throughput,
latency, reliability, and availability functions, parameterized by the inumber of channels.
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Figure 2.12: Design-time analysis of technique attributes

The resulting attribute profiles will be stored in the adaptive controller for use at run
time. Figure 2.13 illustrates how a set of service attribute requirements may be evaluated to
determine if a given technique is feasible for serving a particular set of run-time-developed
service attribute requirements. The feasibility of a technique is assessed for varying levels of
resources for which the scheme has been parameterized. That technique should be selected
that satisfies the given attribute requirements with the lowest assignment of resources.

The assignment of resources should satisfy global requirements as well as the demands
of the current adaptation circumstances; that is, it may be necessary to compromise some
requirements in favor of others.

2.8 Diagnosis and Control

In defining our approach to diagnosis and control of adaptive fault-tolerant systems we
examine the general role of diagnosis in system control, discuss a very simple diagnosis and
control scheme, and present a more general approach to diagnosis and control.

2.8.1 The Role of Diagnosis in Adaptive Control

The function of adaptation is to execute a change in the way a computing system accom-
plishes a specified service. This may be seen as a kind of computation in which the data is
not an observation of the real world, but rather a concrete characterization, or diagnosis of
the effectiveness of the current service implementation-the product of the computation is a
new implementation. In control theory, such characterization is called System Identification
[28]. Implementation-characterization, which we will refer to as diagnosis in the remaining
discussions, is one of the central issues in adaptation, because it, together with the service
requirement, provides the information as to what problem an adaptation must solve.

Diagnoses should be fast and accurate in order to both achieve the highest level of
service implementation and to avoid instability in making changes. Speed is important to
avoid instability caused by excessive lags in following rapid changes in the environment.
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Figure 2.13: Attribute-based technique selection

Accuracy is important to avoid corrections that cause the system to depart from, rather
than to approach, the desired state and hence diminish the prospects and increase the rate
of convergence to the correct new system state.

We suggest two approaches to diagnosis and control. The first is a very simple scheme,
in which diagnosis is a threshold function, with hysteresis, driven by a single, filtered adap-
tation variable. The second is a more complex scheme that aims to deal with ambiguous
evidence about system effectiveness and, furthermore, to obtain high-quality diagnoses as
rapidly as possible.

2.8.2 A Simple Control Scheme

A simple control scheme is illustrated in Figure 2.14. In this scheme, some adaptation
variable, say the occurrence of errors, is observed and smoothed with a low-pass filter. The
result is tested by a threshold detector with hysteresis-that is, a change is triggered when
the variable rises above the high threshold and falls below the low threshold. The filter
tends to produce an output only when there is a long-term shift in the effectiveness of the
system service implementation, and the hysteresis serves to avoid changes due to momenitary
variations.

The scheme allows some parameter setting by a higher level of control-including the
time constant of the filter and the level of the two thresholds.

This simple scheme might be used for low-level system adaptation, where the data
about adaptation effectiveness is relatively unambiguous. For example, two nodes may
communicate using either an optimistic or a pessimistic protocol, depending on the error
rate. In this case, the error rate is the only adaptation variable of interest, and the choice
of implementation modes is simple. This simple scheme would be satisfactory for a Poisson

I!
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Figure 2.14: A Simple Control Scheme

error distribution, but it might not be satisfactory if the distribution is bursty or has
predictable fluctuations.

2.8.3 Incremental Diagnosis and Control

In complex systems, information about the effectiveness of a service implementation may
not be easy to interpret. In analyzing service anomalies, it may be difficult to distinguish
the contributions of faults and service overloads, and to distinguish the various types of
faults and overloads themselves. A given anomaly may have many explanations, whose
remedies may be very different, and even opposed. The problem is complicated by the fact
that causes usually cannot be observed directly, and can only be inferred from weak and
fluctuating evidence.

A further difficulty arises from the need to make decisions about adaptations as soon as
possible after operating changes occur, in order to maintain performance and avoid possible

catastrophic failure.
In response to these difficulties, we suggest a diagnosis approach that has three compo-

nents:

"* Multiple concurrent diagnoses, to deal with ambiguity in error evidence

"* Prediction, to maximize a priori knowledge about environmental variations

"* Incremental decision making, to achieve most rapid possible adaptation to rapidly-
changing operating conditions

Multiple Concurrent Diagnosis and Incremental Decision Making

These approaches are illustrated in Figure 2.15. An incremental and differential diagnosis
unit observes error reports from the system under control and presents one or more possibie
diagnoses, each with some measures of confidence and precision (specificity of the size of
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the region that contains the fault). Diagnoses are attempted at every error report, and as
new evidence is obtained, the likelihoods of the several candidate fault diagnoses may be
modified (shown by the feedback of weight adjustment) in accordance with the changing
weight of evidence for each fault hypothesis.

As faults change from one type to another, the level of confidence in the current diagno-
sis shotld change, initially decreasing as new evidence arrives that is inconsistent with the
prevailing theory, and then increasing as new error information arrives and new hypotheses
are strengthened. At some point in the transition between dominant hypotheses, the adap-
tation controller will have to decide when the confidence level in a new hypothesis justifies
a change in fault. tolerance technique, and, for any given confidence level, what amount of
commitment of the system to a new technique is justified.

, .. , [Diagnostic
Mulirple HI-P[Incremental Confidence
Diagnostic [Hý and Differential Adpaio1/__Mý
Hypotheses Hr!• Diagnosis Aatto

WigtI Precision Control

? Erors Change Probe Change
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FAULT FAULT
TYP--" TYPE 2 SYSTEM UNDER CONTROL

------------------------ %
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Incorrect or ineffectual changes
Thrashing
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Figure 2.15: Incremental diagnosis and control

Given the uncertain and data-dependent arrival of error information in real systems, we
assume that the adaptation controller is capable of periodically probing the system with
tests to quickly reveal the presence of faults.

There is surprisingly little literature on the. subject of real-time diagnosis-that is, diag-
nosis that attempts to achie-e useful analysis of a system that operates within a changing
data and fault environment. Most diagnosis results are given for static situations-that is,
situation- in which time is not a limiting factor in the analysis. For most diagnosis tech-
nology, the problem to be solved is to determine complexity-the number of tests required
to analyze a system of a given size, or coverage---and the fraction of faults that may be
uncovered for tests of a given length. By contrast, the problem of real-time testing is to
determine the function relating accuracy of testing and number of observations, in order to
allow the earliest possible estimation of systera state.
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Prediction for Diagnosis and Adaptation Decisions

Modern control systems make substantial use of prediction in generating control commands.
Predictions are based on some model. In simple control systenms the predictions may be
based on a fixed model-say a filter that integrates recent observations. In advanced,
adaptive control systems. the model is dynamic-that is, it is updated by comparing the
predictions it generates with experience.

Some opportunities for prediction in distributed computing systems are

* Prior knowledge about the operation, including the dynamics of data arrival for the
normal working day and for different operating situations

* Knowledge about trends in fault behavior, such as gradual breakdowns of storage and
communication media, models of crash behavior, models of overloads and recoveries.
and histories of failures of particular subsystems

* Knowledge about user priorities for work in different operational situations

Such knowledge can be very valuable both in diagnosing system conditions on the basis
of partial evidence, and in deciding whether or not an adaptation is justified.

For diagnosis, prediction may help to distinguish random from burst faults, and physical
from design faults, which can be crucial in chosi-ig fault tolerance remedies. For adaptation
decisions, it is clearly beneficial to avoid system changes when, after environmental changes
are detected, it can be predicted that changes are only temporary.

Benefits of fault and environmental prediction have been discussed informally in the fault
tolerance research literature, but there is no existing theory or systematic methodology for
exploiting it in practical systems.

Multiple-dimension diagnosis

Aspects of the operating environment such as faults, workload, resources and requirements,
may be characterized individually by various criteria. For example, faults may be charac-
terized by type and by spatial and temporal distribution; workload may be characterized
by rate, object size, and spatial concentration, and so on. Quantified indicators exist that
can serve as the basis for adaptation for any single aspects..

Since a given set of resources must be configured to serve all of these aspects, the
best use of the resources would likely result from using a characterization that integrated
all relevant dimensions. The use of techniques from the fields of pattern recognition and
neural networks may be useful here. Neural techniques offer the additional possibility of
learning from actual system experience.

2.9 Reflective and Hierarchical Architecture

A recently developed princil)le of system hierarchy, called rrflectiou, can be used for orga-
nizing adaptive control and techniques for managing adaptation in hierarchical systemn..
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2.9.1 Reflective Architecture

The general adaptation scheme discussed p)reviously assumes that both the system under
control and the adaptation controller are monolithic. In practice, designers employ a layered
structuring for their systems in order to manage complexity, and we expect that practical
adaptive systems will be so layered. We further exoect that the control logic required for
adaptation will itself be so complex as to justify some degree of layering. We find the
relatively new notion of reflective architecture discussed in recent literature to be attrac-
tive, both for the layering of adaptive control and for applying adaptive control to layered
systems.

Reflective architecture is based on a hierarchical relation, which is illustrated in the first
part of Figure 2.16. The figure shows layer R observing layer Q's behavior and subsequently
directing Q to change the way it implements some function, such as fault tolerance. The
same principle has been applied to balancing load in a multiprocessor. The second part
of the figure shows a combination of a conventional Uses-based hierarchy and a reflective
hierarchy. Layer C uses layer B as, for example, an application program uses an operating
system utility - but layer B is subject to the control of a reflective hierarchy, shown as
B(R1), B(R2), and so forth.

REFLECTIVE ARC•A.TECTUPE

LrRn R2

R observes Rdefines how C B Z observes,
O's "'*vi is impljemente~dmdies.sehaa vi i rs reflects on B and usesY

1 L_.L-.iB uses A

P A X

Reflection Hierarchy Hybrid Reflection/Uses Integrated Adaptation
Hierarchy Hierarchy

Figure 2.16: Reflective architecture

The BO hierarchy separates out several adaptivity concerns; for example, layer E(R1)
may be concerned with selecting appropriate fault tolerance schemes, while layer B(R2)
may be concerned with when an adaptation should be attempted; that is, it moderates the
action of B(Ml). Layer B(R13) might be concerned with how aggressively an adaptation
should be carried out, given the current level of diagnostic confidence and the current user
policy on how adaptation risk and service urgency are to be balanced. Such layering of
adaptation ':oncei !s may help to simplify adaptive designs and to allow orderly growth of
capabilities with experience.
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In some cases, the two kinds of hierarchy might usefully be integrated, as suggested in
the third part of Figure 2.16, where layer Z observes, modifies, and uses layer Y.

Reflection does not solve the algorithmic problems of adaptive control, but it offers a
general structure for organizing complex adaptive control functions.

2.9.2 Multilayered Changes in a Function-Support Hierarchy

In layered systems, a change of system configuration may not ea.sily be restricted to a

single layer. Figure 2.17 illustrates a layered adaptive system, where alternate functions are
available at each level, and functions at one level support functions at higher levels. It is

assumed that a function at one level may not be able to support al: functions at the next
higher level, that is, the dependencies from level to level are incomplete. In the figure as
constructed, a change from function S(2,1) to function S(2,3) at level 2 is assumed to be
required to accomplish an adaptation originating at level 2. As shown, such a change will
require level-3 changes from function S(3,1) to function S(3,3), inasmuch as S(3,1) is not
supported by S(2,3).

Subsystem Alternative Implementation Sets
Level

4 1 S4.1 S4,2 S4,3

3 S-ci , S 5,2 S3, S3,4 1'

-- -~ -- jExample: I
Change from

- - - - - *S 2,1 to S2,32 I S2,1 S 2,2 S2,3 S2.4 ) - -2,1 t S 2,3

I S 1,1 S1,2 S1,3 -

Figure 2.17: Multilayer changes for adaptation

We conclude that changes made to accomplish adaptation in a multilevel system may
have to extend over several functional system layers, and that changes among levels may

have to be coordinated at design time.

2.10 Results and Future System Design Issues

This review has extended and formalized the statement of general principles and discussion
of examples and technical approaches presented in previous reports. We have differentiated
adaptive fault-resistant systems from traditional fault-tolerant systems by emphasizing an
adaptive system's need to have autonomous awareness of an anomalous mismatch between

its current implementations of fault tolerance and the demands of a dynamically changing
set of requirements. We have presented several schemes for design that have a high degree of
generality. The following technical insights and problem areas have risen from this viewpoint:
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* Abstract models based on finite-state machines are available for specifying adaptive
behavior and predicting performance and misadaptations.

* Process-control models are very fruitful analogues for adaptive computer system con-
trol; directly appropriate issues include gain control, prediction, instability, and adap-
tation failures.

& Uncertainty of evidence is a critical issue in real-time system state analysis and fault
diagnosis, and has a central impact on making adaptation decisions. Useful techniques
include concurrent multihypothesis diagnosis, predictive diagnosis, and incremental
decision making.

* reflective architecture, developed originally to allow extendibility in computer lan-
guages, provides an excellent and general structure for adaptive architecture.

* There is an abundance of design families within which adaptation choices may be
mnade.

* Selecting part;cular fault tolerance techniques to meet changing user requirements
may be 1).L.ed on predetermined service attributes of candidate techniques.

Similar to the need for bounding fault propagation in fault-tolerant systems, there is
a need to bound (1) the propagation of adaptation responses in a distributed system,
and (2) vertical propagation of changes in inultilayer support functions.

We believe that these general and particular results offer a useful basis for a methodology
of design for future systems.

We have used one case study, ADRBs, to il.lustrate the need for techniques for selecting
alternative implementations based on possibly changing service attributes. Further details
on ADRBs are presented in Chapters 3 and 41, and a case study on distributed thread
integrity is discussed in Chapter 5.



Chapter 3

The Adaptive Distributed
Recovery Block Scheme

In many challenging applications, environmental conditions that affect fault tolerance re-
quirements imposed on computer systems change dynamically. As significant changes in
environmental conditions or in internal .computing resource conditions occur, the effective
set of fault tolerance mechanisms also changes.

3.1 The Role of ADRBs in Adaptive Fault Tolerance

The purpose of adaptive fault tolerance (AFT) is to meet the -1'rnamically and widely chang-
ing fault tolerance requirement by efficiently and adaptively using a limited and dynamically
changing amount of available redundant processing resources [19J.

When the fault tolerance requirement reaches a highly stressful state (that is, at or near
the peak) in an application in which the fault tolerance requirement fluctuates widely, the
processing resources available in the computer system are typically not sufficient to support
all the fault-tolerance mechanisms needed without adjusting the set of services provided
by the computer system. In addition, given that the resources (processing, communica-
tion, and data storage) of a computer system are finite and that under increasing stress
the availability/usability of these resources will decrease because of failures, the questions
are: Toward what objective will the remaining resources be directed? And is the current
strategy for fault tolerance the most effective under this greater stress? The system resource
manager may decide to decrease the functionality (that is, total set of functions supported)
to maintain the level of timeliness (that is, the ability to produce critical responses during
the required time periods) and the level of consistency (that is, the degree of deviation from
the intended relationship among the states of the different parts of the computer system
and the environment). Or it may decide to give up some consistency for functionality and
timeliness. The system resource manager must, therefore, trade-off functionality, timeli-
ness, and consistency in order to maintain an optimal system operation having decreased
resources. As a part of this trade off, the set of fault tolerance mechanisms activated may
need to be dynamically adjusted. Hence comes the notion of adaptive fault tolerance.

29
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"T he distinctive nature of AFT as compared to more conventional fault tolerance becomes
more evident when the fault tolerance requirement or the resource availability changes "in
a noticeably discrete fashion." that is, from one mode to another mode. In response to
such mode changes, the adaptive fault-tolerance management system (FTMS) adjusts its
operating strategy accordingly, that is, entering a new mode of operating fault tolerance
capabilities. Such an adaptive multimode FTMS is bound to have a highly modularized
structure and is thus easier to implement reliably than monolithic static FTMSs that may
execute all available fault tolerance mechanisms all of the time. In fact, in most challenging
distributed computer system (DCS) applications, it already becomes prohibitively expensive
to operate the DCS with continuous activation of the fault-tolerance mechanisms needed
only in several highly stressing modes, let alone operate with all the available fault tolerance
mechanisms activated. An adaptive FTMS reallocates its resources to activate a set of
fault tolerance mechanisms effective in a new mode of the environment and the computing
resource.

A specific instance of an AFT technique, the adaptive distributed recovery block (ADRB)
scheme is a major extension of the basic distributed recovery block (DR1B) scheme developed
in (21, 25, 13. 24, 22]. The DRB scheme was adopted as the basic structure for designing
fault-tolerant real-time DCSs because of its wide applicability and ability to handle both
hardware and software faults with no loss of real-time task executions. One fundamental
software approach to realizing real-time fault tolerance capabilities in DCSs is parallel re-
dundant execution, which is to have multiple processing nodes execute the same real-time
task in a redundant fashion. The DR1B scheme is a practical and broadly applicable formal-
ization of the parallel redundant execution approach. The scheme is essentially an approach
to structuring a duplex redundaint computing station, called a DRB station, dedicated to
execution of one or a few real-time application processes and capable of handling both
hardware and software component failures with the effect of real-time forward recovery.

The ADRB scheme extends the DR1B scheme in two major ways. First, a critical real-
time task can be executed not only (1) in the parallel redundant mode, which is the standard
mode used in the basic DR.J3 station, but also (2) in the sequential backward recovery mode,
which is the execution mode adopted in the original recovery block scheme (17, 39], and
(3) in the sequential forward recovery mode, which has been considered in many previous
projects on exception handling. Therefore, an ADRB station dynamically switches its op-
erating mode in response to significant changes in the resource and application modes.
Secondly, the supervisor station under the DRB scheme is basically responsible for three
functions: detection of node crashes, detection of misjudgments by the nodes in DRB sta-
tions about the status of their partner nodes, and network reconfiguration including task
redistribution. Under the ADR13 scheme the supervisory function is not necessarily con-
centrated in a particular node or computing station. Moreover, the supervisory function
station has an additional dimension-that is, changing the set of real-time tasks to be exe-
cuted. The supervisor function can be executed not only in the centralized mode but also
in the decentralized mode. Therefore, again, the system can dynamically switch between
the centralized supervisory mode and the decentralized cooperative monitoring and control
mode. The algorithms and execution modes for accomplishing the three basic functions can
thus be adjuisted as significant changes in the resource and application modes occur.

Although the basic DRB scheme has been evolvi:ig over the past ten years, exploration
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of various possible implementation structures has thus far taken place more in the context
of highly parallel multicomputer networks [25, 24]. Only in recent years have some concrete
implementation structures and prototypes of DRB stations for use in real-time LAN-based
systems been studied [13, 22]. In order to partially validate one version of a DRB im-
plementation structure and identify detailed implementation issues. a simple experimental
implementation of DRB stations in a small-scale LAN-based DCS testbed was conducted.

issues are discussed in Section 3.2.7.

3.2 Basic Principles of the DRB Scheme

The most basic and important problem in constructing a real-time fault-tolerant DCS is to
construct highly reliable and fault-tolerant constituent computing stations. One approach
to realizing this is by parallel replicated execution of real-time tasks. A practical and
basic approach that keeps the amount of data communication between replicated processing
nodes to a minimum is to structure a computing station in the form of a pair of self-
checking processing (PS?) nodes, each processing node possessing the capability of judging
the reasonableness of its task execution results. The PSP scheme is a core component of
the DR1B scheme.

We concentrate here on two instances of the PSP scheme. The first scheme is intended to
tolerate primarily hardware faults (although some operating system faults are also tolerated)
by using identical, replicated software and hardware. The second scheme tolerates software
faults as well as some hardware and operating system faults, by using nonidentical software
(intended to produce equivalent results for the same inputs), running on identical hardware.

3.2.1 Primary-shadow pair of self-checking processing nodes

An abstract representation of a PSP-structured computing station is given in Figure 3.1.

Comm. network

------------------- I

PSP-Structured Computing Station

Figure 3.1: PSP'-structured computing station

.There are largely two basic approaches to implementing the self-checking functions, one
through hardware support and the other in software. Self-checking hardware mechanisms
have been extensively developed [47, 51]. Self-checking software mechanisms are not nec-
essarily substitutes for self-checking hardware mechanisms, but rather the fornmer can be
supplements to the latter. One of the most versatile and flexible self-checking software
mechanisms is the acceptance test, which is a routine for checking the acceptability of the
execution results of a task [17, 39]. Use of this mechanism, possibly in conjunction with
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some self-chiecking hardware mechanisms, is the approach adopted in the DRB scileme. It
can be vi'-wed as an instance of an executable assertion.

Figure 3.2 illustrates a PSP-structured computing station based on the self-checking
function implemented in the form of an acceptance test routine. Each node has its own local
database. Node A is the initial primary node, and node B is the initial shadow node within
this computing station. Each node has its own local data base for application processing.
Both nodes obtain input data from the multicast channel (built on a system-wide multiaccess
communication network), and the primary node A informs the shadow node B of the ID
of the data item that node A selected for processing in the current task execution cycle.
Nodes A and B process the data amid perform their self chocking concurrently by using the
same .,•ceptance test routine. Because node A passes the test here, it informs the shadow
node P of its success and then -delivers che results to the succc3sor computing station(s).
Upon successful delivery, node A informs node B of .he success, and both nodes proceed to
enter the next task execution cycle.

Processing of task :nput data usually requires reference to a database. It is essential
that the database be protected from unacceptable results that may be generated by either
of the proc-ssors. There are several ways to achieve this protection. One way is to provide
some means for undoing a change to a local database-say by using a buffer that records
all changes as a local state vector. Another way is to use an external persistent store for
recording all acceptable results. The second way is simpler to manage, but it imposes the
burden of downloading data into a processor for every new task.

It also may be desirable to protect the local database informat'on from loss r2sulting
from processor faults. In this case, a separate data base may be provided for each processor.
For this solution, it must be possible to copy the contents of the unfailed database into a
corrupted database.

Suppose that the PSP-structured computing station in Figure 3.3 is the successor sta-
tion. Upon receiving data from the predecessor station (in Figure 3.2), the primary node
C informs node D of tlte data item to process next, for example, via transmission of the ID
of the data item. The nodes process the data and perform their self checking concurrently,
but this time the primary node C fails while the shadow node D passes. Node D will learn
of the failure of node C via either an explicit notice from node C or a time-out (if node
C has crashed). Node D then becomes the new primary node, delivers its task execution
results to the successor computing station(s), and notifies the partner node, if alive, of the
successful delivery. Meanwhile, node C, if avl.e, attempts to become a new shadow node by
trying again to process the data item. If node C passes the self-checking test this time, it
can then continue as a shadow node; upon learning of the successful delivery of the result
by the partner node D, it proceeds to the next task cycle as the shadow node.

To realize the full potential of this PSP scheme, cost-effective mechanisms must be
provided for ensuring that all versions get the same data in each task execution cycle, and
for reliably saving some relevant task execution results into persistent store upon successful
completion of acceptance tests. These issues are discussed in Section 3.2.5.

This primary-shadow scheme i; thus capable of handling hardware faults with the effect
of real-time forward recovery and is a core component of the DRB scheme.
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3.2.2 Replication of recovery blocks

If the system designer is concerned with not only hardware faults, but also with software
faults, the primary-shadow scheme discussed with Figures 3.2 and 3.3 can be extended by
incorporating the idea of using multiple versions of the application task procedure for each
task. These multiple versions and a task-specific acceptance test related to the same task
can be structured together in the form of a recovery block (RB) [17, 39].

The syntax of a. recovery block is: ensure T by B]. else by B2 ... else by Bn else error.
Here, T denotes the acceptance test (AT), Bi the primary trý block, and Bk, 2 < k < n,
the alternate try blocks. All the try blocks are designed to produce the same or similar
computational results. The acceptance test is a logical expression representing the criterion
for determining the acceptability of the execution results of the try blocks. A try (that is,
execution of a try block) is thus always followed by an acceptance test. If an error is detected
during a try or as a result of an acceptance test execution, then a rollback-and-retry with
another try block follows.

The extended scheme is the distributed recovery block (DRB), and under this scheme a
recovery block is replicated into multiple nodes forming a DRB station for parallel redundant
processing. In most cases, a recovery block containing just two try blocks, the primary
and the alternate, is designed and then assigned to two different nodes, the primary and
shadow nodes, as depicted in Figure 3.4. The specification of the maximum execution time
allowed for each try block is an integral part of the DkB scheme. A try block that is
not completed within the time, because of hardware faults or excessive looping, is treated
as a failure. Therefore, the acceptance test can be viewed as a combination of both logic
and time acceptance tests. The roles of the two try blocks are assignod differently in the
two nodes. The governing rule is that the primary node tries to execute the primary try
block whenever possible, whereas the shadow node tries to execute the alternate try block.
Therefore, primary node X initially uses try block A as the first try block, whereas shadow
node Y initially uses try block B as the first try block. Until a fault is detected, both nodes
receive the same input data, process the data using two different try blocks (that is, block
A on node X and block B on node Y), and check the results using the acceptance test. Both
nodes perform all these tasks concurrently. The time acceptance test (that is, the time-out
mechanism) is used to ensure the timely behavior of both nodes.

In a fault-free situation, both nodes will pass the acceptance test with the results com-
puted with their first try blocks. In such a case, the primary node notifies the shadow node
that it successfully passes the acceptance test. Thereafter, only the primary node sends its
output to the successor computing station(s). Both nodes then proceed to the next task cy-
cle. However, if the primary node fails and the shadow node passes its own acceptance test,
the shadow node assumes the role of the primary node; that is, the nodes exchange their
roles. These actions by Lne two nodes are done asynchronously as explained in Figure 3.3.
On the other hand, if the shadow node fails first, the primary node need not be disturbed.
In both cases, the failed node attempts to become an operational shadow node; it attempts
to roll back and retry with its second try block to bring its application computation state
including its local database up to date. This attempt does not disturb the primary node.

The DRB scheme imposes some restrictions on the use of the recovery block scheme.
A recovery block to be used in the DRB scheme shoull be two-phase structured; it should
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consist of one input acquisition phase and one output phase. During the input phase,
the recovery block must not involve any output step (i.e.. sending computation results
to the outside) while it may involve multiple input steps. Similarly, during the output
phase, the recovery block may involve multiple output steps but not a single input step.
This restriction is essential to prevent interdependency among different DRB stations for
recovery from being formed.

There is also the possibility that the two local databases, each belonging to a different
partner node, may diverge in their contents. The goal of the DRB scheme is to keep
these local databases in acceptable states. If the acceptability criterion used here is a
rigorous one and if the two local databases are in acceptable states, the differences in the
contents of the local databases will be limited by the acceptability criterion, and hence
not problematic. Therefore, the quality of the acceptance test in a DRB station is very
important. Fortunately, experience has indicated that design of good-quality acceptance
tests is much easier in real-time application fields than in non-real-time data processing
applications.

Under the DRB scheme, real-time forward recove:y is achieved regardless of whether
faults occur in the hardware or software components. During fault-free operation, the
execution overhead is very small because the actions of the primary node do not depend
on those of the shadow node. By adopting the RB structuring as its component, the
DRB scheme supports flexible incorporation of algorithmic redundancy because the two try
blocks are not required to produce identical results and the second try block need not be
as sophisticated as the first try block. When the designers cannot accommodate the costs
of developing alternative try blocks, they can still use the PSP portion of the DRB scheme
to facilitate real-time hardware fault tolerance.

3.2.3 Recursive shadowing with N (> 2) try blocks

In some highly safety-critical applications, the system designer may design more than two
try blocks into a recovery block to further increase reliability. Although several approaches
to structuring a DR1B station that uses three try blocks are conceivable, one of the most
natural approaches is recursive shadowing, which is to treat the third node as a shadow
node for the team of the first two nodes as depicted in Figure 3.5 [24].

Node Z in the figure will normally use try block C as its primary try block and deliver
its results only when both X and Y fail to produce acceptable results in time. Nodes X and
Y behave like a single functional node with respect to interfacing with their shadow node Z.
They must share responsibilities for providing their status information to node Z at various
points as well as responsibilities for understanding the "useful/useless shadow" status of
node Z. If node X or Y crashes, then it can be replaced by node Z and thus the computing
station can start functioning as an ordinary two-node DRB station. Similarly, crash of node
Z will result in the computing station functioning as an ordinary two-node DRB station.
If both X and Y fail at their acceptance tests but are alive, then node Z becomes the new
primary node and one of the two failed nodes (X and Y) should become the new secondary
node (a shadow for node Z) and the other should become the third node (a shadow for the
team of Z and the secondary node). In an n-node DRB station, the nth node functions
as a shadow for the team of the first n-1 nodes. A natural consequence of this recursive
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Figure 3.5: A DR1B station with recursive shadowing

shadowing organization is the modest increase in the implementation complexity as the
number of nodes used in a DR13 station increases. For the sake of simplicity in discussion,
these cases of using more than two try blocks in a DRB station will be treated as special
cases throughout the remainder of this report.

3.2.4 Supervisor station

A major extension of the basic DRB scheme made by Hecht et al. [14, 13] was in incorpo-
rating a supervisor computing station into the LAN-based system. A centralized form of
a supervisor station was incorporated in [13], but many of the supervisor station functions
can also be decentralized. Demonstrations of decentralized implementations have yet to
take place.

The supervisor station is basically responsible for three functions:

* Detection of node crashes

* Detection of misjudgments by the nodes in DRB stations about the status of their
partner nodes

e Network reconfiguration, including task redistribution

To make the supervisory function highly robust, it is useful to dedicate a DR13 sta-
tion (rather than a nonredundant computing station) to the supervisory function (see Fig-
ure 3.6).

Interactions between the supervisor station and "worker" DRB stations must be imple-
mented efficiently. Many different forms of interactions are conceivable.

w. . . . . . . . . . . . .
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Figure 3.6: Using a DRB station as supervisor

3.2.5 A DRB Implementation Structure for Multicast LAN-Based Sys-
tems

A node in a DR]B station basically engages in two types of inter-node communication:

* Data communication with other (predecessor and successor) computing stations,
which may be DRB stations

* Status exchanges with partner node(s) within the same DRB station

The timings of the two types of communication are different and the status messages
are short signals unlike the data messages, which may be substantial and of variable length.

Therefore, in choosing efficient implementation structures for DRB stations, the tom-
munication subsystem architecture of the given LAN-based system must be reflected. For
the remainder of this chapter, we mainly assume the use of a LAN architecture with a single
multiaccess broadcast network, as depicted in Figure 3.7.

Mulflcast Channel

P'2 1  Supervisor
_ Station

--------------

* Worker DRB Station m

Figure 3.7: A fault-tolerant LAN-based system consisting of a supervisor station and DRB
stations

We are focusing on the cases of using highly decentralized (HD) easily expandable LAN
system architectures. Popular LAN communication structures such as the CSMA (carrier-
sensing multiple access) bus and the token ring possess strong expandability characteristics
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at the communication network level, To minimize the impacts of frequently changing hard-
ware configurations on the software, it is useful to design and implement the software such

that physical node addresses of each node are used only inside a small kernel module within
the node. With such design, interaction among the processes distributed over multiple
nodes does not involve use of physical node addresses.

Going a step further in this direction, Moti et al. [33, 321 developed a scheme called
the data field for dynanically establishing "logical multicast channels" shared among the
concurrent distributed processes without requiring the processes to know the identities of
other cooperating processes, or the identities of the nodes running the processes. The
only thing that a group of cooperating processes needs to know in advance for message
communication i3 the name of the logical multicast channel through which the message
will be communicated. Each of those processes can simply educate the communication

subsystem in the host node about the logical multicast channel to be used. Therefore, a
process wanting to send a message to other cooperating processes will execute a primitive
"Multicast the data Di over the channel CX". Then all other processes designed to share
channel C. will pick up the message. Dynamic creation and use of logical multicast channels
for interprocess communication is an attractive feature to incorporate in HD LAN system

architectures.

Major Design Parameters of DRB Stations

Five design parameters that must be chosen carefully to obtain a cost-effective DRB station,
and that may be impacted by the types of communication architectures used, are

Mech, nisms for ensuring input data consistency. Suppose each of the two fault-
free partner nodes in a DRB station picks a new data item for the same task execution
cycle. If these two data items have the same ID, then the two nodes are said to be
preserving input data consistency. Complications can arise if the communication links
between some nodes and the multicast channel are not reliable; certain data messages
may arrive at one partner node but not at the other partner node. In general, it is
necessary to take actions that explicitly ensure input data consistency.

* Mechanisms for sharing acceptance test results. The shadow node in a DRB
station needs to learn the acceptance test result of its primary partner node with an
acceptable delay. On the other hand, it is not essential in principle for the primary
node to know the acceptance test result of the shadow node because as long as the
primary node does not fail, it alone can satisfactorily meet the application require-

ments. However, it is possible that the shadow node could temporarily lag more than
one task execution cycle behind the primary node. Therefore, the primary node must
check to see if the shadow severely lags for longer than a tolerable time period. If so,
the primary node may judge the shadow node to have become useless and thus ask
the supervisor station to replace the shadow node. Another option for facilitating the
detection of the fallout of the shadow node is to have the superviso; station detect it.
To do this will require the shadow node to periodically announce its progress.

* Mechanisms for reliable communication of result data messages. Successful
delivery of the result data message by the primary node to the successor computing
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station(s) must be confirmed by both partner nodes in the producer DR.B station.
In case of a failure, the primary node must learn it and then either make a retry for
delivery or give up and become a new shadow node, whereas the shadow node must
learn it so that it can decide whether or not to deliver its own result data message.
This means that delivery of a. result data message by the primary node must be
followed by a reply with an acknowledgment message(s) by the successor computing
station(s).

a Mechanisms to support recursive shadowing with N (> 2) try blocks.

It is desirable to implement recursive shadowing without incurring a nonlinear surge
in the messige traffic among the member nodes of a DRB station.

* Mechanisms to support a supervisor station.

It is desirable to have a supervisor station perform its functions with minimal distur.
bance to the nodes of worker DRB stations.

Approaches for Ensuring Input Data Consistency

When the data items to be processed always arrive at both partner nodes belonging to
the same DRB station in the same order, the input data consistency requirement is easily
met. However, complications can arise if the communication links between some nodes and
the multicast channel are not reliable; certain data messages may arrive at one partner
node but not at the other partner node. With many LAN architectures, it is not easy to
ensure uniform orderirg of arriving messages at 'i the receiving nodes without involving
an interaction among the receiving nodes.

Because the multicast -hannel is the only communication path available in the system
architecture considered here, it is important to keep the number of messages exchanged
during a task execution cycle of a DRB station to the minimum or a near-minimal number.
Two approaches for ensuring input data consistency are conceivable. One approach is to
simply have the primary node send an explicit message containing the ID of the data item
selected for processing to the shadow node as exemplified by the Status-I message-send
action of node A (the primary node) and the Check-1 message-receive action of node B (the
shadow node) in Figure 3.2.

The other approach is to piggyback the information on the data item selkýcted onto the
acknowledgment message that the primary node needs to send to the producer station of the
selected data item. Although it is not shown explicitly in Figures 3.2 and 3.3, the "Receive

&Save Data" action by a node must be followed by an acknowledgment action. Because
the acknowledgment message must also be transmitted through the multicast channel, it
is a good choice to multicast the message not only to the producer computing station
(of the received data item), but also to the shadow node and the supervisor station. This
piggybacking approach is depicted as the "A & S-i" (Acknowledgment & Status-i) message-
send action of the primary node A in Figure 3.S. Dy checking this message, the shadow
node can tell if both its the primary partner and itself have the s-Lme message-receiving
experiences and can process the same data item. 'This action is deiicted by the "C-I"

(Check-i) message- receive action of node 13 in l'igur,' 3.8.
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Approaches for Sharing Acceptance Test Results

An attractive approach is to have the shadow node check to see if the result data message
from the primary partner node is multicasted, thereby judging the acceptance test success
or failure of the primary partner. An absence of the multicast is interpreted as an indication
that the primary partner has crashed. If the primary node fails in its acceptance test but
remains alive, then it takes the step of sending a notice of the failure to the shadow node
(and possibly to the supervisor station) in place of the step of multicasting a result data
message. This output monitoring approach is depicted as the result output action of node
A and the C-2 (Check-2) message-receive action of node B in Figure 3.8.

The primary node and/or the supervisor station needs to detect the faliout of the shadow
node. The Status-2 message-send action of node B, which involves sending the acceptance
test result to be checked by the primary node in a future task execution cycle, and the
Check-previous-Status-2 action of node A, which involves checking a set of recent Status-
2 messages from the shadow node, illustrates one way to facilitate the detection of the
fallout of the shadow node. Another option is to require the shadow node to announce its
progress periodically, in the form of a Status-2 message in each task execution cycle or less
frequently. The progress report can then be monitored by the primary node and/or the
supervisor station.

Approaches for Reliable Communication of Result Data Messages

One approach for achieving reliable communication of result data, messages is depicted
in Figure 3.2. The output action of node A includes receiving acknowledgment(s) from
the successor computing station(s). Receipt of the acknowledgment(s) together with the
Status-3/Check-3 protocol, ensures reliab!e delivery of a result data message.

A more attractive approach, however, is to have the successor computing station mul-
ticast an acknowledgment message and have both the shadow node and the primary node
verify that the acknowledgment arrives. The C-3 (Check-3) actions of node A and node B

in Figure 3.8, together with the A & S-1 (Acknowledgment & Status-i) action to be taken
by the successor computing station, represent this acknowledgment monitoring approach.
Note that in Figure 3.8 a nonblocking approach for receiving the acknowledgment message
was also adopted in both partner nodes. This is an optional feature and it can be adopted
when it is desirable to allow the nodes to "look ahead" into the next task execution cycle
while the acknowledgment message is on the way.

Approaches for Recursive Shadowing with N (> 2) Try Blocks

Implementing the recursive shadowing involves a recursive arrangement of the approaches
discussed earlier for implementation of three of the five basic design parameters.

Approaches for Implementing a Supervisor Station

With the basic types of LAN-based system architectures, maximum flexibility exists in
implementation of supervisor stations because it is easy to enable every processor to hear
any data or status message c.ommunicated between nodes of "worker" computing stations.
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As mentioned early in Section 3.2.4, many of tile supervisor station functions can be de-
centralized. However, the advantages and disadvantages of decentralized implementations
have not been fully understood. Of the three basic functions of the supervisor station, the
detection of node crashes. is the easiest to implement in a decentralized form. When a
centralized supervisor station is adopted, it is also necessary to make arrangements for each
worker station to periodically cast its opinion on the health status of the supervisor station.
The interval between such opinion casting can be made much larger than a typical task
execution cycle.

Modular Implementation Models and Experimental Validations

To partially validate the DRB implementation structure discussed throughout Section 3.2.5
and identify detailed implementation issues, a simple experimental implementation of DRtB
stations in a small-scale LAN-based DCS testbed was conducted from March through June
1993. This is discussed in Section 3.2.8. We then proceeded to formulate a modular im-
plementation model which can easily incorporate various existing or emerging techniques
for network diagnosis and reconfiguration and reliable message communication. This model
and partial validation efforts made are discussed in Sections 3.2.9 and 3.2.11.

3.2.6 Principles and Implementation Structures of the ADRB scheme

"The ADR1B scheme exploits several of the fundamental trade-offs that are found in com-
puting systems in the dimensions of time, equipment and service. The particular instances
of those dimensions in ADRB are latency in computation and error recovery, efficiency of
resource utilization, and accuracy of computed results,

The A.DRB scheme extends the DRB scheme in two major ways. First, a critical real-
time task can be executed not only (1) in the parallel redundant mode. which is the standard
mode used in the basic DR.B station, but also (2) in the sequential backward recovery mode,
which is the execution mode adopted in the original recovery block scheme [17, 391. and
(3) in the sequential forward recovery mode, which has been considered in many previous
projects on exception handling. Ti, efore, an ADRB station dynamically switches its op-
erating mode in response to significant changes in the resource and application modes.
Secondly, the supervisor station under the DRB scheme is basically responsible for three
functions: detection of node crashes, detection of misjudgments by the nodes in DI{B sta-
tions about the status of their partner nodes, and network reconfiguration including task
redistribution. Under the ADRB scheme the supervisory function is not necessarily con-
centrated in a particular node or computing station. Moreover, the supervisory function
station has an additional dimension-that is, changing the set of real-time tasks to be exe-
cuted. The supervisor function can be executed not only in the centralized mode but also
in the decentralized mode. Therefore, again, the system can dynamically switch between
the centralized supervisory mode and the decentralized cooperative monitoring and control
mode. The algorithms and execution modes for accomplishing the three basic functions can
thus be adjusted as significant changes in the resource and application modes occur.

Figure 3.9 depicts the overall ADRfl operatii,. First, the given task set is mapped
to the node set by the network configu-ation management (NC'vI) server. Each task may
be assigned to one or more nodes to form an AD RI station. The execution mode of each
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ADRB station is chosen by the NCM server on the basis of the equipment availability and
the criticality and recovery time requirement of the tn-k ,.ssigned to the ADRB station.
As the system resource condition changes and the application proceeds through different
phases, the NCM may order each ADRB station to change its execution mode.
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Figure 3.9: Basic operations under the ADRB scheme

Figure 3.9 also depicts the possibility of dynamically switching between the centralized

execution mode and the decentralized execution mode for the NCM server. An abstract
representation of the logical component that makes decisions on switching of the NCM
execution mode is named "adaptive control arrangement". This component can of course
be a part of the NCM. In the decentralized execution mode, NCM svers running on
distributed nodes need frequent communication among themselves to assure that their views

of the network configuration are consistent.

Adaptive Changes of the Task Execution and Recovery Mode in an ADRB

Station

Three execution modes for real-time tasks A real-time task can be executed in three

fundamnental-ly different ways with the cooperation of a task designer willing to provide

software redundancy:

Sequential backward recovery. This mode of execution was incorporated in the
original RB scheme [17, 391. It takes a single processing node.
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* Parallel redundant execution. This mode of execution was incorporated in the
DR3 scheme and facilitates forward recovery. It takes two or more processing nodes.

* Sequential forward recovery. This mode of execution was assumed in many pre-
vious projects on exception handling. It takes a single processing node.

These three modes of fault-tolerant execution differ in equipment resource requirements,
software design requirements, and recovery times required. Therefore, an ADRB station
under the ADRB scheme can take advantage of these three options to maximize the reliable
delivery of services under varying conditions of available task execution time and equipment
resources.

Figure 3.10 shows an abstract representation of the components in an ADRB station.
The main components are as follows.

1. There are a set of input queues, each corresponding to a different input source or a
different input type.

2. n different task algorithms are provided. Some of them may be designed for the
same or similar computational results. Others may be exception handlers that can be
in% )ked upon 'ailure of an earlier tried algorithm to bring the ADRB station to a safe
state (i.e., a state from which the ADIRb station has a chance to proceed to a normal
.:tate).

3. The acceptance test function is a component provided to check the acceptability of
t.he results of the most recently executed algorithm.

4. Once the acceptance test execution is successful, then the computation result is sent
in the form of a message to other ADRB stations and/or saved into a stable stor-
age component that can be accessed by other ADRB stations. The stable storage
c.omponent may be a storage component exclusively belonging to the ADRB station,
a storage component shared by multiple ADR1B stations, or a combination of both
types.

Figure 3.11 depicts the three different execution modes of an ADRB station. The DB
component in this figure corresponds to thc stable storage component in Figure 3.10. When
the ADRB station is in the sequential backward r.,covery mode (RB mode) or th, sequential
forward recovery mode (EH Exception Handler mode), only one processing node is dedicated
to the station and the crash of the node dictates functional replacement of the crashed node
by a standby node identified by the NCM set ver. Unless the processing node saved its state
vector into a shared database component beolre the crash, the replacemeni means a full
restart of the task on a new node.

In coasidering the execution time aspects of each execution mode, we assume that the
execution times for the primary and shadow algorithms, respectively, are T1 and 7'-2 and
the deadline adopted in aiiotheý node for hearing about the completion of the primary
algorithm is Tj. We also 'ssume that the primary algorithm fails to produce an acceptable
result because of a software design fault or a hardware fault.
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1. Sequential backward recovery mode (RB mode).

Two different cases, one involving an acceptance test failure and the other involving
a node crash, are distinguished.

(la) Sequential backward recovery from an acceptance test failure.

The total execution time in this case is

T.RB.AT = T, + Tr + T2,

where T,, is the time for state restoration, which is needed to prepare for an alternate
algorithm. Here T, + T2 can be greater than TI.

(1b) Node crash.

We assume that the processing node saved its state vector into a shared database
component before the crash. The total execution time in this case is

T.RB.CR = Td + Treplace + Tsr + T2 ,

where Trpl,,, is the time spent to identify a new replacement node and T, and T2

are the same as in (la). Here T replace can be greater than TI.

2. Parallel redundant execution mode (DRB mode).

Again two different cases are distinguished.

(2a) Primary's failure at the acceptance test.

The tcr'; ecution time in this case is

T.DRB.AT = Ti + T5 d,

. Ph s' " time for a shadow to hear the failure of the primary. Here Tsd is
typi ",.ily sm 'er than T ,, or T2 .

(2b) Node crash.

The total execution time in this case is

T.DRB.CR = T d.

Here it is obvious that T d > TI + Tsd.

3. Sequential forward recovery mode (EH mode).

As before, two different cases are distinguished.

(3a) Sequential forward recovery from an acceptance test failure.

The total execution time in this case is

T. Ii .AT = Ti ÷TEH,
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where TEH is the time for execution of the exception handler. TEH is typically smaller

than T1 or T2 but larger than Ted.

(3b) Node crash.

In this case, the recovery action is the same as in the case of (ib). Therefore

T.EH.CR = T.RB.CR = Td + Trcptace + Tsr + T2 .

The execution times under different execution modes analyzed above can be ordered as
shown in Figure 3.12.

T_DRBAT

TDRBCR T_EHAT

ITRBAT

T_RBCR = T_EH_CR increases

Figure 3.12: Ordering of execution times under different modes

An example adaptation scenario Figure 3.13 depicts one scenario in which an ADRB
station adapts to the changing time and equipment resource conditions by changing its

mode of execution.

A defense command and control (C2 ) situation is assumed in Figure 3.13. During
peacetime, both the available time and equipment for task execution are assumed to be

in a comfortable, abundant state. The application in such a phase may require execution
of a large number of soft-real-time tasks. The sequential backwaid recovery mode is the

prevailing mode of execution for most DRB stations. Once war starts, the set of tasks to
be executed changes, and many become hard-real-time tasks. The available time condition

becomes tight, although the equipment condition may still be comfortable because not much
equipment loss has yet been incurred. Almost all hard-real-time tasks wilU be executed in
the parallel redundant execution mode. After some time passes in the war phase, the

equipment condition will become desperately short because of battle damage and other
random equipment failures. Therefore, shedding of less critical application tasks as well as

executing critical tasks in the less equipment-intensive execution mode, namely, the single
forward-recovery mude, will become mandatory.

More exact adaptation possibilities can be described by identifying a desirable execution
mode for each point in a two-dimensional resource space-that is, Time x Equipment space
as in Figure 3.16. For example, when the time availability situation is desperate and the
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equipment availability situation is tight, two possible execution modes are conceivable. Since
the time availability is in a desperate condition, every critical task must be executed in the
DRB mode o, the EH mode. If the equipment availability were in a comfortable condition,
then the DRB mode would have been the choice. However, since the equipment availability
is in a tight condition, it is not feasible to configure the full set of ADRB stations in the
DRB mode. Another option is to configure some less critical tasks in the EH mode, thereby
reducing the number of nodes required but at the cost of increasing the risk of those ADRB
stations missing their deadlines.

Transition protocols Protocols for the ADRB stations and the NCM server effect
switching of ADRB stations among the three execution modes. The facilities used in exe-
cution of the protocols are depicted in Figure 3.14.

InputQ's oni

j-. .-.-.--..

ver v. rVe

E H4\AT EH.

Persistent Other computing
state holder stations

Figure 3.14: A basic configuration of an ADRB station

There are six different possible transitions among the three execution modes. Six tran-
sition protocols, each corresponding to one of the six transitions, are presented in Fig-
ures 3.15:ab, 3.15:cd, and 3.15:ef.

Among the six transition cases, the case of switching from the T(B mode to the DRB
mode and the case of switching from the sequential forward recovey (S-FR) mode to the
DRB mode require the most complex and ti.e-consuming protccols. This occurs because
the primary must provide a copy of its state vector to the newly chosen shadow node.

There are two issues related to preservation of data integrity during execution of tran-
sition protocols. One is for the primary node to maintain its data integrity. The basic rule
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here is that the primary node must switch its mode of operations only between task exe-
cution cycles. If it receives an order to switch the mode in the middle of a task execution
cycle, it must defer the switching until the time of completing the current cycle. If the
node detects an error--that is, an acceptance test failure, before completing the current
task execution cycle, it must make a recovery attempt valid in the current mode. Only
after a successful recovery-or an AT failure, the node can switch to the new mode. If the
node cannot recover successfuly, then the node must attempt to inform the NCM server
of its crippled condition so that the NCM server may make an appropriate reconfiguration
decision. This simple operational rule is the most effective in maintaining data integrity
within the primary node.

The other issue is for the shadow node to maintain its data integrity. Only two switching
cases are relevant here : RB - DRB and DRB R- B. The case of DRB -- RtB does
not present any problem. The shadow node can switch its mode as soon as it receives an
order. Even in the other case. RB - DRB, the new shadow node will execute its switching
procedure as soon as it receives an order. However, in this case, the switching procedure
can be time-consuming since it requires cooperation of the primary node for providing a
state vector (i.e., information in the local database of the latter). The primary may choose
to send the information in multiple steps. During the switching procedure the shadow must
also periodically inform the primary of the sequence of messages it has received so that the
primary may determine how much informadion it must supply from its local database.

Other adaptation parameters Besides the execution mode, there are other adaptation
parameters in an ADR.B station. Dropping the task i3 an adaptation parameter used in
Figure 3.16 and was set on when the equipment availability condition was tight or desper-
ate. In add.ition, the degree of redundant execution in an ADRB station is an adaptation
parameter. When both the criticality of a task and the fault occurrence rate are high, the
ADRB station may execute in the I)R13 mode with more then two processing nodes as long
as a sufficient number of nodes are available in the system. When the equipment availability
condition becomes tighter, the ADRB station can reduce the degree of redundant execution.

Adaptive Network Surveillance and Reconfiguration

The three major components of network configuration management (NCM) are

* Network surveillance to detect and locate faulty nodes

* Confirmation of message delivery and detection of misjudgments made by the nodes
in the DRB stations

* Task redistribution

The first two components arc closely coupled. Belth involve imonitoring mniessagus origi-
rnaLting from the subject nodes. On the othor hand, message delivery confirmation needs to
be execute(] much more frequently than the recognition of permanent faults.
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Figure 3.16: Adaptation possibilities for various combinations of equipment and time
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Basic execution modes for NCM

The NCIM execution modes are defined as follows:

1. Fully cooperating mode vs. partitioned mode

When the communication network is not fully connected or communication between
some groups of nodes becomes difficult due to a high level of noise interference, it is
natural for the system to enter the partitioned mode of operation. In a partitioned
mode, a node in a subsystem can have a view of the subsystem configuration but not
of the entire system configuration. Basically, the NCM can be forced to operate in
the partitioned mode when internode communication becomes highly unrelable. Note
that this partitioning is applied to the NCM only; the possibility of application-related
communication between a node in one group and another node in a different group is
not removed.

2. Centralized mode vs. decentralized mode

As mentioned earlier, the NCM server can be implemented in either centralized or
decentralized forms.

/ Network Configuration"
Management (NCM),

PP P

Figure 3.17: Logical NCM function

Figure 3.18 depicts all four different execution modes for the NCNI server of which
the logical function is shown in Figure 3.17:

(a) Fully cooperating centralized mode

(b) Fully cooperating decentralized mode

(c) Partitioned centralized mode

(d) Partitioned decentralized mode

The basic principles guiding the four execution modes are sumnimarized in Figure 3.19.

The comparisons of the fully cooperating mode and the partitioned mode are made in
Figure 3.20. Since under the partitioned rood,, a node ca niiot have a global view of the
entire system status, the mode sacrifices the possibilities for globally ,ptrimal resource

sharing and task distribution. On th,, ()tlie, hand, if the hullyv cooperati mg mode of
execution for the NCM is attmpted when ,omnmunicati,,i b-,tween sonie groups oU

nodes is difficult, then the exetution efliciency of the N(NI will become very low.
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Figure 3.1.8: Four different execution modes for NCM
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NCM Arrangement Basic Principle

Centralized Select leader

Decentralized Achieve consensus

Centralized Manage partitioning Select leader
partitioned during periods of

communication Achieve
Decentralized difficulties consensus

Figure 3.19: Basic principles guiding the xecution modes

"The main performance characteristics of the four different execution modes are also
summarized in Figure 3.20. The footnotes associated with Figure 3.20 are the follow-
ing:

L. Since the transient fault rate is low, the centralized approach (A.1) will yield good
coverage in fault detection.

2. In general, the decentralized approach (A.2) has better coverage in fault detection but
its relative strength becomes noticeable in situations with high fault rate. However,
the decentralized approach requires consumption of more processing power spread

over all the nodes.

3. The partitioned mode of operation is entered when high-data-rate communication
among groups of nodes becomes difficult. If the transient fault rate is low, then coin-
munication difficulties will occur only due to permanent loss of some communication
links. Here the centralized approach (B.1) will yield good coverage in fault detection.

4. Because of the same reasons used in both cases 2 and 3 above, the decentralized
approach (B.2) will yield good coverage in fault detection.

5. In the situations with high rate of transient faults, the superior capability of the
decentralized approach (A.2) over A.1 in terms of the coverage in fault detection
should be noticeable.

6. If the transient fault rate is high, then communication difficulties among the largely
autonomous node groups can occur not just because of permanent loss of some commu-
nication links but also because of a high level of noise interferences in communication
links. Within each node group, frequent transient faults may occur in processing
nodes or communication links. In such cases, the decentralized approach (B.2) will
exhibit superior coverage in fault detection.
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Figure 3.20: Performance characteristics of the four NCM execution modes
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7. Permanent faults at low rate are not a major factor influencing the performance of
either of the two approaches, centralized (A.1) and decentralized (A.2).

8. Permanent faults at low rate are not a major factor influencing the performance of
either of the two approaches, centralized (B.1) and decentralized (B.2).

9. Permanent faults at high rate will cause the differences in performance of the two
approaches, A.1 and A.2. to become more noticeable than permanent faults at low rate
do but they do not have as much influence as transient faults do. This is partly because
usually the partitioned mode of operation is entered after a substantial number of
permanent fault occurrences and thus the period during which high rate of permanent
faults is exhibited can only be brief. In any case, frequent changes of the 'supervisor-
node under A.1 due to the supervisor losses will incur more serious performance
penalty than node failures of the same frequency under A.2 do.

10. If permanent faults occur at a high rate even after the system enters the partitioned
mode of operation, then repeated re-partitioning is likely to occur. hI this type of
situation, the differences in performance between the two approaches, B.1 and B.2,
are not significant.

11. The fully cooperating mode of operation yields high observability whereas the parti-
tioned mode of operation incurs sacrifices of the global view. Therefore, the former
yields higher fault detection coverage than the latter does. In addition, between the
centralized approaches and the decentralized approaches, the decentralized approaches
yield higher coverage in fault detection.

12. In general, the decentralized approach creates a higher message traffic than the ceii-
tralizcd a,,1roach does. This occurs because the former requires every active node to
monitor the health conditions of every other node and participate in decision mak-
ing regarding the system status and the reconfiguration action to be taken, whereas
with the latter, only the supervisor node gets involved in monitoring and decision

making in a major way. Between the fully cooperating mode of operation and the
partitioned mode of operation, "'.o former creates more message traffic than the latter
because in the latter case, frequent message communication occurs only among the
nodes belonging to the same group.

Execution modes of each major NCM function Let us n~w examine the possibilities
of executing each of the three major components of NCM in different modes. First of all,
since both the recognition of nodes with permanent faults and the confirmation of message
deliveries involve monitoring of message communications, it is natural to execute both NCM
functions in the same mode. This is why the four execution modes are listed as possible
modes for network monitoring in Figure 3.21. Secondly, for task redistribution, the decen-
tralized execution approach is not attractive; it just increases the overhead. The reliability
of the node handling task redistribution can be checked by the other two NCM functions
(i.e., recognition of permanent faults and confirmation of message deliveries). Therefore,
only two execution modes, the fully cooperating centralized mode and the partitioned cen-
tralized mode, are listed as possible modes for task redistribution in Figure 3.21.
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Figure 3.21: A scenario for adaptation of the NCM server
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Third, when the network monitoring is executed in the fully cooperating mode, there
is no reason for the task redistribution function to be executed in a partitioned mode. On
the other hand, the inverse is not true; even if the network monitoring is executed in the
partitioned mode, the task redistribution function may be executed in the fully cooperating
mode to achieve globally optimal distribution. This is because the task redistribution
function is much less frequently executed than the network monitoring is and thus even
with the reduced network communication bandwidth caused by the high level of noise
interference, execution of the task distribution function in the fully cooperating mode may
be feasible.

Therefore, only six possible combinations of the network redistribution execution mode
and the network monitoring execution mode need to be considered:

1. (fully cooperating) centralized (mode for task redistribution) and (fully cooperating)
centralized (mode for network monitoring)

2. centralized and decentralzed

3. centralized and partitioned centralized

4. centralized and partitioned decentralized

5. partitioned centralized and partitioned centralized

6. partitioned centralized and partitioned decentralized

These six combinations are depicted in Figure 3.21.

An example adaptation scenario The reasons for switching of the NCM server among
different execution modes are the different performance characteristics of the different exe-
cution modes summarized in Figure 3.20. The switching between the fully cooperating mode
and the partitioned mode will be dictated primarily by the communication link availability
and secondarily by the remaining communication bandwidth available and the execution
time available. Similarly, the switching between the centralized mode and the decentralized
mode will be dictated primarily by the node fault rate and the communication link fault
rate and secondarily by the processing capacity available. Figure 3.21 depicts an adaptation
scenario based on these reasonings.

Further classification of the centrali7ed execution mode The centralized execu-
tion mode for the network monitoring function can be further classified into the simplex
supervisor mode and the active replicated supervisor mode. In the latter case, the net-
work monitoring function is assigned to a DRB station. Again, the primary factors that
influence the decisions on switching between the simplex supervisor mode and the active
replicated supervisor mode include the time constraints on the network monitoring func-
tion, the equipment availabihty, and the fault rate. The task redistribution function can
also be executed in the modes discussed above.
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3.2.7 Summary and Remaining ADRB Research Issues

The ADRB scheme we have presented is a concrete instance of the AFT technology that
can be put into practice immediately. However, in order to exploit the full potential of the
scheme, fvrther research is needed to develop various optimal implementation techniques.
Some of the major study topics in this direction are

* Cost-effective integration of the adaptive redundant execution management compo-
nent and the adaptive NCM component into the ADRB scheme

* Development of an implementation model for the ADRB scheme in object-based dis-
tributed systems

* Experimental design of ADRB stations

Successful accomplishment of these studies will contribute significantly to the growth of
the AFT technology and its user community.

3.2.8 Partial Validation of a DRB Implementation

To partially validate the DRB implementation structure discussed in Section 3.2.5 and iden-
tify detailed implementation issues, a simple experimental implementation of DRB stations
in a small-scale LAN-based DCS testbed was conducted from March through June 1993.

The simple freeway-segment monitoring simulation program was first implemented on
a LAN of four PCs. As shown in Figure 3.22, the simulated freeway segment has one on-
ramp and one off-ramp. One PC is used to simulate the dynamically changing conditions
of the freeway segment, including positions of continuously entering and exiting cars. The
second PC uses two sensors to keep counts of the cars entering the freeway segment during
each checking interval. The third PC uses two sensors to keep count, of the cars exiting
the freeway segment during each checking interval. The fourth PC then collects reports
from the second and third PCs, calculates the number of cars in the freeway segment, and
displays the count.

As shown in Figure 3.22, two DRB stations were configured, and thus six PCs were
used. The experiment involved the injection of faults, measurement of the overhead and
recovery performance, and subsequent analysis of the system behavior. This experiment
was a partial validation of the DRB implementation structure in that the supervisor station
was not implemented. The flowcharts in Figures 3.23 and 3.24 show the details of the DRB
protocols implemented in the preliminary partial validation experiment.

3.2.9 A Modular Implementation Model for the DRB Scheme with a
Configuration Supervisor

The implementation techniques for the DRB scheme, especially those for use in LAN-based
systems, are expected to go through continuous refinement and extension in the future.
This is partly due to the fact that a higher-fault-coverage real-time fault tolerance scheme
can be obtained by combining the DRB scheme with complementary techniques for network
diagnosis and reconfiguration and reliable communication. New complementary techniques
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with such capabilities will continue to emerge at least for the next several years. To facilitate
efficient incorporation of new complementary mechanisms, an implementation model that
has a modular and easily expandable structure has been devised. The promising nature
of the model was confirmed during an experimental implementation conducted from July
through September 1993 using both the model and a simple PC-network-based real-time
distributed computing testbed.

Worker DRB computing stations and a supervisor station

In typical LAN-based real-time fault-tolerant systems using the DRB scheme, real-time
data flows among several DRB stations, which are called worker DRB stations. We may
also incorporate a supervisor station to make the system highly robust and to extend its
lifetime [13, 22]. Figure 3., depicts a typical configuration of a system composed of several
worker DRB stations and a supervisor station.

The supervisor station is generally responsible for detection of node crashes, detection
of misjudgments by the nodes in DRB stations about the status of their partner nodes,
and network reconfiguration, including task redistribution. Some of these functions - for
example, detection of node crashes - can be decentralized [26]. In fact, new approaches
for the detection of node crashes and the loss of messages, and for network reconfiguration
have mushroomed in recent years, indicating that these areas are still immature. It is
thus advantageous to implement worker DRB stations and the supervisor station such that
the new, more cost-effective, complementary approaches and mechanisms emerging in the
future can be easily incorporated. This means that it is highly desirable to have a modular
implementation model for both the worker DRB station and the supervisor station.

This modular implementation model will facilitate the efficient incorporation of newly
emerging approaches for

* Supervisor-worker cooperation

- Arbitration of the conflicts arising between partners in a worker l)IB station

- Network reconfiguration

* Reliable multicast and crashed node detection.

All promising approaches for detection of crashed nodes and message losses require
frequent communication, logging, and analysis of some form of inquiry messages and ac-
knowledgment messages [13, 26]. Components responsible for such message production,
logging, and analysis are thus integral parts of the implementation model. The DF scheme
for providing dynamically configured multicast channels is also a part of the implementation
model.

3.2.10 An Implementation Model for a Worker DRB Computing Station

A general structure of the implementation model for a DRB computing station is depicted
in Figure :3.25. Each node in a worker DRB station uses a slightly different subset of the
components, depending on its role (primary or shadow). The shared variable FROLE in
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each node indicates the role of the node. Figure 3.26 provides some more details on the
structure of the primary node.

A worker DRB station node has six basic types of processes: (1) Task process, (2)
Incoming Communication process (ICP), (3) Outgoing (Communication process (OCP), (4)
Watchdog Timer process (WTP), (5) Acknowledgment Analyzer process (AAP), and (6)
Partnership Support Process (PSuP).

The ICP is responsible for receiving all incoming messages (tagged with appropriate
content codes) and distributing them to several data queues, based on their attributes.
The data from the predecessor computing stations are stored into the queue QiNv (which
may actually represent a set of queues, Qnvmi, QN2' ..., QI1 p, where p is the number of
predecessor stations) in both primary and shadow nodes.

A\t the beginning of each data processing cycle, the primary node's Task pr,)cess picks I
data item from Q ,%v. '[o ensure the input data consistency, the primary node's T'ask process
informs its partner (in the shadow node) of the ID of the data item jusi selhci.td. 'T'he i(U'P
on the shadow node receives the 1D message and inserts it into Qjp.). The :dhadow's Fask
process picks a data ID from QID at the beginning of each data proc,,ssing cycle. Using d,

ID, the shadow node's Task process selects the data item fronm its QC2cv. Whenever possible.
both the primary node's Task process and the shadow node': Tl'ask process ,,x,''cite different
try blocks in each data processing cycle, although they ext,ci ,,meh saeo ;Icceptalice test.

The result data produced by the primary node's Tlask process are g,_iven to the OClP
through QoUT. Then, the OCP sends out all such tessnages onto the tIulticast channel
to which at least the successor stations, the shadow node. amd the supervisor station are
connected. Throughout the execution of the DRB scheme, a timt,-ott. nechattisiti is engaged
for fault detection. The WTP is respomsible for reacting to each time-otI m igna. ''he time-
out values are registered into QD by the processes in need 4 Ite-uMt ,activtiiMns. For
example, a time-out mechanism is engaged by the Task proc:es:; befor,' a'I .,xectition of a
try block. If such a time-out occurs, the WTP forces the Tlask prtces:, to ,tar't ,he sanute

sequence of actions that is normally followed upon an accepltance test failure.
To facilitate both node crash detection and message delivery conlirniation, all nodes

in the system periodicaly exchange heartbeats in the form of acknowledgment messages.
To be more specific, the following cost-effective approach is adopted. As the ICP receives
each message from the channel, it produces an acknowledgment (ack) message and inserts
it into Q.CK.'. Normally, a~s shown in Figure 3.26, the OCP does not send an ack message
separately. Instead, when the OCP is ready to send a message picked from QOUT, the
OCP piggybacks the full contents of Q..ACK onto the message from QoUT, and then sends
the combined message. However, if the OCP notices that QOUT has remained empty for a
period equal to or longer than a preset interval D, then the OCP packs the full contents of
QjcI•" as a single message and sends it out. This acknowlcdr.zent/heartbeat scheme enables
the AAP to detect node crashes and message delivery failures without much delay. When
the crash of the supervisor is detected, the worker stations should elect a new supervisor
station.

Once a node encounters an anomalous situation, it enters the suspended mode and this
entry involves setting the shared variable FSUSP to indicate the node. For example. after
the primary node sends a task output message but before it receives an acknowledgment

from the successor computing station, it may receive a task output message sent by its
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partner node. Such a situation may arise because of a fault in the receiver part of the shadow
node (now acting as the primary node) or a fault in the sender part of the primary node.
The primary node then enters the suspended mode and seeks advice from the supervisor.
As another example. if the shadow node discovers that it has missed an application data
message from a predecessor station because of a fault in its receiver part, it enters the
suspended mode and seeks help from the primary node to obtain a copy of the message.
In general. a node is in the suspended mode while it tries to get help from the supervisor
and/or its partner node.

The PSuP handles the requests/orders from the supervisor station and the partner
node. For example, an order from the supervisor station may be to switch the role from the
primary node to the shadow node. A request from the partner may be to provide a copy
of an application data message generated by a predecessor station. Or it may be a request
from the newly assigned partner node for a copy of the local database. The knowledge a
node has about its partner node - for example, the role and the mode of the partner node
- is kept in the shared variable S PART.

As the ICP receives an incoming message, it saves a time-stamped copy in the received
niessage log (RMIL). The RML facilitates an investigation when an acknowledgment message
corresponding to an unknown message is received. It also enables the PSuP to honor a
request from the partner node for a copy of a message that the latter node missed. As
mentioned before, a request for copies of the data messages may also come from a newly
assigned partner node.

A..s the OC1P sends out a message, it also records a time-stamped copy in the sent message
lo. (SML). One use of the SML is by the AAP, which, among other things, attempts to
coidii mn the successful delivery of each message sent out.

If the primary node's Task process fails to pass the acceptance test, it sends a failure
notice to both the partner node and the supervisor station before making an attempt for
"a roll0back-and-retry. Because the local database has not been updated yet and the RML
(o*miti[1s thW input data item, all the information needed for a rollback is available as long
as the iiain memory is not corrupted. That is, no other preparatory actions are needed to
facilitate rollbacks. A node with a meniory hardware fault can be treated in the same way
a crashed node is treated, even if the memory fault is transient. That is, such a node is
taken out of the DRB station for off-line repair and then can be reincorporated as a new
partner node.

An implementation model for a supervisor station

A general structure of the implementation model for a supervisor station is depicted in
Figure 3.27.

The supervisor station is basically responsible for detection of misjudgments by the nodes
in DI{B3 compiuting stations about the status of their partner nodes, detection of node crash
and message delivery failure, and network reconfiguration including task redistribution.

A suporvisor station controls five types of processes: Supervisor process, ICP, OCP,
W-I1P, and AAP. The Supervisor process monitors the messages communicated between
nodes of worker DIRB stations and detects misjudgments by the nodes--for example, detec-
tion of two primary nodes in a DRB station. It may also receive inquiries from nodes in the
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suspended mode regarding possible mistakes by themselves or their partncr nodes, such as
message transmission failures and message reception failures. When a shadow node decides
to become a primnary node, it also sends a request to the supervisor node for a posteriori
apy'roval.

To support network reconfiguration, the status of worker nodes is preserved in the worker
status table. WST. Once a new worker is inserted into the system, the Supervisor process
assigns a job to the new mode. For example, the job may be to function as a shadow node
in a certain DRB station. As in the case of a worker DRB station, the function of the
AAP is to detect node crash and/or message delivery failure by continuously analyzing the
ack messages coming in. In the case of a detection, the AAP reports it to the Supervisor
process so that the latter may orchestrate a network reconfiguration action. The AAP
as weli as the WTP may discover that the supervisor node has been faulty, for example,
missing a message, or trapping the Supervisor process in an erroneous loop. Upon such
discovery, the AAIP or %VTP can force the Supervisor process to take an appropriate action
"for conditioning the system for continuous operation, such as ordering other nodes to elect
a new supervisor node, or crashing the supervisor node.

3.2.11 An Experimental Validation of the Modular Implementation
Model

As a supplement to the logical validation of the implementation model formulated, an exper-
n imnental implernintation based the model discussed in Section 3.2.9 was conducted from July

through September 1993. A simple kernel called the ECPM (Extended Concurrenc Pascal
Mac' ine) was used. Tei ECPM has evolved in the UCI DREAML (Distributed Real-time
Ever Available Mlicrocomputing) Lab over the past ten years and was designed to support
Suýal-timne rocesse3 distributead over a LAN. The kernel was extended to incorporate the
Dl' scheme. The •iiiple case of freeway traffic monitoring used in the earlier experimen-
tal implcmentation discussed in Section 3.2.8 was again implemented on the PC network
(PCN) '.estbed. Two worker DRB stations were implemented and a skeleton version of the
supervisor station, whlich detects misjudgments made by the nodes in worker DRB stations
but does not yet wosscss otlhui capabilities luch as networx reconfiguration. was established.

The kernei in each node ,sc-s dual ready queues and the time-sliced processor allocation
approac... The time slices are allocated alternatively to the two ready queues. In addition,
ia po.,;w-ful dynamic priority scheme called priority-bracket scheduling [20] is applied for
alocation of time slices among the processes vithin each ready queue. This flexible structure
is nighiy useful in scheduling the processor time in each node to support the processes
d,.pih ':,d in Figures 3.25 and 3.27. Because the ICP is considered to be the most time-
critical process, i. was assigned to monopolize one ready queue, whereas other processes
were assigned to compete within the other ready queue. This E.xperimental study effort was
"halted before reachimig the full validation stage because of the change in the demolistration
plan of the ACR project.



Chapter 4

Adaptive Distributed Recovery
Block Demonstration

The results gathered from the Adaptive Distributed Recovery Block (ADRB) demonstration
program and lessons learned from designing, implementing, -and executing the demonstra-
tion are described below.

The ADRB demonstration and the AFRS (Adaptive Fault Resistant Systems) Release
of the Alpha Distributed Operating System that supports it are described in a number of
other documents1 . Particularly:

* Alpha Software, AFRS Release: Computer System Operator's Manual describes the
generation and operation of the AFRS Release of the Alpha Distributed Operating
System and its applications

* Alpha Software, AFRS Release: Software User's Manual documents the AFRS Re-
lease of the Alpha Distributed Operating System and its adaptivity demonstration for
potential users of the system

* Alpha Software, AFRS Release: System/Segment Specificaiion discusses the Alpha
Distributed Computer System Testbed that hosts the AFRS Release and its applica-
tions

* Alpha Software, AFRS Release: Software Design Document details the design of tile
kFRS Release and of its adaptivity demonstration

We address three major areas: (1) the behavior of the ADRB facility, including its
performance, (2) the structure of the ADRB facility and the application software that
employs it, and (3) general lessons learned in applying ADRBs in a system.

The adaptivity demonstration of the AFRS project implemented an Adaptive Dis-
tribuLed Recovery Block facility with a notional plot correlator application function. The
ADRB facility is capable of executing in three distinct modes in order to provide a better
match between the system requirements and available system resources, each of which can
be dynamically changing.

'Separately bound

75



76 A11 1pi%( y )istriblired Recovery Block Demnonstrati'on

The Al)RB facility dis plays each of th> t Iiree. niodis and behaves as expected in each
Mode. Ani experi inenter Call direct the A I)R1 facili tv to chianoeAD11.13 operating miode
at anyv time. and canl cause the facilitY to transition snloothlyl between any of the three
modes. We analyze Specific performance, resultsý. although this is not a production svstecni:
it is intended to display' the AD R13 I Cich olo-y and to pernilt experimenters to stud itv i
a notional situation.

T1he struct ure of thle AD1111 facilityv and the separation of that facility from the basic
application codle should allow,% for an orderly expansion of function in future versions of this
software.

Devising, designiinlg. mpein i ng ad exe~rcising the adaptivity demonstration also
i'llustr~ated a few desirable properties, for apl)Jication functions that are to be encapsulated
by* anl ADR13 facility. Most of these properties result from the need to execute two try blocks
simultaneously onl different nodes in a d ist ri buted system. (Coordi nation of their execu tion
is complicated if large databases imus-t he shared or kept consistent between these parallel
ap~plication functions.

The adaptivity denmonstrat ion 1z operational and( p)ermtits the ongoing- study of .XDR 13s
in an Alpha Distributed Operating; System context.

4.1 Adaptive Distributed Recovery Blocks

Adaptive Distributed Recovery Blocks are extensions of Recovery Blocks (111s) [.10] and
Distributed Recovery Blocki (D)12s) [2:31. AIDRIls provide multiple mnodes of operationl
in order to provide a better match between system requi retments and a~.ailable systeým re-
sources,. each of which can be- dynainiamrallv chliaiirin

Al) 1 1s provide, application se~ 'sde~spi ti

"* Software fault., duiring, recovery block exer tit ion

"* liardware, faults duringf rcovery block executionl

"* Node failures

*Timing faults (a, result that was produced too late)

A DRIs canl he configured to litilize or coniserve processing resources. The .Alpha-
prtovidled AD R1Bs canl operate in thre-' dlisti nct mlodles

"* MIode I -- Serial recovery blocks. Mode I incorporates two recovery ( trv ) blocks and
anl acceptance test. For each iniput datuinil, thef pri muarv t r% block is ex-cuited. If t hi.

,,e(nerated res iilt pa~sses the accep~tance test, the results fromn the p~rimiary t ry M~ork
are( used(. Otherwise, tile second trv block is ,xecu ted and isrvsiml ts areý pa)sed to
hil' acce~pt alice test. If' all resuldts fail th le test, iim frror is reported to a. lilger level of

("mit rol.

"* Mo~d" 11 C(oiiirreit, reinV'-r v blick>.- Miile 11 1: 1'ýsigmi'' to r,'(lli(P th,' la,LI''mlv o.f
till bei\'\ilocik wvhe'm a fault llfi:~ hre, tiiii. thl~e'r are twi) try hlmllks aMid ani

;~icclhut-inoti ý't. In Modl 1I. Imtii tr.ý iiliiiks ;irl, i'xeili*te'i cimiciirreiitl.% onl ,ýiImrlatp
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nodes. and their results are independently tested by copies of the acceptance test. If
the primary try block passes the acceptance test, its results are used. Otherwise. if
the secondary try block passes the acceptance test, then its results are used. Unlike
Mode I, the secondary try block has already been executed if the primary try block
fails the acceptance test. This mode is also known as a distributed recovery block
(DRB).

Mode III - Recovery block with skip. Mode III is designed for the situation where
resources are scarce and time is pressing. There is one try block and one acceptance
test. The try block is executed. Jr the generated result passes the acceptance test,
the results of the try block are used. Otherwise, the recovery block is ended and the
current input is skipped - that is, no result is generated for that input. (This is an
acceptable action for some application functions, including the function employed for
the adaptation demonstration.)

4.2 ADRB Behavior

Particular behavior of ADRBs is expected in the presence of faults, and in certain situations,
a change between ADRB operating modes can be made. ADRB mode behavior is supported
by experimental measurements.

4.2.1 Operational ADRB Mode Characteristics

The Alpha-hosted ADRB facility clearly exhibits the three operational modes described in
Section 4.1 when executing the ADRB demonstration program. The gross characteristics
of each mode are exactly as expected, specifically

1. When a software fault is detected in Mode I, recovery cannot occur until at least
another try block has been executed.

2. When a software fault is detected in Mode II, recovery, if it is successful, occurs quickly
because the both ADRB stations are working to produce answers at the same time.
"To obtain such low latency, two try blocks are executed in parallel for each input
report.

3. When a software fault is detected in kMode III, recovery takes longer than in Mode Ii,
but is much quicker than in Mode I However, the quality of the result suffers. In i',ct,
for this demonstration, the default result computed under Mode III indicates that the
incoming report could not be cornlated with any track (because there was insufficient
time to really check). This is, in fact. an acceptable outcome for this application in
most cases.

Section 4.2.3 reviews some quantitative exper.imental results to illustrate these points.
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4.2.2 Dynamically Changing ADRB Modes

If ADRBs are to be truly adaptive, it must be possible to dynamically change ADRB operat-
ing modes. In fact, ideally, mode transitions would occur instantaneously and "seamlessly."
The coordination required to accomplish such transitions can be considerable.

Nonetheless, the Alpha-hosted ADRB facility in the adaptivity demonstration allows
the experimenter to change from any ADRB mode to any other ADR.B mode at any time.
The time required to .uccomplish the transition is small compared to the anticipated try
block execution times of many tens of milliseconds. This is arguably the most noteworthy
aspect of the adaptivity demonstration.

One factor that can delay the completion of an ADRB mode transition is the time
required to obtain access to critical data structures that describe the current operating
mode and configuration. (An ADRB configuration is an ADRB operating mode, along with
an indication of the ADRB stations involved in the execution and their respective roles.)
The current configuration is accessed and recorded along with other critical information for
each invocation. The ADRB facility should, in theory, be capable of processing a sequence
of application invocations where each individual invocation is carried out in a different
ADRB mode.

Transitions into ADRB Mode II from either Mode I or Mode III require additional coor-
dination to assure consistent views of the existing track database.' The issue of databases
and ADRBs is discussed in some depth in Section 4.4.2.

4.2.3 Experimental Measurements

As stated in Section 4.2.1, the three ADRB modes behaved as expected in the face of
faults. However, a number of factors can affect the desirability of one mode over another.
For example, if inputs can occasionally be skipped - that is, not processed by the ADRB
facility -- or can be queued momentarily, Mode I might be far preferable to Mode II when
faults are rare and not clustered. This determination might be based on the fact that, on
average, Mode II requires twice as many processing cycles (and other computing resources)
as Mode I when faults are infrequent. Mode I requires as many total processing cycles as
Mode II only when a fault is encountered.

On the other hand, if faults occur frequently, the total number of processing cycles
consumed by Mode II compared to Mode I narrows and the reduced recovery latency Mode II
provides becomes much more attractive.

To appreciate such aspects of system operation, the ADRB demonstration presents in-
formation related to resource consumption, in total and on average, as well as the occurrence
of faults and errors and their recovery.

The ADRB demonstration provides the experimenter with a number of parameters to
adjivst, including

1. ADRB operating mode

2. Tfry block execution time

2''ransitions from ADRB Mode 11 into cither of the other modes ,do not involve this delay because much

less state must be propagated in those cases.
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3. Input arrival rate

4. Software fault rate

5. Input queueing

These parameters can be adjusted to study each of the ADRB operating modes under
various loads and fault environments.

Elevating the software fault rate tends to make the display more interesting because
there are more faults to recover from and, in fact, there can be errors due to multiple faults
experienced by two try blocks for a single input datum. While executing the demonstration
under such conditions is most interesting, it might not be the most relevant, if it does not
reflect realistic circumstances.

"To address that concern, the ADRB demonstration permits the experimenter to select
parameters that are most appropriate for that experimenter's application. If the experi-
mnenter wishes to have an even better feel for the relevance of ADR.Bs for another application
function, the plot correlator function is encapsulated in an Alpha object type and could be
replaced by another object type that computed another application function. (Section 4.3
discusses the structure of the system in greater depth.)

The following subsections provide a few interesting quantitative results gained through
use of the adaptivity demonstration, relative to the use of ADRBs. The table below shows
the average values measured for a few critical variables over a large number of runs, featuring
a range of input arrival p)eriods, try block execution times, and software fault rates. "TBT"
designates try block execution time, and "FTBT" designates the fast try block execution
time of the code executed by Mode III when it detects a fault.

[Measurement (Avg) Mode I Mode II Mode III

Total Cycles-no fault TBT + 15 nis 2kTBT + 70 ins TBT + 15 ms
Recovery Latency TBT + 6 ms 24 ms FTBT + 6 ms
Total Cycles-fault(s) 2*TBT + 21 ins 2*TBT + 70 ms TBT + FTBT + 21 ms

Fault Rates and Error Rates

The application experiences an error when the Alpha-hosted application program cannot
correctly identify the track with which a given report is associated. There are three potential
causes of errors in the adaptivity demonstration:

1. The ADRB-encapsulated plot correlator specifies a track other than the correct track.

2. The A)RB-encapsulated plot correlator experiences a sufficient number of faults that
it cannot produce an acceptable result for a given input report.

3. The A DR1B-encapsulated plot correlator is too busy to respond to a new inpl t arrival.
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The plot correlation function is sufficiently forgiving of faults and errors that there is no
evidence that it has ever designated an incorrect track identification for an input report.

Both of the remaining error types have been seen and can be controlled by the experi-
menter. The rate at which faults occur is under experimenter control.

In ADRB Mode III operation, any fault will result in an error. So the error rate and
the fault rate are identical. Under Modes I and II, two faults must occur for a single input
in order for an error to occur. So the expected error rate is the square of the fault rate
(assuming that software faults occur independently in different try blocks 3 ).

The measured rate at which errors occur for a given software fault rate corresponds well
with the expected error rate.

The final error class occurs when the application cannot keep up with the input stream.
This is often a signal to change ADR13 operating modes, al, hough if it occurs in Mode III,
there is no more efficient mode to select. In that case, the plot correlator can tolerate some
loss of data, although accuracy might often be compromised.

ADRB-Related Overhead

ADRB-related overload could mean a number of things. In this discussion, it refers to the
amount of time spent processing application invocations and replies in the ADRB facility
itself - that is, in the ADRBInvokeWrapper and the ADRBWrappers. (See Section 4.3 for
a discussion of these objects.)

The current Alpha DOS does not have a global clock, so it is difficult to measure ertain
times directly. That includes some portions of the ADRB-related overhead. As a result,
the figure is approximated.

Mode I Overhead. Mode I overhead is derived from two measurements:

* The total compute time required to produce a result when there are no faults

T The recovery latency measured when a fault is experienced

Each of these times includes the time required to execute the Application Function's
try block, so the overhead in each case is the measured time minus the try block execution
time. Over a wide span of try block execution times, input arrival periods, and software
fault rates, these numbers vary little.

When there are no faults, Mode I imposes roughly a 13 ms overhead. When one or two
faults are encountered an additional 5 to 11 ms is added. (On average, this is an additional
6 tils.)

Mode II Overhead. Mode II overhead is approximated a little differently than Mode I
overhead. In this case, the measured compute time reflects the time spent executing both
try blocks. Consequently, by removing the actual time spent executing the try blocks, an

"lhe occurrences of faults in this demonstration are determined by drawin) random numbers from in-
dependent uniform probability distributions. Consequently, they should be, !ssenti.lly, independent. This
might not be the case in a real system, where comnmnon programmer errors might provide a correlation
between failures of different try b,,ks.
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approximation of the Mode II overhead can be made. Once again, over a large range of try
block execution times, input arrival periods, and software fault rates, the overhead figure
varies little.

Whether or not there are faults, the ADRB Mode II overhead consistently runs at about
68 to 74 nis.

This higher overhead number, when compared to Mode I, is understandable. First, two
full invocations are performed compared to Mode I's single invocation (when no fault is
encountered). In addition, these numbers were measured using a two-node testbed configu-
ration. In such a configuration, one node acts as a dedicated ADR.B station, while the other
acts as an ADRB station and the interface to the application program, the ADR.B Manager,
and the external world. During executing in Mode I, the ADRE? station selected is the one
that is local to the ADRB Manager, eliminating the need to incur the additional overhead
of remote invocations to access the ADR.B station. In Mode II, one of the ADR.B stations
always requires a remote invocation. By looking at the recovery latency for Mode II, it is
possibie to estimate the additional time required to access the remote ADRB station -

on average 24 ins. This time would be significantly reduced in the processor-pair per node
configuration suggested by Kim in Chapter 3.

Mode III Overhead. Mode III overhead is calculated in the same manner as Mode I
overhead. In fact, the figures are virtually identical to Mode I - approximately 15 ms
of overhead when no faults are encountered, and 5 to 11 additional ms when faults are
encountered.

The impo-tant difference between Mode I and Mode III is not the amount of ADRB-
related overhead, it is the reduced computation time required when a fault is encountered.

Minimum Input Arrival Period

Base( on the ADRB-related overhead calculations of Subsection 4.2.3, a lower bound can be
placed on the interarrival time between input reports. So for example, even with an instan-
taneous try block execution and no faults, Mode I or Mode III could handle at most about
66 inputs/second/ADRB station. The maximum figure for Mode II would be approximately
29 inputs/second/ADRB station pair.

4.3 ADRB and Application Structure

The system structure permits the separation of the code that provides the ADRB facility
from the application code, making the ADIRB facility largely transparent to the application
program. The internal organization of the ADRB facility is is structured to allow future
growth, w.ith clear object capability.

4.3.1 Separation of Application and Adaptivity Software

From the start, it was intended that the ADRI3 software would be separated from the
application software to the greatest practical extent. Ideally, an Alpha application program
that employed operation invocation to execute application functions could be mechanically
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transformed to invoke the ADRB facility, rather than application functions, each time it

executed a function. The ADRB facility would then determine how many of what type
of application function to invoke to provide the proper level of service to the application

program. When these invocations replied, the ADRB facility would coordinate the selection
of an acceptable result and return that result to the invoking program.

This ideal has been largely attained in the adaptivity demonstration:

1. When the Application Program object instance logically invokes an Application Func-

tion object instance, it actually invokes an ADRBInvokeWrapper object instance.

2. The ADRBInvokeWrapper routes the application invocation, along with other relevant

data, to one or more ADRB stations.

3. Another object instance, called an ADRBWrapper, encapsulates each Application

Function object instance on an ADRB station.

Consequently, the Application Program invokes a single operation on the ADRBIn-
vokeWrapper and receives a reply, jast as if it had invoked the operation directly on the

Application Function. The ADRBJnvokeWrapper and one or more ADRB Wrappers coor-
dinate as needed to route the actual invocation to the proper set of Application Function
object instances in the proper order. And each Application Function object instance re-

ceives invocations from a single ADRBWrapper, just as it would normally receive them
from an Application Program.

Despite the fact that the application and adaptivity software have been largely sepa-

rated, they have not been totally separated. They affect each other in the following ways:

1. The Application Function object code, although essentially identical to that of a non-
ADRB version, is presented as a set of try blocks, rather than as a single function.

In addition, the Application Function must provide an acceptance test to check the
results it produces. This seenis to be an inherent consequence of using ADRBs.

2. The ADRBInvokeWrapper and the ADRBWrapper must know something about the
request and reply parameters for the application. At the very least, they must know
the size of the parameter blocks. This might not be an inevitable difference; stronger

language support than Alpha currently provides might alleviate this problem.

3. In certain cases, including that presented by the adaptivity demonstration, the

ADRBInvokeWrapper must understand the syntax and semantics of the application

well enough to provide consistent results to the Application Program, despite the fact

that the results are produced by two different Application Functions that can develop
3.nd maintain different internal state. (This is not a problem when the Application

functions do not have persistent internal state, or when the internal persistent state

that they have cannot diverge.) Section '1.4 discusses this point for the adaptivity

demonstration in greater depth.

4.3.2 Structure of Adaptivity Software

The adaptation software also has a fair anio1nt of internal structure:
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1. The AFR NManager controls all of the fault resistance facilities in the system, deter-
mining the allocation of resources to each fault resistance facility.

2. The ADRB Manager controls one of these fault resistance facilities. It organizes
its resources as a number of ADR13 stations and assigns these stations to perform
specific application functions. In the future, more automated managers will select
the ADR1B operating mode for each application function using the ADR.B facility.
Today, the experimenter selects the desired ADR.B operating mode. The ADRB
Manager converts that operating mode into an ADR13 configuration - that is, it
assigns ADR.B stations to support the selected ADRB operating mode. The ADRB
Manager communicates the ADRB configuration to the ADRBInvokeWrapper.

3. The ADR.BlnvokeWrapper acts as the interface for the Application Program to the
ADRB facility. It receives ADRB configurations from the ADRB Manager and breaks
them down into a set of ADRB roles that are played by individual ADRIB stations.
Roles include, for instance, being the only ADRB station that is performing tradi..
tional, sequential try blocks on a single ADRB station, or being the primary or shadow
ADR1B station for execution of DR.Bs in parallel. For each invocation performed by
the Application Program, the ADRBlnvokeWrapper makes invocations on the partic-
ipating ADR1B stations, telling each the role that it should play for that invocation.

4. Each ADRBWrapper acts as the interface to a single Application Function. Each
plays its role, coordinating with its associated Application Function and the ADRBIn-
vokeWrapper as assigned.

This structure seems sufficiently general to permit continued growth of the ADRB and
AFR facilities in the future. At the same time, the structure establishes clear guidelines for
the responsibility of each of these objects in the adaptivity portion of the system, indicating
those resources under each object's control and the locus of control in the overall AFR
system.

Although no formal, reflective structure was employed in the adaptivity demonstration,
the organization of the AFR and ADRB facilities is similar in spirit to that found in reflective
systems, where, informally speaking, each layer of the AFR system observes and controls a
lower layer, while interacting with an associated, parallel layer of the application.

4.4 Lessons Learned

Previous sections have already discussed a number of the lessons that the adaptivity demon-
stration has taught, including the feasibility of implementing an ADRB facility on the Alpha
Distributed Operating System. Consequently, we focus here on issues that have not been
discussed in depth earlier.

4.4.1 Desirable Application Funictioti Prop~erties

The work in an AD RB-based system is performed by a number of ADR.B stations. Each
station receives a sequence of inputs and produces a corres.poiiding sequence of outputs.
Although the ADR1 stationr coordinate execution with one another as needed for purposes
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of ADIRB management - for example, when two stations are executing the same function
as parts of a DRB - they do not interact directly when executing their encapsulated
application function.

When hosting such a model on an object-oriented operating system like Alpha, ideal
application functions would be entirely self-contained; they would not invoke other objects
to perform their services. In addition, they would perform their application function in two
phases. During the first phase they would read data, and during the second, they would
update their internal and external state, after determining that the computed result was
acceptable.'t

The plot correlator application function that was cho•sen for the adaptivity demonstra-
tion possesses these properties. The plot correlator function has been encapsulated into an
object that makes no invocations on other objects. In addition, the plot correlator function
reads the entries in a track database, searching for the best fit for a new radar report. In
the end, when a candidate track is selected - or the plot correlator concludes that the
radar report constitutes a new track - an acceptance test is applied to the result and the
track database is updated if the result is acceptable.

The plot correlator possesses one other advantageous property for this demonstration:
it can tolerate skips. That is, under overload, some input reports can be skipped without
seriously affecting the quality of the plot correlation function. Without this property, every
input would have to be processed, presumably until an acceptable result was obtained for
each. Under stress, this would be a serious constraint on system operation. (Notice that
Mode III takes direct advantage of this fact, skipping inputs when the primary try block
fails. If this could not be tolerated, Mode III would not be viable, limiting the ADRB
facility's options when the system is under stress.

There is one problem with the selection of the plot correlator function: it accesses a
poten: ally large track database. Managing access to this database, particularly in klode II,
can be difficult.

4.4.2 ADRBs and Databases

If an application function is to be encapsulated by ADRBs, then the function must be struc-
tured so that it can be executed in Mode II, that is, DRB mode. In that case, two ADR13
stations execute the application function in parallel. If the application function accesses
a large database, then both ADRB stations must be permitted access to the database in
parallel.

There are a number of ways to provide access to the dat-abase, and each has its own
advantages and disadvantages:

1. The database can be shared by both ADRB stations. If the applicationt function has
the two-phase read/write property mentioned in Section 4.4.1, then it seems reason-
able to have both ADRB stations read from a single, shared database; only one station

4'phis two-pha.e execution is not, strictly spcaking, a reqniiernent . However, if the application function
dums not possess this property, then meore powerful facilities, litke atomic transractiofis or an ad hoc equivalent,
niust, be provided in order to allow the application funtction to undo changes that were Made based on the
assumption that the computation produced an acceptable result.
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will actually write the acceptable result to the database. That way. both stations will
always share a consistent view of the database.

There are at least two problems with this approach. First, the database is a shared
resource and must be able to service twice the normal number of requests when the
systern is operating in Mode II. More seriously, all of the database references made
by these two distributed, database-intensive application functions will be remote ref-
erences -- references to another node in most cases. This is a very expensive method
when compared to direct reads from local memory or local files.

Providing multiple, consistent copies of the database for the application functions ad-
dresses the latter concern, but requires a powerful fault-tolerant technique to support
ADRBs, if it is even practical.

2. A copy of the database can be passed to each ADR1B station at the start of each
application function execution. At the completion of execution, each station will
update its copy. Only one copy will be selected for subsequent use, ensuring consistent
views for all executions of the ADR1B stations.

This might be feasible for small databases, but seems prohibitively expensive for large
databases.

3. Each ADRB station can create and maintain its own copy of the database. This en-
sures efflicient access to the information, but poses other problems. Since either ADRB
station might experience a fault during the execution of the application function, it
is possible that their internal databases might diverge - that is, they might not be
identical. The ADRB scheme does not permit the stations to exchange results at the
conclusion of application function executions. As a result, another party must take
the answers offered by the ADRIB stations, interpret them, and produce a consistent
result to return to the Application Program.

The adaptivity demonstration chose the last approach. It increased the complexity of the
ADRBlnvokeWrapper object, which was responsible for interpreting the individual results
and producing the unified result for the Application Program. In this case, the ADRBIn-
vManager produced an identifier for each unique track that was observed by the Alpha
system. Each individual ADRB station's plot correlator would have its own local track
identifier for that track. The ADRBInvokeWrapper maintained a set of translation tables
to transform the individual plot correlator results into the unique Alpha track identifier.s

This choice also complicated transitions into Mode II from the sequential try block modes
(Modes I and III). For these ADRIB mode transitions, a copy of the track database of the
active ADRB station's track table had to be transferred to the partner ADRB station. 6

SNotice that this is uot a universal function for such systems. This would be a more attractive option
if it were. Performing the spe,.ified translations requires knowledge of the plot correlator function, both its
syntax and its semantics. Difl,:rent steps would be required if the application function was something other
than plot corrtelation

"6This might make it sceen that the databases cannot diverge; but they can. Each time multiple new
tracks are detected, there is a chance that a fault will cause the ADRB stations to assign, different track
identifiers to the new tracks - even if they art running identical plot correlator code.
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Despite these difficulties, this seemed to be the most realistic structure for the applica-
tion at hand. It is difficult to imagine passing multiple copies of real - that is, very large
- track databases around the system with the arrival of each new radar report; and it is
difficult to imagine making the large number of invocations to read track entries that would
be necessary for each plot correlation. If the actual plot correlation were to take place in
the shared database object, then the individual results are far less independent then they
are under the selected scheme.

1=



Chapter 5

Adaptive Distributed-Thread
Integrity

We applied the concepts of adaptive fault tolerance to the kernel-layer abstraction of dis-
tributed threads. Our goals were to formulate a high-level design for a portion of an adap-
tive distributed-thread integrity service and to examine the principles we have developed
for adaptive fault tolerance. We focused on the thread maintenance and repair protocol
that forms a key portion of this service.

First, we describe the distributed-thread integrity problem in the context of the Alpha
programming model and supervisory real-time control systems. We then present the basic
components needed to address thread maintenance and repair. To be more concrete, we
give an overview of the Alpha TMARJ protocol [36], which has been implemented, and the
assumptions on which it is based. This protocol is used as the basis for the Thread Polling
protocol, one of the protocols that we select for further study.

For adaptive fault tolerance to be viable, there must be at least two alternative imple-
mentations of the fault tolerance function, each of which performs better in different regions
of the possible operating environment. We examine a variety of alternatives to the Thread
Polling protocol, and select one called the Node Alive protocol. It is described in Section 5.6
along with the assumptions on which it is based.

We believe that the Thread Polling protocol and the Node Alive protocol are viable
alternatives. The different regions of the operating environment for which they are best
suited are presented in Section 5.7. We also discuss how each of these two protocols can be
made adaptive by controlling their parameters.

We then discuss the adaptivity functions of monitoring, diagnosis, control, and meta-
control in the context of TMAR. Based on our examination of these issues we believ'e that
a practical, adaptive TMAR protocol could be constructed.

Finally, we describe a proof-of-concept simulation system that we implemented to study
the TMAR protocols and adaptive fault tolerance. We present some experimental results
that illustrate the benefits of using automatic adaptive control to switch between simplified
versions of the Thread Polling and Node Alive protocols.

87
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5.1 Alpha Thread Maintenance and Repair

Distributed threads are a programming model abstraction that is used to represent dis-
tributed computations. To be concrete, we will consider distributed threads in the context
of the Alpha programming model [37, 8], which was designed for real-time supervisory con-
trol. H-tere, the programming mo, is provided directly by th2 Alpha distributed real-time

operating s''stem kernel, and distribuied threads repr.rsent real-time distributed computa-
tions. When we refer to Alpha. we will usually be referring to the Alpha kernel.

As part -)f the basic programming model, it is important for the system to provide cerr' ain
guarantees about the integrity of distributei threads. In Alpha, a distributed thread is a4

continuous, distributed execution point that transparvintly and reliably spans physical nodes
in the computer system. If a distributed thread is broken. say because of a nod,, f-iluref.
the Alpha kernel is responsible for noticing the probletm and repairing the thread. Because
Alpha is a real-time kernel, this mu.ht be done in a civmely manner.

This portion of Alpha's distributed-thread integrity support is called thread mazlti-.
nance and repair (TNMAR). It is responsible for discovering thread breaks, identifying lhe
continuous portion of the thread that cai, be recoverEd, identifying the portions that must
be removed, managing removal and clean up, and resuming execution. The portions of a
distributed thread that must be removed are called orphans. It is desirable to remove or-
phans as soon as possible to prevent them from consuming resources that could be used by
valid computations and to prevent them from performing invalid or contradictory actions.

Providing integrity for distributed threads is similar to providing integrity for other
distributed computation abstractions. For example, orphan detection and elimination has
been studied in the context of nestecd transactions [15, 16, 30], remote procedure calls [35,
38, 45], and message logging protocols [2].

A specific TMAR protocol was developed for Alpha, based on assumptions about the
expected operating environment [36]. This included assumption.- about the workload, the
user and application requirements, the system fault model, at d the resource base and
its configuration. However, this is a rich environment and we bI.lievc, that other TMAR
protocols would perform better under a different set of assumptions. To test this hypochesis,
we devised numerous alternative TMAR. protocols, and then selected two for more detailed
study.

During the AFRS project, we identified three ways to build adaptive fault tolerance into
systems. They are changing key algorithm parameters, changing algorithms, and reconfig-
uring the placement and use of processing and data. Here, we used the first two approaches
as the basis for an adaptive TMAR scheme.

5.2 The Alpha Programming Model

The Alpha real-time distributed operating system kernel was designed to support
supervisory-control real-time processing in a distributed computing system. The concpts of
the Alpha programming model. do,'cribd lii'', can hv us,,d to de'velop real-time (list ribuited
softwar,.

"'h .\lpha k-mrnvl provmlt,. th,, f.,llwi , . o t i'tm f,,- writing real-timne ,li-trilited
s lft '.i ro:
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.5. 2.: 3 Invocationi and Thr-ead Creatiozi
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t~~~~~al *'ur't*:.11In' okeu onl a ;we' Iied, object operation. Th1e actunal creation

1;d.1 !1- t--e ne itr.ad o~u 'iar vilroiu from the exectition of the creation
* ~4' .u'tI l.- :v-%w t h rAU ru us nc ii rron'ti -%ith alld independently from the thread that

i i,! riI't reýtuirn auy valuu', to het- t hrvad that croates It when it terminates.

5. 2. 1 Illustration of Alpha Progr-aminihg Model Conicepts

tA .iSnapshot oit aI vstvn em inployingý the Alpha, programmring model. The
- *, 1' 41fi 'i nodes, an urnl ordstributed threads are executing. Each

* hreu '.i ' marked by thev thread name. and each thread head is mnarked by a dot. As an
\.tip.t lr.'.d i Is rootedl on node 1, it is threaded through objects on nodes 1, 2, 3, and

IL-1i 2 'Ia. ad it s head is located onl node 2. Thread 1 may actually be executing on node
2. hitl %w cainnot tell for sure from this snapshot. Each operation execution forms a thread

i'ctne'ilt. 11141 each aImald contiguous sequence of operation executions on a node forms a
,hr,-.td s-ct ion. Thread I currently has four sections, two of which are located on node 2.
1 lie segment structure of section 3 is shown in more detail. Here we see that thread 1 has

1ý11qp'iintia lly invoked operations for objects 1, 2, 3, and then 2 again, creating segments 12
, lir''uh I- for the thread.

5.3 Distributed-Thread Integrity

% q-')tniipt#t4r programiming model specifies the entities that represent computations, the
v1it it Is� t hat ropre~s'nit stored application information, and the means by which the compu-

a'it:ifrter t %%ith v; . -h other and the information. For example, a common programming
,i 1,4 p r'' 4, t(4 r'preseiit comtiputation . tiles to store application information, re-

;ir i all t')u Iplemen t in terprocoss communiinication , and file reading and writing
It)0 A 14 cess files
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Figure 5.: I: llust ra-tion of the A\lpha programning model concepts

Programming models lik- the one provided by Alphia are growing in popularity. [in this
approach, distributed threads are used to represent computations, and objects with opera-
tionis are nsed to representL app~lication in fonmat ion. Threads access application in fortion1161
by invokitit, object oporat ions, and commnitnca'te With each other indirectly th rough shiared
Object information. Except for timeliness, which is a primary concern in a real-tIMe OP-
erating system like Alpha, the same issues must be addressed in any system thiat employs
distributed threads in its programming model.

A variety of active entities caled threads have been used in different programming
models. A distributed thread (not necessarily an Alpha distributed thread) is unique in
several ways. First, it moves from one node to another when it makes a remote operaLion
invocation. Second, it maintains its identity when it makes an operation invocation, even
if it is a remote invocation. The identity can include a variety of information, Such as the
thread's timing requirements and functional importance. Third, it usually does not possess
its owvn address space, but enters and uses the address spaces of the objects it references.

The integrity of a distributed thread is important because it is a basic part of the pro-
gramming model. Untke thread abstractions that are bound to a single node, a distributed
thread can experience a partial failure when a node fails because a single distributed thread
can span several nodes. A node failure can break a distributed thread in one or more of
the folowing ways: it can divide the thread into several pieces, remove the thread's root,
or remove the thread's head. In addition, it can simultaneously damage several threads.

The operating system kernel must address the problem of thread breaks to provide the
abstraction of a reliable, continuou'i distributed thread. There are two high-level approaches
to providing thread integrity. In the first approach. which could be called optimistic, the

thred cn eperincea prtil falur whn. nod fals ecaue asinle istrbutd trea
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system tries to identify thread breaks. When a break is found, the system trims the thread
back to the longest continuous piece from its root, and removes the remaining orphan sec-
tions. We will refer to this as the thread trimming approach. In the second approach, which
could be called pessimistic, the system always maintains enough replicated information to
endure thread breaks. When a thread break is encountered while returning from an invo-
cation, the system transparently repairs the break and continues. For this study, we will
only consider approaches of the first kind.

In Figure 5.2. we demonstrate the effects of a node failure on the set of operating threads.
Assume tlht node :3 fails immediately after the snapshot shown in Figure 5.1. The failure
has broken threads 1, 2. and- 4. Threads 1 and 4 have been divided into two pieces, and
thread 2 has lost its head. The orphan sections are indicated by dashed outlines. Notice
that no th-ead had its head removed. The orphan sections with heads retain their heads,
and c(an Continue to exoclt, 11 util they are stopped by TMAR or until they try to return to
an oi),u',ti~m o1| a failed fnod,,.

St hn I • Setihn 27

T1hread 3 ----------.Section 4.'§S99*
-------------------------S•-'• on I DI ',Seculon 2e.I

FS i111 - Section 3.'

Node I Node 2 Node 4

Figrure .. 2. EIfects of a node failure ,on ex,,ctirng threLlds

"I'M.!A is r,,;ponsible for dtetcting anti recovering fromi thle diniaged state shown in
Figuri r5.2. 1Ii Figurr 5.3. we show a snapshot of the system after TMAR has repaired
the da(ilag',. This is only one of many possible states that could result af er TMARI has
completed it!; repair work. Whilff TMAR is detecting the failure, anal;ting the damage,
and repairing the threads, und amaged threads such as thread 3 could .,rntinue to execute,
and new threads could be created. All of the orphan sections and any further execution
they may have porform:ld havo beien removed. In addition, new heaods have been identified
and activated for threads 1 and 4.

5.3.1 System Assurnptions

Assumptions about the expected operating environmment have a strong influence on the
eflicac:y of ii.:ing adaptation. Fewer degrees of freedom in the optrating environment imply
that a single approach will be more likely to provide adoq iato s,,rvice for the entire range of
op,,ratirig condtitions. Cons-'qrrently, we will make only at few general assuinptions here. We
colnsider the operating environrnient to consist of the hardware r',:•ourc's that are available.
the con figurration of the hardtware resourr'es, the fairt nrodl. thi' c'harac teristics of tlhe
apl)lic;, Iji work-loadt, and the ob) jectives of the users and the applications. In addition to
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Figure 5.3: Repair actions performed by TMAR

assumptions about the operating environment, we assume that the application may have
real-time processing requirements and that the application may interact with the real world.

In general, we assume that the system is asynchronous. We assume that it is organized
as a group of processing nodes connected by a communication network. Each node can
have one or more independent processors. A node can experience crash, performance, and
omission failures. If a node requires several processors to operate and one of the processors
fails, the node will undergo a crash failure.

We assume that the communication network can experience performance and omission

failures. We make no assumptions about its size or about whether it can perform a hardware
broadcast.

Because we are focusing on thread integrity, we will take an abstract view of the appli-
cation workload. We will consider only the load it places on communication processing and
the communication network and the characteristics of distributed threads, which includ,
their structure, lifetime, and placement. W-: will make no assumptions in these areas. Ex-
amples of different thread characteristics include the number of threads rooted on a node,
the number of nodes through which a thread is threaded, and the number of invokes during
a thread's lifetme.

Similarly, we are concerned only with user and application requirements that affect
thread integrity. We make no assumptions in this area except that the thread integrity
service will only be expected to handle requirements for which it has provided an interface.
For example, an application may be allowed to specify the relative weight that it places on
break detection latency and certainty.

5.3.2 Components of the Thread Trimming Approach

The thread trimming approach to TMAR works as follows. First, the system looks for a
broken thread. When one is found, the system identifies the longest continuous invocation
chain starting from the thread's root. The last segment in this chain will become the head
of the trimmed thread. The system then identifies the orphan sections of the thread and
manages their removal. Part of orphan removal involves executing applicdtionl-spplied
repair code to undo or compensate for the actions of the orphans. After the orphans have
been removed, the thread can rosuni, execution from its new head. If a thread's root is
removed, tL:e entire thread essentially bhcom,,s an orphan.
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We can divide the TMAR protocol into the following tasks. The tasks must be able to
simultaneously handle multiple threads and multiple failures.

" Collect break detection information
The systeni must gather enough information to allow it to determine that a thread
break has occurred. It is desirable to detect a thread break early, but speed of detection
must be balanced against the overhead that is incurred for normal operations.

" .,nalyze break detection information.
At some point, the system must examine the information that has been collected to
determine whether a thread break has occurred. Once again, the speed of detection
must be balanced against the overhead of analysis. In addition, the analysis may
be inconclusive and the system may need to gather more information to reline its
diagnosis.

" Declare brrak.
After enough evidence has been obtained, the system must declare that a thread has
been broken. Once again, speed of detection must be balanced against certainty of
detection. Because the system is asynchronous and can experience omission and per-
formance failures for both processing and communication, TMAR may inadvertently
declare a healthy thread broken. While this is unavoidable, it is very undesirable
because it causes repair overhead, wastes correct work, and delays completion of tile
t h read.

" Collect repair information.
In addition to declaring a thread break. the system must analyze information that
will allow it to repair the break. This information may have been collected previously.
say with tio,, break doL,,tction informat.ion, but if not, it must be collected now. Th,,

thread repair information will allow the system to identify tile new thread head. t,,
orphanl thread sections, and the scheduling constraints for orphan reiovd.

A 4nalyze thread rcpair iniformlationi.

After collhcting the thread repair information, the system must identify the new thread
head and identify all of the thread's orphan sections.

Manage orphan remnotval.
The sys, in is responsible for managing orphan removal. The old thread head must
be pre, ited froin executing, tile orphan sections must be placed in their exception
handlers. and the exception handlers must be supplied with scheduling co~nstraints to
gooern theil oxcution.

Iesu rn t-, crad rr.cut ior T.
After all of the orphans havw been removed, the new thread head (can be allowed to
resu nro o'xo'clit ion.

5.3.3 Alternative Task Designs

The thread intgrity tiasks can be imlplemented in a variety of ways. leading to T.\IAIH
protocols that ,inphasl:e (difterent tradeoffs. When collecting information,. whether for
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break detection or break repair, the major questions are when, how frequently, how much,

what, by whom. and from whom. When analyzing information, whether for break detection
or break repair, the major questions are when. what, and by whom. The system must decide

when it is certain enough to declare a thread broken, and what criteria it will use to make
that judgment. When repairing broken threads the major questions are how, when, and who

coordinates, and who participates. The system must also decide when to resume executing
a repaired thread.

The design choices that are made establish different tradeoffs in the TMAR mechanisms

and policies. These differences can be seen when the TMAR protocols are exposed to dif-
ferent operating environments. The major design properties that are found in the tradeoffs
are

* Break detection latency - the time between the occurrence of a thread break and its
discovery

* i3rcak repair latency -- the time between the discovery of a thread break and its repair

* Sy.stemr oi-crhead -- the amount of processing and communication overhead introduced

when collecting break detection and break repitr information, when analyzing break
detection and break repair information, and when repairing thread breaks

* Irc'ok crrtainty - the likelihood that at thread is actually broken when the system
declares it broken

5.3.A Interactions with Other System Components

['ht' siuhiyst,.n that maintain:s thread integrity does not exist in isolation. It must interact
witlh and he compatible with other major systern componrents such as remote invocation,

oxcoption handling, and scheduling. The remote invocation suibsystem is responsible for

moving threads between nodes when an operation invocation or return occurs. It and
"TI'. A R have accvss to similar information about threads and nodes, and both are concerned

with the reliable movement of threads. Remote invocation and TMAR should be designed
to support each other without either one duplicating the other's activities.

The exception-handling subsystem provides a niechanismn that allows the application
to respond to exception conditions in an application-speci tic way. TFMAR is responsible

for placing a trimmed thread head in an appropriate exception handler at the right time

after a thread has been repaired, and for placing orphan sections in appropriate thread
hiandlrs at the right times during thread repair. The application is responsible for providing
sernatitically ineaningful exception handler code to allow the application to recover from
thread breaks.

The schedu'ing subsystem is responsible for deciding when complitations will execute.

In i a real-time system, this will probably include the TMAI( computations. TMAR may

hr14%1 to acco m mod ate situations where application threads arp scheduledh ahead of TMAR
work, arid it will have to hw designed to operati, ini a tirnihy lnianner. Ii addition, TMAII
will have to specify scheduling constraints for thrread repair work, includirg applitcatiin

.,CVJptio ha ders .
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5.4 The Alpha TMAR Protocol

The TIMAR protocol that was implemc.nted in Alpha was based on the assumptions de-
scribed here. Other TMAR approaches'that might be more appropriate under a different
set of assumptions are discussed in the next section.

5.4.1 Alpha TMAR Assumptions

The term design considerations, as originally used for the Alpha TMAR facility, is intended
to encompass not only requýremients, but also preferences and any metrics that a designer
might consult to make decisions. Adaptability, as discussed for AFRS, was not a design
consideration.

The TMAR design considerations include the following objectives:

* Failure of the TMAR function should not harm or impede the progress of intact
distributed threads.

* TMAR processing should not introduce significant overhead when threads invoke op-
erations on remote nodes. It should be possible to use operations with a short duration
that quickly read or write a value. It might be possible to write a better TMAR pro-
tocol, that is, one that would be more accurate, detect breaks sooner, recover from
breaks sooner, and so forth, if TMAR processing could be executed on every remote
invocation and/or retu -n. However, this would be inappropriate if the duration of the
TMAR processing swamped the duration of the operation itself.

# It should be possible to manage the resources consumed by the TMAR protocol,
including memory, processing time, and communication bandwidth.

* It should be possible to adjust the desired thread break detection latency.

Many of the straightforward functional requirements, such as detecting a thread break
and repairing it in a timely manner, have been omitted so that we can focus on those
considerations that allow some leeway in design.

Alpha is currently implemented on multiprocessor nodes with three processors, each of
which has a dedicated function. The Application Processor (AP) executes application code.
The Scheduling Coprocessor executes the scheduling policy for both application and syvtem
threads. The Communication Coprocessor executes a group of communication-oriented
protocols, including Remote Invoke and TMAR. The Alpha nodes are connected by an
Ethernet.

Tile following assumptions underlie the Alpha Release 1.0 TMAR protocol:

* Alpha nodes are interconnected by a bus, and the bus can broadcast messages to all
of the nodes.

* Communication errors are not common, which implies that datagrams are likely to
be successfully received.

* Thread integrity is a basic function of the system, and its costs are viewed as overhead.
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" Communication is heavily used, which implies that TMAR should be aware of the
number and size of messages it uses.

" The number of nodes and distributed threads is small enough to permit thread in-
tegrity to be tracked on a per-thread basis.

" TMAR processing is hosted by the Communication Virtual Machine (CVM), which
hosts several communication protocols on the Communication Coprocessor.

" TMAR is a decentralized protocol with each node responsi.1le for all distribuited
threads that are rooted locally.

*Following a thread break, all orphan computations must be eliminated before a re-
paired distributed thread can resume execution.

5.4.2 The Alpha TMAR Protocol

The Alpha TMAR protocol monitors the integrity of threads and repairs threads when
a broken thread is detected. Repair is based on trimming a broken thread back to its
most recent viable point and then allowing it to proceed. Before the trimmed thread
can be allowed to continue, orphaned remnants of the original distributed thread must
be removed, and the state of the internal and external system must be restored or made
acceptable. TMAR is also responsible for coordinating the trimming of a thread that has
been aborted - for instance, because of an unsatisfied time constraint. It is a decentralized
protocol executed by a number of identical peers executing asynchronously on each node in
the system.

Responsibility for thread integrity is divided among several components. The primary
component, the TMAR protocol, is responsible for detecting broken threads and coordi-
nating their repair. The restoration of internal state and the execution of compensating
actions are performed by application code executed by the exception-handling mechanism.

Detecting Thread Breaks

Every thread has a root segment, which is located on the node containing the object in
which the thread was created. Each node is referred to as the root node for all of the
threads that are rooted on that node. Each root node is responsible for maintaining the
integrity of the threads rooted on it.

A root node accomplishes this task by periodically executing a three-phase protocol. In
the first phase, the root node broadcasts a polling message containing a list of all of the
threads rooted at that node that have made remote invocations. In the second phase, each
of the nodes that contains sections of the listed threads reports this information to the root
node, along with information about the location of the thread's head. This information is
examined by the polling node to verify that an unbroken sequence of sections exists between
the root and head of each thread in the list. (Some missing section and head reports are
tolerated. because communication over an Ethernet is subject to omission failures. However,
a consistently missing section or thread head is certainly a problem.) In the third phase, the
polling node broadcasts a refresh message that announces the health of its locally rooted

|I
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threads to all of the other nodes. If a thread is unbroken, the message indicates that the
entire thread should be refreshed; if it is broken, only the continuous portion of the thread
that begins at the root and einds at the point of the break is refreshed. The sections beyond
the break must be eliminated (aborted) before the thread may resume execution at the
point of the break. Upon receipt of a refresh message, the other nodes refresh local thread
sections as directed.

If a specified time intei ,al is exceeded since the last refresh message for the sections of
a thread on a node, then it is assumed that the root node for that thread has failed. In
that case, all of the surviving sections are orphans and must be eliminated. Over time, this
three-p'iase poll-respond-refresh sequence keeps all of the unbroken threads intact, without
interrupting the AP.

Trimming Broken Threads

The Alpha programming model requires threads to be trimmed according to the proper ap-
plication-defined scheduling parameters. When scheduling parameters are needed to sclied-
ule thread section aborts during a thread repair, TMAR locates the proper parameters and
circulates them to the nodes that need them. Until the proper scheduling parameters are
received, the abortion of thread sections is scheduled on each node using a default time
constraint.

When a thread is being trimmed, each node trims the seztions local to it that are
beyond the point of the break or abort. When a node trims a thread section, it execL es all
applicable exception handlers. After all of these sections have been aborted, the root node
for the thread is notified. The root node continues to perform its normal polling cycle for
the thread, refreshing only that portion preceding the break or abort point. It keeps track
of the aborted sections as it is notified of them and determines when the entire thread-
trimming operation has been completed -- that is, when each section beyond the break or
abort point has either been aborted or determined to have failed (presumably because of a
node or communication link failure).

Once the entire thread has been trimmed, the thread's root node notifies the node
containing the thread's new head that the trimmed thread may resume execution.

Responsiveness and Overhead

The use of broadcast and multicast messages allows the amount of information that must
be maintained for each thread in the system to be kept small. For instance, a root node may
never know exactly where the head of one of its rooted threads is, or how many sections
the thread has. It cannot be sure because it only knows what it received in response to
its most recent polling message. Because messages may be lost, it cannot be sure that it
received a report about all of the existing sections. Furthermore, even if it did receive all
of the responses, the thread may have subsequently executed a new invocation that took it
to another node, thereby creating a new thread section. Threads can move freely without
explicitly reporting their movements to their root node as long as they respond to the root
niode's polling messages.

Polling messages are sent periodically by each node in the system. In addition, the
time limit within which a thread must be refreshed is a programmiable, integral number of
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polling cycles, as is the number of responses for any thread that must be missed before it
is assumed to be broken. Therefore. the pollinig freque,.cy establishes the responsiveness
of the system-that is, the length of time that passes after a thread break occurs until
it is conclusively detected. This allows the protocol to trade communications bandwidth
for thread break responsiveness: if nece•-sary, a system can be made more responsive by
employing sufficient bandwidth to achieve a polling interval short enough to satisfy any
responsiveness requirements.

The TMAR protocol can handle successive failures because it continues to perform its
normal three-phase refresh function on a thread's root node even while the thread is being
trimmed. Subsequent thread breaks or aborts will be handled as soon as they are recognized.
This makes the protocol somewhat more complicated than it would have to be if subsequent
breaks and aborts could be deferred, but it will improve responsiveness and reduce the time
that the trimmed thread m st wait before proceeding in se"eral cases, most notably when
multiple nested time constraints cover a relatively small interval of time.

Although it is straightforward for the root node to wait for the next poling cycle to take
many actions, responsiveness can be enhanced if it acts as soon as possible. Consequently,
optimizations have been iIserted into the protocol to allow the root node, and in some cases
other nodes, to act without waiting for a polling cycle.

5.5 Alternative T MAR Protocols

To gain some understanding for the adaptations that wcre possible, we exami-Led numerous
alternative designs for TMAR. Our goal was to explore the design space anI •ry to identify
approaches that were better suited for different assumptions or tradeoffs. Here is a brief
description of the idea behind some of the alternative schemes (or portions of schemes) we
considered. (The first bullet is a generic description of the Alpha TMAR. approach.)

* Thread Polling. Each node is responsible for the threads rooted on it. The other nodes
are polled for information about these threads. When a broken thread is detected, the
new head and orphan sections are identified, and instructions are issued for removing
the orphans. All threads arc treated equally. One advantage of having a thread's root
node be in charge of TMAR is that a thread is usually considered irrevocably broken
if its root fails. We will refer to this as the Thread Polling protocol.

* Self Checking. Each thre;d is responsible for checking its own health; the system
is not responsible. Pa.t of a thread's execution time will be devoted to performing
TMAR. functions. A dis.dvaittage of this approach is that it is difficult to predict
when a thread's TMAR furctions w,'l be performed. An advantage is that the TMAR

functions axe scheduled as part of the thread's activity, and they will not be performed
if the thread is not considered beneficial enough to execute.

* Partner Checking. Each thread with more than one section (i.e., it has at least one
active remote invocation) has at partner thread that performs TMAR for it. The part-
ner is a stub on the original tl;read's root node that never makes a remote invocation.
This is similar to the previous idea. except that a thread is not directly blocked by its
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own TMAR activity and the stub can execute with difterent scheduling parameters
than its partner.

Synchronous Head Movement. When a thread executes a remote invocation or return,
it synchronously reports its movement to its root node. This allows its root node to
know where all sections of the thread are located, including the head. If the root node
is responsible for checking on the thread, it can direct its polls to this set of nodes. A
lisadvantage of th~s ,pproach is the execution delay that a thread experiences after
every remote invocation or return. This might be acceptable in systems where many
threads rarely make remote invocacions or returns.

* Node Health. Thread break detection may be based on checking node health instead
of thread health. If a failed node is identified, additional checks are then made to
determine what threads are broken and where they are damaged. Information about
threads thaL can be used for thread break detection and repair can be gathered in a
variety of ways and at several different times relative to the node health checks. Thi.
could be an attractive approach if there are many threads with many sections, because
of the reduction in overhead during correct operation. A sudden burst of thread repair
processing immediately after detection of a failed node could be inappropriate for a
real-time system. Tt is probably less desirable to falsely identify a broken node rather
than a broken thread because of the extensive repair that could occur.

* Selective Section Checking. TMAR could ignore the health of certain thread sections.
This could reduce processing and communication overhead and reduce unnecessary
thread repairs. For example, the initial sections of a thread could be ignored if the
thread does not need to return to them again. A similar situation is when a section
will just be passed through by a return because the remote invocation was the last
instruction of the section. To make this approach work, the system will need to
properly handle time constraints and exception blocks.

* Invoked-Node Checking. Each node could check on the health of the nodes to which
it has made a remote invocation on behalf of some thread. A node failure would be
independently detected by all of the nodes that were checking its health. While the
checking nodes would know which threads were broken, additional information would
need to be exchanged at some time to make it possible to determine the new thread
heads, the orphan sections, and the proper scheduling parameters for repair.

* Section History. Each thread could carry history information about its sections with it
when it makes a remote invocation. This would avoid the need to constantly relearn
the location of the thread's sections, but it could introduce overhead into remote
thread movement. If node health checking is used, this approach could supply the
thread break and repair information. This approach could be attractive if threads
rarely make remote invocations and returns.

S Thread Walking. A thread's health could be checked by sending a pulse down the
thread. The thread's root node would send a message to the node with the thread's
first section, which would send a message to the node with the thread's second section,
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and so on, until the node with the thread's head is reached. If a break is found, repair
information would have to be collected. This approach could reduce processing and
communication overhead, but it might result in high break detection and break repa-ir
latencies. One optimization would be to allow a node with multiple sections for a
thread to simultaneously send multiple check messages.

In general, TMAR considers all of the threads in the same way and all of the nodes
in the same way. It may be beneficial to divide the threads and nodes into groups that
would receive special treatment. For example, threads with a high functional importance
or threads that are close to completing might have their health checked more frequently.
Similarly, nodes that have been slow to respond or nodes with many threads may have their
health checked more frequently. The system could adapt by dynamically forming groups
and moving threads or nodes between groups.

Another idea is to create a hybrid TMAR protocol that combines several of the ideas
discussed above. Threads or nodes with certain workloads or other characteristics could be
protected by suitably matched protocols. For example, a low overhead approach with high
break detection and repair latencies could be used for most threads, while a high overhead
approach with low break detection and repair latencies could be used for a small number of
special threads. The system could adap, by dynamically selecting which protocols would
be active and which threads or nodes wouid use them.

5.6 The Node Alive TMAR Protocol

After considering the various ideas for performing TMAR, we selected several of them to
form an alternative TMAIR protocol that we call the Node Alive protocol. Our goal was to
construct a credible alternative to the existing Alpha TMAR protocol. or more generically
the Thread Polling protocol, that would be based on different assumptions and would
occupy a different portion of the design space. We would then be able to study an adaptive
TiMAR protocol that could switch between these two protocols, either on command or as
the expected operating environment changes.

The Node Alive protocol is based on the node health and synchronous head movement
schemes described in the previous section. The node health approach is used to detect
system failures. Instead of directly looking for thread breaks, the protocol will look for
node failures, which will then be used to identify problems with threads. Thread break
detection and repair information will be collected through the use of synchronous head
movement. Every time a thread executes a remote invocation or return, it will reliably
inform its root node about its movement. This will allow the root node to always know
where all of the thread's sections are located.

5.6.1 Node Alive TMAR Assumptions

To allow a reasonable comparison between the Node Alive and Thread Polling protocols,
we have retained most of the Alpha TMAR assumptions for the Node Alive protocol. Only
a few key assumptions have been changed.

We assume the same hardware base and architecture. The system is asynchronous and
consists of a collection of nodes in a local area network. The nodes are multiprocessors with
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t r, i , Io r,,,,srs,,. ,,a I I i f whiii ii ha.s .1 IleIicatvd fu iiti on a: pphi;catioh processig. scif (hdliIIng.
4;111 .,,n1 iintjicalom 'Ih' h,,a] ara network is aa EI hlernot with hroadca.lS capability.

lI,' ll,,,. all ,xp,'rivnce' (I osh. o-ii-.,isn . and porformanc,, failures, and t lih network can
VXpo'llvill ' 0 )JlliSsl.)Il 'nIli portornmance failutres.

"]hf, stvsenw is assuned to be a rl ti mv svstem. This neans that the system and appli
cation ouinplitations have tilne constraints aLssociated with them, and that their execution
Is schtdul,:d. l'dhe scheduling policy will prib.bllv not provide fair access to the application
prOC,.Sor, and application compuitalions inay initract witLh the real world. Care should be

taken so that the TMAII protocol vill not cnuso a sudden overhead when an exception is
disci ,rvd.

Of the four Alpha TIMAR design objectives, we were able to maintain two.:

STh!e resources consumed by TVlMAR should 1,e manageable.

"* The thread break detection latency should be adjustable.

The third objective is that the failure of TMAR should not harm or impede intact
threads. The node health portion of the protocol could delay or block the execution of a
good thread if it took a long time or was unable to determine the set of good nodes. The
synchroncus head movement portion of the protocol could delay or block the execution of
a good thread if it took a long time or was unable to respond to a thread's movement
notification. However, it should not be difficult to write a relatively reliable agreement
protocol to identify the good nodes, and the system should be able to quickly respond to a
synchronous head movement interrupt.

The fourth objective is that TMAR should not introduce significant overhead when
threads perform remote invocations or returns. Synchronous head movement could intro-
duce significant overhead, including ftour remote message delays and two interrupt handling
delays. This is mitigated by assumptions about the relative size of communication delays,
the relative execution duration of remote operations, and the relative frequency of remote
thread movement.

We retained aJ1 but one of the Alpha thread-polling TMAR assumptions for the Node-
alive protocol. Those assumptions are

* The nodes are connected by a bus that can broadcast messages.

* Thread integrity is a basic system function and its cost are overhead

* Communication errors are not common, which implies that datagrams are likely to
be successfully received.

* Communication is heavily used, which implies that the protocol should be aware of
thp amount of message traffic it generates.

* TMAR processing is hosted by the CVM on the Communication Coprocessor.

* TMAR is a decentralized protocol with each node responsible for all locally rooted
threads.

# All orphan sections must be eliminated before a repaired thread can resume execution.
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5.f6.2d Descrition of tlie Node Alive NT(MR Protocol

"T'he .Nud, .Alive p[ ,,torol I,; ba.t'd (II th Ii, dea of having a group of good nlodes, %vhere all
niode.. inx the group agret, ,, the memb-,,rship of Itle group. ,% good node is a node that
is health)-, a~ble to tparticipat,, iti system activities, and known to the other good nodes.
The set. of good nodes is identified by runnin~g a s .stein-wide node, group membership
(N(;M) protocol. W11,Vh1 this pro~tocol is rim, new healthy nod~tes can join the group and
failed nodes will be romov,,d l'rotn the -4roup. The N(;.%I protocol will be based on idea-s

in group membership protocols that have beetn proposed for synchronous systems and for
asvnchro out,, s ;yst.enis (11].

Detecting and Repairing Thread Breaks

When an NGM protocol is run, the good nodes will agree on the group membership. In
addition, they will agree on a ci'cular ordering for the nodes. Each node is responsible for
monitoring the health of the node that follows it in the circular order. Depending on how
the protocol is designed, each node will exchange one or more messages with its neighbor
to determine whether its neighbor is still alive. If it becomes suspicious of its neighbor's
health, it will request that a new NGM be run.

After the NGM protocol is completed, a new group will be formed. If nodes are missing,
then they will be considered to have failed. Any threads with sections on a failed node
will have to be repaired. If a broken thread was rooted on a failed node, then other nodes
with sections of that thread will independently recover from the work performed by those
sections and remove them. A node recovers by executing an exceptio', handler containing
application-Ispecific code provided for a section (if one exists).

The repair of other broken threads will be coordinated by the root nodes for those
threads. As in the Thread Polling protocol, the roct node will identify the new thread head,
the orphan sections, and the scheduling parameters for the repair work. It will notify the
nodes with the orphan sections that they need to perform thread repair. and will supply
them with the appropr:ate scheduling information. When all of the nodes with orphans
notify the root node that they have completed their repair work, the root node will notify
the node with the new thread head that it can resume execution of the thread.
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(',llectilng "hread-13reak l)etectiou and Repair Information

I h r,..hi b ik.. 1.t ..1 ;,i, , nd rp'tir Informat ion is collected by syn chronous head movement.
\\hvoi .a Ithrai '\, ii ti+.'- a re'rnl iln vocati o ()r rturn, it reports its movement to its root

,, "he'IIu .i)', ill(, ro(t nL)od t) Ito yvi, .rciirate information about the location of all

4)f th', sv, timi, ,f all ,)f its 11,,,,,.d thrr"W'ds. inucludi ng the location of their heads. When a
no.t,' Lil,, fIIn is ,(ent it id. ,ac h node can immediately check to see whether any of its rooted
th r-,;,l• ;ru, brok,,i. It %till al.,o hl v-, all the information it needs to manage their repair.

S iclhr tonoli., he.ad tmovemnt. involv,,s the following steps:

* .\ thrad's currelnt nlode notifies Ihe thread's root node that the thread is going to
nii •'C.

* .Xfter sumie delay, the root node handles the notification.

' 1711 .w root node se!nds an acknowledgment to the current node.

* The thread is moved to its destination.

* The thread's destinaticn node notifies the thread's root node of the thread's arrival.

* After some delay, the root node handles the notification.

# The root node sends an acknowledgment to the destination node.

* The thread is added to the destination node's ready queue and scheduled for execution.

A thread will be blocked if its root node is unresponsive.
Notice that synchronous head movement might cause a thread to experience a significant

execution delay due to the four communication delays and the two notification-handling
delays. Because, in general, little work is needed to handle movement notification they
probably will cause little execution delay. However, a node might be busy with a more
beneficial computation. A smaller overhead will result if the root node is the same as either
the current node or the destination node.

A root node needs scheduling information for its rooted threads so that it can send
appropriate scheduling parameters during thread repair. This scheduling information, which
is the same as the scheduling information needed by the Thread Polling protocol, could be
collected during synchronous head movement, or the root node could request it after a node
failure is detected.

False Break Detection

Because of the asynchronous nature of the system and the possibility of omission and per-
formance failures in the nodes or the network, it is possible for a node to become suspicious
of its neighbor even though its neighbor is still healthy. In fact, the node that called for
the NGM may be the node that is having problems. For example, it may have failed to
receive proper response messages from its neighbor, or it may not be participating in the
check protocol in a timely way.

Identifying the group of good nodes is a two-step protocol. First, a node checks on
the health of its neighbor. If it is suspicious, it starts an NGM protocol where all of the
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good nodes come to agreement about the set of good nodes. If a node is mistaken about its
neighbor having failed, this will most likely be caught by the NGM protocol, which will then
keep the node in the group. A node can expend more effort to increase the likelihood that
its diagnosis is correct, but this will incrase node failure detection latency and hence thread
break detection and repair latencies. Thus. a balance must be struck between diagnostic
risk and speed of detection.

There must also be a balance between the amount of work performed by the initial
neighbor check and the following NGM protocol. A node should not casually call for an
NGM" protocol because it is potentially expensive. All good nodes must participate in the
protocol, and a number of rounds of message exchanges may be needed.

Because the system is asynchronous, an NGM protocol can also incorrectly identify a
good node as failed. Unlike a true distributed consensus protocol, which has the properties
that

0 all good nodes are in the group

e only good nodes are in the group

* all good nodes agree on the group

an NGM protocol has the properties that

"• only good nodes are in the group

"• all nodes in tle group agree on the group

This means that a good node may accidentally be left out of the group. While such a node
can later rejoin the group, the cost of a mistake in a TMAR protocol is high because the
svstem must incorrectly enduire a great deal of repair work. An NGM protocol can expend
more effort to increase the likelihood that the group membership is correct, but once again
this will increase detection and iepair latencies for true failures. The Node Alive T1MAR
protocol will probably be designed so that the NGM protocol is more likely to be correct
than the neighbor checking protocol.

5.7 Adaptive TMAR

Adaptive TMAR protocols can be constructed from the Thread Polling and Node Alive
TMAR protocols we have described. Here, we discuss changing parameters associated with
the two protocols, and switching between the two protocols. In the next section, we consider
the adaptive functions needed to carry out these adaptive changes.

5.7.1 An Adaptive Thread Polling Protocol

The Thread Polling protocol has several parmneters that can be adjusted. They are the
polling frequency, the poll response time-out period, and the number of polliing rounds
needed to declare a thread break. In addition, the protocol does not have to treat all
threads identically. Adjusting all of these factors dynamically will allow the Thread Polling
protocol to be tuned to a wide range of operating environments.
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I he polling frequency controls a tradeoff between overhead and break detectrion latency.
Eiach poll r,,quir,,s a root node to prepare a poll packet. broadcast the rall packet to all
ot ,,r nod-.. and analyze the poll responses. The other nodes must prepare and send a re-
sp(iise p1cket. This could constitute a signilicant amount of processing and communication
uv,,rhead. n() th, other hand, the more freqiiently this information is collected. the sooner
a broken thretd can be dletectod. The setting of this parameter would depend on factors
such ii th, load on the network, the load on the nodes. the number of threads, the average
run urber of sections per threads. the number of nodes, the application's need for quick break
detection, aid so forth.

"1,11' poll response time-out period would govrn a tradeoff between break detection
(eruainty and break detection latency. By waiting for a longer time period before analyzing

p)oll response packets. a root rede would be more likely to have received all of the poll
respo)nses, in spite of network arid node performance failures. Thus, it would be less likely
on mistakenly declare a thread broken. On the other hand, it would take longer before a

trul broken thrrad could be detected. This parameter could be affected by the load on
tire riiof's, thie load on the network, historical information about performance failures, the
al)plication's need for quick break detection, and so forth.

The number of polling rournds needed to declare a thread break also affects the tradeoff
betweenl) break detection certainty and break detection latency. Because of the asynchronous
naturvi of the system and the protorol, each polling round can produce incomplete or contra-
dictory infrmation. For example, a thread section may be missing because a poll response
was lost, arid two noules might report that they have a certain thread's head. Examining
tie resprriss frorn several polling rounds would help to clear up mistakes and identify true
lproblems. It is desirable to avoid mistakenly declaring a thread broken because of the sig-
nificarit repair work involved arnd the detrimental effect on the thread. On the other hand,
it h de4sirable to dete, t a truly broken thread as soon as possible. This [•araineter would be
affected by tih, saaie factors as the poll response timeout period.

Currently, the Thread Polling protocol treats all threads identically. Let's say that
,unick break detection is needed for some thread. This would require the protocol to provide
freque(nt pollin-g for all threads, which zould result in high overhead, or a small number
of polling rounds for break detection for all threads, which could result in numerous false
thrrad break repairs, and so forth. The protocol could dynamically select threads for special
treatment according to the current situation. For example, polling information could be
collected more frequently for the most important threads, and threads that had executed
for a long period of time and were close to completing could require a problem to persist
for a larger number of polling rounds before they could be declared broken. The number of
threads chosen for special treatment and the specific parameters selected for them would be
governed by factors such as those listed above, as well as the thread's functional importance,
the amount of work the thread had already done, the thread's closeness to completing, and
so forth.

5.7.2 An Adaptive Node Alive Protocol

Several parameters can also be adjusted in the Node Alive protocol to allow it to adapt to
the current operating environment. They are the strength of the neighbor-checking protocol,
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the strength of the NGM protocol, and the frequency of neighbor checking. By strength. we
mean the effort expended by the protocol to overcome omission and performance failures.

The strength of the neighbor-checking protocol affects the tradeoff between the certainty
with which a node failure (and hence a thread failure) is detected and the node failure
detection latency. By using a larger time out period to wait for late messages and by
using retries to overcome lost messages, this protocol can reduce the likelihood that it will
incorrec'l(l deduce that a node has failed. However, this will increase the amount of time
before a true node failure c(an be addressed. This protocol also affects the tradeoff between
system overhead and failure detection latency. If a node suspects that its neighbor has
failed, it will start an NGM protocol, which requires the participation of all nodes and
an exchange of several rounds of messages. This overhead can be reduced by decreasing
the likelihood that a node wiil start an NGM protocol, at the cost of increasing detection
latency for a truly failed node.

The strength of the NGM proto ol has a similar affect on the tradeoff between the
certainty and latency of failure detection, and on the tradeoff between system overhead and
the latency of failure detection. Increasing the strength of the NGM protocol wiHl increase
system overhead, will reduce the likelihood of incorrectly deducing that a node has failed,
ano will increase failure detection latency. A mistaken node failure detection by an NGMI
protocol (aan result in a significant amount of thread repair work and wasted application
execution, as well as the ripple effect of an increased likelihood that application threads will
experience timing constraint failures.

The frequency with which nodes check the health of their neighbors affects the tradeoff
between system overhead and the speed with which node failures are detected. More fre-
quent checks result in more network traffic and more processing interruptions, but unless
these checks tend to result in relatively frequent unnecessary NGM protocol executions, this
overhead is relatively modest.

5.7.3 Switching between Thread Polling and Node Alive Protocols

,knother approach is to use algorithmic adaptation and dynamically switch between the
Thread Polling and Node Alive protocols. The idea would be to identify operating envi-
ronnients that would favor one of the protocols over the other, to monitor the state of the
operating environment, and to activate the protocol that was best suited for the current
environment. The adaptation could be caused by the user or application announcing that
the system was entering a particular operating environment, or it could be accomplished
by the system deducing the expected operating environment.

The adaptation will center around tradeoffs among system overhead, break detection
latency, break repair latency, and the certainty with which a break is detected. Although
the protocols can affect these tradeoffs in a variety of ways, two key factors will be the
overhead caused by thread polling and the overhead caused by synchronous head movement.
Thread polling will place a burden on the communication network and the Communication
Coprocessor, while synchronous head movement will delay thread execution.

Let us consider some other factors that can affect the choice between the two protools.
It appears that the Node Alive protocol is more likely than the Thread Polling protocol
to experience bursts of overhead and repair when exceptions occur. For example, the
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N(';NI protocol can cause widespread delay as all iodes participate In the protocol to reach
agre'ement about the group of good nud'.. In addition. th, dclaration of a node failure
by the NGC I protocol can cause widespreadI thread repair work. These effects, which are
Undesirable in a real-time system becaus,: f their adwverse affect on system predictability,
would be more harmful in certain operating environments than in others.

Both of these protocols can mistakenly declare that ;L fa.lure has occurred. It appears
that ii. is more costly for the Node Alive protocol to do So. If the Node Alive protocol
makes a mistake, all good nodes will declare that another node has failed. This can be
costly because it will require the system to repair all threads with sections on that node. If
a mistake is made with the Thread Polling protocol, some node will declare broken those
of its threads with sections on some other specific node. (It will come to this conclusion
because it will have missed on,, or more response packets from that otheir node.) This will
probably involve significantly less repair work.

On the other hand, it appears that it is more likely for the Thread Polling protocol to
make this kind of mistake for a, given amount of break detection and repair latency. One
reason for this is that the Thread Polling protocol would require multiple polling rounds
over a relatively long period of time to increase its certainty. Another is that the Thread
Polling protocol does not expend a lot of effort on any individual polling round to avoid
missing and inconsistent information. The Node Alive protocol. on the other hand, makes a
concerted effort over a short period of timp to obtain an accurate census of the good nodes.

In order for adaptation between the two protocols to be warranted, there will have to be
distinct real operating environments that favor each of the protocols. Looking at some ex-
treme cases. we conjecture that the Node Alive protocol would be favored in an environment
with many threads, many nodes, many sections per thread, and small communication delay,
while the Thread Polling protocol would be favored in an environment with few threads,
few nodes, few sections per node, and a large communication delay. In the first case, there
would be a large overhead for producing po)0 packets and poll responses, and for analyzing
poll responses, while there would be a small delay for synchronous head movement. The
situation would be reversed in the second case. Less extreme situations would be more
balanced, but we expect that there will be numerous operating environments favoring each
of the protocols.

5.8 Adaptivity Functions

To provide an autonomous adaptive TMAR protocol, the system will have to supply the
adaptivity functions of monitoring, diagnosis, control, and metacontrol, as discussed in
Chapter 2. These functions can be implemented in a variety of ways in a concret, systemn
architecture. They can be organized into one or more components and can be placed in one
or more of several system layers. The control functions could be specialized for TMAR, or
could serve a larger group of fault tolerance needs.

TMAR is located in the operating system ke, nel. At this low layer of the system, it would
probably b,_ inappropriate to implement extensive versions of the adaptivity functions.
Simplified versions could probably coexist with the T.MAR protocols, but more elaborate
versions would probably have to be located at a higher system layer. This should not be a
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problem. however, because adaptive changes would probably take place at a relatively slow
pace, based oln longer-term changes in the operating environment.

We assume that the TMAR protocols that are to be controlled will have been analyzed
before the adaptivity functions are designed. This analysis will indicate what information
needs to be collected to guide the control decisions, how well each version of the TM..\R
protocols performs with respect to different operating environments, how different changes
wil) affect the performance of the protocols, and so forth. The analysis could be performed
analytically. by simulaticn, or by observing a running system.

Interestingly, TMAR itself could be considered to be a simple adaptive fault tolerance
technique babed on the principle of reconfiguration. TMARt monitors the state of the
system looking for broken threads. When it diagnoses that a thread is broken, it issues
control commands to clean up orphans and to resume the thread. Adaplive adjustment of a
TM AR protocol's parameters and adaptive switching between two simple adaptive T.XIAR
protocols can be viewed as a higher, reflecti' ! layer of adaptive control. Higher layers of
adaptivity will be discussed in Section 5.S..

5.8.1 Monitoring

The monitoring function is responsible for obtaining the information that will be used
to decide whether a change will be made to the current T'.MAR protocol, and what that
change will be. From the point of view of 1.'MAR, thle goal is to collect enough information
to characterize the operating environment for TMAR, not the complete environment. After
analyzing the TMAR protocols, it may turn out that only a small amount of information
is necessary to guide the adaptation decision. For example, it may be sufficient to know,
for some recent time period, the average number of thread sections in the system and the
average communication delay. Some of the information that is needed could be extracted
from the information already collected by TMAR. Sonic additional information could be
obtained by piggybacking it on TMAR messages that are already exchanged. If more
elaborate information about the state of the system is needed, it should probably be collected
outside the kernel.

5.8.2 Diagnosis

The information gathered by the monitoring function is aiIyed by the diagnosis func-
tion. Its goal is to determine whether the current instantiation of the TMAR protocol
sufficiently matches the expected operating environment. ThIngs to look for might be a
change in the communication load, the frequency of message omission failures, the num-
ber of threads in the system, the execution patterns of threads, and so forth. Note that
problems experienced by the current TMAR. instantiation, such as mistaken declarations of
breaks and high communication overhead, may not indicate that the TMAR protocol needs
to be changed. Similarly, an instantiation of the protocol that is not currently experiencing
any problems may need to be changed because it is not the best match for the expected
operating environment. If a mismatch is found, this fact is conveyed to the control function.
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5.8.S Control

The control function is responsible for modifying the current instantiation of the TMAR
protocol to bring it in line with the expected operating environment. The diagnosis function
wiUl notify the control function if it discovers a mismatch. The control function uses this
information plus the information gathered by the monitor function to decide whether a
change should be made, what change to make, and how to make the change. The control
function may decide not to make a change even though a mismatch was identified because
it is an inappropriate time or because there is nothing better to do.

With the two TYvIAR protocols we have been considering, the control function could
decide to adjust a protocol parameter or to switch between protocols. A variety of strategies
could be used. For example. if the Thread Polling protocol was currently running, the
control function could decide to change the polling frequency based on the information it
had available. This could be done incrementally, with the control function observing the
effect on the system. (Recall that the iniormation available to diagnosis and control will
inevitably, to some extent, be incomplete, inconsistent, and out of date.)

If the control function decided to switch between the two protocols, it would be desirable
to do so quickly without delaying the execution of application threads. We believe that it
would be possible to do so, although while the switch occurred, some threads might not
be covered and some extra overhead might be incurred. (Failures that occurred during the
switch would eventually be discovered, although after a somewhat longer delay than usual.)

An example of a control function would be to instantiate the Thread Polling protocol
or the Node Alive protocol, depending on the value of a key metric such as the average
communication delay. The monitoring function would measure the average communication
delay over a recent time period. If the value rose above a certain threshold, the system
could switch to the Thread PoLling protocol. If it fell below a certain threshold, the system
could switch to the Node Alive protocol. (Recall that synchronous head movement, which
is used by the Node Alive protocol. is adversely affected by a high level of communication
delay.) A hysteresis gap could be used to prevent the system from thrashing. This is shown
in Figure .5.4.

I . . Thmid Poiiing (-. .. )co. ....... ' ... . ...... ...........

Comm I"[i a ve protocol
D ei ay ...........................

Node Aliv ()

"Time

Figure 5.4: Example control function using hysteresis
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5.8.4 Metacontrol

The metacontrol function adjusts how the control function operates, based on informa-
tion gathered about the state of the system and the past performance of adaptive control.
In the case of TMAR, it could tell the control function how certain it should be about a
mismatch before a change is made, how big a mismatch is needed before a change should
be made, how large a hysteresis gap to use, or how quickly to adjust a protocol parameter,
such as the number of poling rounds needed to detect a thread break. It could even change
the control function's preference for addressing a mismatch by changing a parameter or
switching protocols.

5.9 Simulation

To validate the idea of adaptive TMAR, we developed a proof-of-concept simulation system
with two alternative protocols, Thread Polling and Node Alive, and a threshold-based
control strategy. The simulation enabled us to improve our understanding of how these
alternative TMAR protocols are influenced by the operating environment. It also allowed
us to demonstrate that use of an adaptive control strategy could improve system behavior
in the area of distributed-thread integrity.

5.9.1 Simulation System

The simulation system was written using the CSIM' simulation package, which was devel-
oped at Microelectronics and Computer Technology Company (MCC) [43, 44]. CSIM sup-
ports the writing of process-oriented discrete-event simulations with the C programming lan-
guage. The abstractions provided by the package include simulated time, processes, events,
facilities, storage, mailboxes, histograms, tables, queues, reports, and random-number dis-
tributions.

In this approach, the activities being modeled are represented by processes written in
C. The processes can cause events to occur, wait for events to occur, and wait for a period
of simulated time to pass. Simulated time advances only when processes are blocked.

The computing system being simulated contains a collection of nodes connected by a
network. Each node contains a single processor that must execute the application code and
the active TMAR protocol.

Our simulation is organized around two major types of processes called GEN and
NODE. During startup, configuration information is read from a file. A GEN process
is started for each active workload. It periodically generates distributed threads according
to the workload parameters, and randomly assigns them to nodes.

A NODE process is started for each node in the simulated network. Each NODE pro-
cess selects a distributed thread from its ready queue and simulates a burst of execution
for that thread. Threads are selected, first-come first-served. After a burst of execution,
NODE decides whether the thread will execute a remote invocation or return. If an invo-
cation occurs, the destination node is selected randomly.

'All product names mentioned in this document are the trademarks of their respective holders.
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Each NODE process is also responsible for executing a TMAR protocol. Only one of
the two T.MAR protocols is active at a time, and all of the nodes execute the same protocol.
When an adaptation occurs, all nodes switch to the new protocol at the same time.

CSIM processes are also used to cause events to happen in the future, after specific peri-
ods of simulated time have passed. One type of process is used to simulate communication
delay between nodes, while another is used to post interrupts to nodes. Node execution is
interruptible, and many kinds of interrupts can occur. More specifically, an interrupt can
preempt a distributed thread executing application code, but an interrupt handler cannot
be preempted.

Nodes may crash without warning. When a crash occurs, the TMAR protocols are
responsible for repairing the system. They musi detect the crash, identify the broken
threads, identify the new thread heads, identify the orphan thread sections, remove the
orphans, and resume execution of broken threads.

The system can adapt between the two TIVIAR protocols. Adaptation cai occur in
two ways. First, the system can automatically adapt when the adaptation metric passes
a threshold. The adaptation metric used is the number of distributed-thread sections that
exist in the network. Our hypothesis is that it will be better for the system to use the
Node Alive protocol as the number of thread sections increases. Second, the system can
also adapt by switching TMAR protocols when a specified simulated time occurs.

The overheads associated with the control function are not modeled in the current
simulation. As a result, the automated control function does not have to be associated with
the nodes, and automated control is implemented with a separate control process.

5.9.2 Assumptions

A variety of assumptions were made for the current version of the simulation. Some reflected
the choice of a particular style of distributed system, while others reduced the complexity
that had to be addressed in the first implementation. Another group abstracted away details
that were not relevant at this time. Future versions of the simulation should address other
environments and, when appropriate, more closely model certain system features.

Only the final group of assumptions about adaptation control affect the experiment that
was performed. While more rea.istic modeling of adaptation control would be desirable, we
believe that the basic outcome of the experiment would not change. Adding latency and
overhead to control should just add some overhead to the nodes, delay adaptation switches,
and reduce certainty about the current vw'ue of the metric. These effects should not have
a big impact if adaptation is not too fine grained.

The current version of the simulation is based on the fullowing assumptions:

"* The nodes are assumed to be homogeneous with the same hardware features. In
addition, all nodes run the same protocols and operate in the same way.

"* The network is assumed to be homogeneous with all pairs of nodes connected in the
same way. All pairs of nodes are assumed to experience the same communication
delay.

"• Processing nodes are assumed to be uniprocessors. Other choices would be to have
dedicated-function multiprocessors like those in the current Alpha implementation,
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or symmetric multiprocessors. Employing uniprocessors means that the application
code, the TMAR code, and the control code must share the same processor.

e The only kind of failure that can occur is a node crash. Omission and performance
failures are not simulated, either for nodes or the communication network, and com-
munication link failures are not simulated. This has the effect of ruling out false
failure detections of broken threads or failed nodes.2

o Node failures are permanent.

* Simultaneous node failures are not allowed. Another node cannot fail until the effect
of the previous failure on threads and on the system has been completely repaired.

The only thread-scheduling policy available is first-come first served. Specifically. Best
Effort thread scheduling is not available.

* In general, an interrupt is not allowed to preermipt an interrupt handler. This is im-
portant because the processing for some interrupts can be lengthy. However, a few
special events with short execution times -ire allowed to occur while an interrupt han-
dler is executing, such as notifying a node that one of its rooted threads is performing
a remote invocation or return in the Node Alive protocol.

* Adaptation control is assumed to operate without overhead. This includes the time
needed to monitor the system, to determine that adaptation is needed, and to effect
adaptation. It is also assumed that when the time arrives to make an adaptation, the
change occurs instantly throughout the system.

5.9.3 The TMAR Protocols

We simulated simplified versions of the two TMAR protocols that were developed, the
Thread-Polling protocol and the Node-Alive protocol. Most of the simplifications resulted
from the assumptions mentioned above, such as the fact that the only kind of failure was a
node crash and that only one could occur at a time. Also, in some cases we simulated the
effect of an event and did not try to directly model the way it would be implemented in a
real system. For example, in the Thread Polling protocol, a node actually looks at global
data structures, not the information in responst; packets, to determine if a thread break
has occurred. These abstractions were reasonable for the activities we planned to examine;
further detail would be overkill.

Thread Polling Protocol

The bulk of the Thread Polling protocol is performed by the NODE process. Each node
is periodically interrupted to check the health of the threads rooted on that node, and the

2A false failure detection occurs when a node erroneously assumes that a missing message was caused by
afailed node, when it was actually caused by a different kind of failure. This cannot happen in a system
where the only kind of failure is a node crash. This type of system is known as synchronous and has the

property that a message will arrive within a known period of time unless the sending node has crashed. [341
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health of threads rooted on other nodes that have sections on that node. The time between
health checks is configurable.

A poll packet is composed and sent to the other nodes. When a node receives a poll
packet, it composes and returns a response packet. After response packets have been re-
ceived from all nodes or a timeout has occurred, the polling node checks to see if any of
its rooted threads have been broken because of a node failure. Because node crashes are
the only kird of failure that can occur, a node always makes an accurate diagnosis. If one
of its rooted threads had a section on a failed node, it notices that no response packet has
accounted for the section and correctly deduces that the thread is broken.

When a node detects that one of its rooted threads is broken, it repairs the thread. If
the thread is executing, the root node causes the thread to be preempted. It then identifies
the new thread head and removes all of the thread's orphan sections. Next, it notifies nodes
where orphan sections were removed so they can simulate the orphan removal work. After
a delay, it allows the thread to resume execution at its new thread head.

During its health check, a node also determines whether any of the thread sections
executing on the node is an orphan because its root node has died. A node is always able
to detect that it has not received a poll packet from another node within a reasonable time,
and correctly deduce that the other node has failed. The rode immediately removes any

thread section executing on it that was orphaned by the failure of the section's root node.

Node Alive Protocol

The bulk of the Node Alive protocol is also performed by the NODE process. Each node
is periodically interrupted to check the health of its neighbor node. The healthy nodes are
arranged in a ring, with node 1 watching node 2, node 2 watching node 3, and so on. The
time between health checks is configurable.

A node is immediately able to determine if its neighbor has failed. When a node failure
is detected, all healthy nodez execute a node group management protocol. This allows them
to reach consensus about the group of healthy nodes. After the NGM protocol is completed,
all nodes know about the ftiled node and can identify the broken threads. Each node then
follows the same repw- procedure that was described for the Thread Polling protocol to
repair its broken threads and to remove the failed node's orphaned sections.

5.9.4 Adaptation Control Strategy

The simulation uses a threshold-based adaptation control strategy with a simple ?adaptation
metric, as described in Section 5.8.3. Two thresholds are used with hysteresis to reduce
the system's potential for thrashing. The metric that was selected is the total number of
thread sections that exist. We believe this metric is both relatively easy to gather and
representat ie enough to guide adaptation.

In the simulation, The number of existing thread sections is always globally known. 3

The control process periodically compares the current number of thread sections against
the thresholds to see if an adaptation is warranted. Because this check is made periodically,

'In a real system, nodes would have to exchange information to determine the number of existing thread

sections Because of communication and processing delays, the calculated value would vary somewhat from
the real value.
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it is possible for the system to momentarily cross a significant threshold without this fact
being detected. The checking period is configurable.

When the control process detects that a significant threshold has been crossed, it causes
all nodes to instantly switch their TMAR protocols. An interesting interaction is that a
node failure can cause an adaptation because it can suddenly cause many thread sections
to be removed.

5.9.5 User Interface

A user can provide directives to the simulation program through a configuration file. Every
time the simulation program is run, it reads the configuration file to obtain its controlling
parameters. When the simulation run is complete, the program produces an output file
with the results. The simulation program always produces the same output when started
with a particular configuration file.

The user can assign values to several groups of configuration parameters to set tp a
simulation experiment. These parameters control the general system, two thread workloads,
the TMAR protocols, adaptation, and node death. A sample configuration file is shown in
Figure 5.5. The configuration parameters do not have to be specified in this order, but the
last line of the configuration file must contain the word "quit".

General System Parameters

The general system parameters set up the simulation and the network architecture:

* Master random seed (seed) - the seed that is used to set the seeds for all of the
independent random number sequences that control the behavior of the simulation
program. By varying just the seed and keeping all of the other configuration pa-
rameters constant, the user can generate independent trials for a given simulation
context.

* Number of nodes (num..nodes) - the initial number of nodes in the computer network.
Some of the nodes can fail during the simulation, which results in a smaller number
of active nodes. The nodes are identified with numbers from 1 to num.nodes.

* Communication Delay (comm-delay) - the number of basic time units required to
send a message from one node to another. Currently, it is constant for any message
between any pair of nodes.

Thread Workloads

A thread workload is a prototypical pattern of thread activity in the network. Some charac-
teristics of a thread workload are the frequency with which threads are created, the average
number of sections per thread, and the average lifetime of a thread.

The user can specify two thread workloads, which can be run sequentially or smulta-
neously. Each workload allows the user to specify information about thread creation and
execution. These parameters indirectly determine more general characteristics for the group
of threads. For example, specifying when threads are created, the average amount of time
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seed 7
num..nodes 8

comm-delay 5

max-threads 50
thread-iatin 500

min-exec-t 5
ma~x-exec-t 50
sec-bound 6

irxratioxr 80
ir-ratio 5C

ir..ratio-b 20

start..2 10000
max-threads-2 10
thread-iatm-2 300

rnin-exec-t2 5
ma~xexec-t-2 100
sec-bound-2 8

ir..ratio-.r-2 80
ir-ratio-2 50

ir..ratio-b-2 20

nodeaig 0
thread-alg I

na-health-wait 200
tp..health-wait 200

control-wAait 250
a~dapt-t 0

auto-adapt 1
sec-TH-hi 45
sec-TH-o 35

death 2
6 12000
4 16000

quit

Figure 5.5: Sample simulation program configuration file
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needed for a thread section to execute, and the likelihood of threads performing remote
invocations or returns indirectly determines the average number of existing thread sections
in the system and the average number of threads per node.

The primary thread workload starts when the simulation begins. The general parameters
for the primary workload are

"* Maximum number of threads (max'threads) - the number of threads that will be
generated by the primary workload.

"* Mean Thread Interarrival Time (thread-iatm) - the mean of the thread interarrival
time distribution. Thread arrival is assumed to follow an exponential distribution.

We simulate the execution of a thread section with a burst of local execution on a node.
During a burst, local segments can be added and/or removed from the thread, or the thread
may execute within a single object operation. A burst ends when the thread performs a
remote invocation or a remote return to an object on another node. The amount of time
for a particular section execution is randomly selected from a bounded range:

* Minimum Section Execution Time (min-exec-t) - the minimum time needed to per-
form a section execution.

# Maximum Section Execution Time (max.exec-t) - the maximum time needed to
perform a section execution.

During its lifetime, a thread adds and removes sections as it executes remote invocations
and returns. The following parameters control the way in which a thread randoraly grows
and shrinks, and indirectly determine a thread's lifetime and number of sections. Greater
values for the ratio parameters lead to longer thread lifetimes. A larger value for the section
bound leads to greater numbers of sections per thread and longer lifetimes.

* Section Bound (sec-bound) - used to limit thread growth. After a thread has grown
to sec-bound sections, its probability of further growth is reduced.

* Invoke/Return Ratio for the Root (irtratio.r) - the probability that a thread will
perform a remote invocation when execution of the thread's root section has just
been simulated. As an example, a value of 80 indicates that 80% of the time the
thread will perform a remote execution and 20% of the time it will terminate.

# Invoke/Return Ratio for the Middle (ir.ratio) - the probability that a thread will
perform a remote invocation when execution of a section between the root and section
sec-bound has just been simulated.

* Invoke/Return Ratio for the Bound Section (ir-ratio-b) - the probability with which
a thread will perform a remote invocation when execution of a section at or beyond
section sec-bound has just been simulated.

The secondary thread workload has the same parameters as the primary workload. A
user can also specify when the secondary workload will begin:

• Starting Time (start-2) - the simulation time when the simulation program wili
begin to generate threads from the second workload. A value of 0 indicates that the
secondary workload does not exist.
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TMAR Protocols

The simulation can run with the Thread Polling protocol active, the Node Alive protocol
active, or no TMAR protocol active. Longer time periods between health checks reduce
overhead, but they also increase the time needed to detect and hence repair broken threads.
The following parameters can be specified about the TMAR protocols:

"* Node Alive Protocol (node-alg) - 1 if the Node Alive protocol is active, and 0 if it is
not active.

"• Thread Polling Protocol (thread-alg) - 1 if the Thread Polling protocol is active, and
0 if it is not active.

" Time Between Node Alive Health Checks (na-health-wait) - the time period between
health checks for the Node Alive protocol.

Time Between Thread Polling Health Checks (tpiealth-wait) - the time period
between health checks for the Thread Polling protocol.

Adaptation Control

Two kinds of adaptationL are available. First, the user can specify a simulation time when
the simulation program will switch between the TMAR. protocols. Second, the user can
indicate that the simulation program should automatically switch between the protocols.
At most one of these adaptation modes can be active. Switching between protocols is
assumed to occur instantly throughout the system.

Automatic adaptation is controlled by a threshold-based scheme with hysteresis and a
single adaptation metric. The adaptation metric is the number of existing thread sections.
When the number of existing thread sections is greater than the upper threshold, the Node
Alive protocol is active. When the number of sections is less than the lower threshold, the
Thread Polling protocol is active.

The user can specify the following adaptation parameters:

" Time Between Adaptation Checks (control-wait) - the time period between adapta-
tion checks by the adaptation controller. When the time period is over, the controller
wakes up and checks the current value of the metric to determine whether an adap-
tation should occur. A longer time period may delay a valid adaptation, and may
cause the controller to miss a momentary metric value that would have triggered an
adaptation.

"* Time-Based Adaptation Time (adapt-t) - the simulation time when a time-based
adaptation will occur. If adapt-t is 0, time-based adaptation is not active.

"* Automatic Adaptation (auto-adapt) -- 1 if automatic adaptation is active, and 0 if
it is not active.

"* Upper Threshold (secTHiJii) - the number of existing thread sections used for the
upper adaptation threshold.
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* Lower Threshold (sec.TH-lo) - the number of existing thread sections used for the
lower adaptation threshold.

Node Death Specification

The user can specify when node deaths will occur and which nodes will die. Because nodes
cannot be repaired and new node,, cannot be created, no more than num.n-odes - 2 node
deaths can be specified, and the nodes that die must be unique. The node death parameter
is

• Node Death Controi (death) - indicates the number of node deaths that will occur.

Exactly that number of death indications must follow the death parameter. A death
indication consists of a node identifier and a simulation time. For each death indica-

tion, the simulation program causes the specified node to die at the specified time.

No node deaths will occur if death has a value of 0.

5.9.6 Adaptive Control Experiment

We performea an experiment to examine the benefits of adapting between the TMAIR.

protcols. Our goal was to demonstrate that a simple adaptation controller would be able
to distinguish between different operating regimes and dynamically select the appropriate

TMAR protocol for the current operating regime. In this experiment, we focused on the
overhead caused by the two TMAR protocols during normal system operation. Other
experiments could study differences in thread break detection latency, thread repair latency,

or a combination of these properties.
We used the automatic adaptation feature supported by the simulation program. The

metic used for adaptation was the number of thread sections in the network at a given
moment. The adaptation thresholds and hysteresis determined the two operating regimes.

The Thread Polling protocol would be active if the number of thread sections was below
the lower threshold, and the Node Alive protocol would be active if the number of thread

sections was above the higher threshold. The active protocol would not change if the number
of thread sections entered the region between the two thresholds.

Conjectures

We thought that these regions would distinguish betv.een the two protocols for the following

reasons. The overhead required for the Thread Polling protocol to perform a health check
is related to characteristics such as the number of existing threads, the number of sections
per thread, and the number of nodes spanned by a thread. We believed that the number

of thread sections would serve as a sufficiently good representation of these characteristics
to allow us to say that the Thread Polling overhead would rise as the number of thread
sections increased. The time spent performing Thread Polling overhead reduces the amount

of time available to execute threads and delays their completion.

On the other hand, the overhead for the Node Alive protocol is much less related t'-
these factors. The major overhead for threads executing under the Node Alive protocol is
caused by synchronous head movement, and is closely related to the communication delay.

This is not an important problem for the Thread Polling protocol.
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Thus, we conjectured that throughput would be higher if the Thread Polling protocol
was active in the regime when there were relatively few thread sections, and if the Node
Alive protocol was active in the regime when there were relatively many thread sections.
Stated another way, we conjectured that a thread whose lifetime bridges periods with few
and many thread sections will complete sooner if it operates under both protocols for a
sufficient period of time than if it operates exclusively under either protocol. In addition,
a thread whose execution is all or mostly under the protocol selected by the adaptation
controller should complete sooner than if it executes under the opposite protocol. On the
other hand, a thread whose execution is mostly under a single protocol during an adaptive
run should, on average, finish at about the same time as it would in a nonadaptive run whcre
that was the only protocol employed. The success of this approach depends on achieving
a good match between the thresholds and the thread workload for the existing network
configuration.

The Experiment

For our experiment, we used the configuration parameters shown in Figure 5.5, with a few
exceptions. We ran the simulation program for five trials, varying only the seed. Each
trial consisted of three runs, one with only the Thread Polling protocol active and no
adaptation, one with only the Node Alive protocol active and no adaptation, and one with
automatic adaptation active. The adaptive runs began with the Thread Polling protocol
active because initially no thread sections exist. Note that the parameter death was set to
0 in the configuration files used for the experiment because the experiment did not generate
any node deaths.

Threads were generated with both thread workloads. The primary workload generated
a large number of relatively short threads over a relatively long period of time. During this
background workload, the secondary workload generated a few relatively long threads over a
relatively short period of time. Together with the other system parameters, these workloads
were expected to produce two exploitable operating regimes. A thread was considered to

have executed under a protocol for a significant amount of time if it sporit 10% of its lifetime
under that protocol.

The results are summarized in Figure 5.6. The extent to which both protocols were
used during the adaptive runs is indicated by the second through fourth columns, which
display the total simulation time for the run, the amount of time spent under the Node
Alive protocol as a result of adaptation, and the percentage of time spent under the Node
Alive protocol. As can be seen from these columns, the results varied widely, from a run
where adaptation almost didn't occur, to a run where the Node Alive protocol was executed

27% of the time. The trials have been ordered by the amount of time spent under the Node
Alive protocol.

The Dual Protocol columns compare the lifetimes of threads that executed under both
protocols for a significant portion of time during the adaptive run to their lifetimes under the
nonadaptive single-protocol runs. <=TN refers to dual-protocol threads that executed at
least as fast as in either of the single-protocol runs, < =T refers to dual-protocol threads that
executed at least as fast as in the Thread Polling run, <:-N refers to dual-protocol threads
that executed at least as fast as in the Node Alive run, and >TN refers to dual-protocol
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Node Percent Same Opposite Initial
Total Alive Node Dual Protocol Protocol Protocol Opposite

Trial Time Time Alive <=TN <=T <=N >TN <- > <= > <= >
a 40033 11000 27 17 3 1 2 10 4 12 2 15 8
b 34910 7250 21 8 5 3 1 5 7 8 4 21 10
c 33281 6250 14 7 6 1 4 12 12 12 12 13 5
d 33282 4000 12 2 6 3 2 11 18 24 5 13 5
c 31700 1000 3 3 2 0 3 16 13 18 11 16 7

avg 34641 5900 17 7.4 4.4 1.6 2.4 10.8 10.8 12.8 6.8 15.6 7
CL 31630 11000 35 8 1 5 2 11 13 15 9 15* 5

Figure 5.6: Results of the adaptive control experiment

threads that were beaten by both of the single-protocol runs.
The Same Protocol, Opposite Protocol, and Initial Opposite columns compare threads

that executed mostly under one protocol in the adaptive runs against their performance in
the single-protocol runs. Because the adaptive runs always start with the Thread Polling
protocol active, we divide these threads into an initial group whose entire lifetimes precede
the first adaptation and a remainder group. The Initial Opposite columns compare the
performance of the initial threads in the adaptive run and the Node Alive run. The Same
Protocol and Opposite Protocol columns compare the performance of the remainder threads
in the adaptation run and the appropriate single-protocol run. For example, assume that
most of a thread's lifetime was spent under the Thread Polling protocol in the adaptation
run. Then its performance in the adaptation run would be compared against its performance
in the Thread Polling run for the Same Protocol columns, and against its performance in the
Node Alive run for the Opposite Protocol columns. <= refers to threads that executed at
least as fast., and > refers to threads that executed more slowly. Because the Same Protocol
and Opposite Protocol columns refer to the same group of threads, the thread total across
a row will be greater than the number of threads in the experiment, in this case sixty.4

Analysis

The top three trials appear to have been successful when comparing the adaptive runs to the
single-protocol runs. A good percentage of the threads executed for a significant portion
of time under both protocols, meanirg that they had the opportunity to perform better
than under either of the protocols alone. The net number of these dual-protocol threads
that ended up improved over both of the protocols alone was encouraging. In addition, the
initial threads showed improvement, and the threads that mostly executed under a single
protocol tended to do better than under the opposite protocol.

The other two trials were neutral with respect to the dual-protocol threads. They
did show good improvement, though, when the performance of single-protocol threads was
compared with their performance in the opposite single-protocol runs.

'The sixty threads specified by the configuration file in Figure 5.5 consi-st of fifty threads in the prim xry
wvorkload (max.threads) anrd ten thr'ads in the seco ldary .vorkload (inax-threads_2).
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On average, automatic adaptation was successful and helped improve performance. 26%
of the sixty threads operated for a significant portion of time in both regimes, and of
these threads, 47% showed clearly better performance. for all threads, 12% showed clearly
better performance as a result of executing in both regimes. As expected, threads that
operated mostly under a single protocol did not show any change when compared with
their performance in the single-protocol run using the same protocol. However, they did
improve when compared against the single-protocol run using the opposite protocol; 69%
of the initial threads and 65% of the remainder threads finished at least as soon.

Trial e appeared to perform poorly because of a mismatch between the settings for the
thresholds and the number of thread sections that were generated. To see whether auto-
matic adaptation would work for trial e at. all, we reran the trial with different threshold
settings. A dramatic improvement was found for the threshold settings of 35 and 25, and
we have recorded these results as trial e'. Now, in trial e', 27% of the threads operated
in both regimes for a significant portion of their time, 50% of them showed clearly bet-
ter performance, and 13% of all threads showed clearly better performance. In addition,
single-protocol threads continued to show significant improvement when compared with the
opposite protocol, and essentially broke even when compared with the same protocol.

Conclusions

This experiment illustrates the potential benefits of adaptive fault tolerance. Even with a
simple adaptation control strategy and a crude metric, we were able to show a significant
improvement in performance. The improvement for trial e when the new thresholds were
used demonstrates the need to match the adaptation control parameters to the situation,
and shows the potential benefit of dynamically adjusting the adaptation control strategy
itself. In general, it will not be possible to make micro adjustments for every situation, and
alaptation control will have to be tuned for an average situation.

5.9.7 Further Development of the Simulation System

The simulation system could be significantly improved in several directions. This includes
improvements to the simulated TMAR protocols, the control strategy, and the simulation
system itself.

The existing simulation system contains basic versions of the Thread Polling and Node
Alive protocols. While they were adequate for this case study, their sophistication and
realism should be improved. More detail should be added to the way the system models
execution and communication overhead, especially in the area of thread repair. The fault
model should be enhanced in several ways. First, simultaneous node failures should be
permitted so that a node failure can occur during repair. Second, omission and perfor-
niance failures should be added so that false failure detections can be modeled. It would
also be beneficial to simulate additional TMAR protocols, such as a hybrid protocol that
simultaneously uses Thread Polling and Node Alive for different portions of the network.

Modeling of the control strategy should be improved so that its effects on the simulated
svsteni can be observed. Execution and communication .qverhead should be added for
the monitoring and analysis needed to perform control. and adaptation latency should
be modeled for the switch between TMARI protocols. New adaptation metrics should be
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implemented, and it should be possible to base the adaptation decision on multiple metrics.
History and filtering could also be added to control monitoring. Presently, adaptation is
based on the current value of the metric. History will allow adaptation to be based on the
additional information provided by a sequence of values, and a filter will allow an appropriate
portion of the history to be selected. For example, adaptation could be based on the average
value of the metric over a window of time or over the metric's last n values. The controller

might also be allowed to dynamically set its thresholds based on its experience. The effect
on control of incomplete, inconsistent, and out-of-date monitoring information should also
be considered.

The simulation system would benefit from an improved user interface, an important
part of which would be better ways to generate thread workloads. More statistics should be
gathered to help with analysis of the TMARP protocols and the adaptation control strategy.
Additional improvements include better modeling of the communication subsystem, the
ability to repair nodes, and the ability to add new nodes.

5.10 Conclusions and Recommendations

We believe that this effort has helped to validate the adaptive fault tolerance ideas developed
during the AFRS project. Using these ideas, we designed alternative TMARI protocols with
different operating characteristics. We then identified aspects of the operating environment
that would cause the protocols to be better suited for different regions of the operating
environment. We also identified aspects of the operating environment that would cause
different parameter settings to be preferred for the protocols. Finally, we identified ways in

which the adaptivity functions could be implemented foi TMAR. Our simulation experiment
allowed us to demonstrato these ideas, and to show the potential benefit of adaptive fault
tolerance.

Further study of this important fault tolerance service could proceed in several direc-
tions. First, a more detailed design should be developed for the Node Alive protocol.
Second, it would be desirable to develop a better understanding of how these protocols are
influenced by factors in the operating environment. This could be accomplished through
further development of the simulation system. Third, the effects and effectiveness of differ-
ent control strategies should be studied, possibly through simulation. Finally, a great deal
could be learned from a proof-of-concept prototype.
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Chapter 6

Implementing Adaptive
Fault-Tolerant Services for Hybrid
Faults

6.1 Introduction

There are two major approaches to building fault tolerance services in a distributed system,
the Primary-Backip approach (PB) (e.g., [1, 7]) and the State Machine approach (SM)
(e.g., [50, 42]).

Each approach has its distinctive advantages. PB protocols, which tolerate simple faults
such as crash and omission, are generally significantly cheaper than SM protoccls in terms of
the numbers of processors, messages, and rounds (which directly affects the service response
time). PB protocols are also much simpler than SM protocols, thus the efforts of debugging
or formal verification of PB protocols are also easier.

On the other haihd, in choosing to run a PB protocol instead of a SM protocol, one risks
providing incorrect service values, which may cause the overall system to fail, in the face
of more serious faults such as arbitrary faults. Therefore, it is common practice for critical
applications to run a SM protocol, possibly using Byzantine Agreement [27]. The high cost
of running such a protocol is compensated by the belief that all possible faults (up to a
certain number) are adequately tolerated.

As an alternative to the common design choice between using SM or PB, thus either
incurring a high running cost or risking system failure when unexpected faults occur, we
discuss an approach based on adaptive fault tolerance [1)].

Given that in many situations Byzantine or other non-trivial faults occur only relatively
infrequently, the adaptive approach, using PB and SM protocols as building blocks, results
in a system that runs typically at a cost close to a PB protocol and only switches to a more
expensive SM protocol as complicated faults (which cannot be tolerated by a PB protocol)
occur. The adaptive approach thus has the potential to retain the best of both worlds. In
addition, the proposed adaptive approach is modular in that any specific PB or SM protocol
can be plugged in.

For non-critical applications, the new approach may be seen as a way of extending PB3
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to cover more complex faults at low additional cost. For critical applications, the approach
may be seen as a way of allowing some of the processing resources required for SM to be

used for other services when full SM functionality is not needed.
A general strategy of adaptation for handling hybrid faults is first outlined. Two adap-

tive fault tolerance algorithms are then presented. their correctness and complexity are

analyzed and compared with non-adaptive approaches. We conclude with a summary and
future research directions.

6.2 An Adaptation Strategy

System functions can be concentrated in some central location or distributed around a
network, and the software for these functions can consist of modules on separate processors

or can be more closely integrated. Conceptually, however, a fault tolerant service generally

contain some or all of the following functions: processing of requests, fault forecast, fault
detection, fault masking, fault diagnosis, fault removal, repair, and reintegration of repaired
componeuts.

To explain our general adaptation strategy, suppose that in the course of operations,

faults of two types, A and B, may occur. Also suppose that type A faults occur less
frequently and are less expensive to tolerate than type B faults. If both types of faults must
be tolerated, the traditional approach has been to assume the worst and constantly run an
(expensive) algorithm that can handle both types of faults.

Detecting a fault is in general less expensive than tolerating it. Based on this premise,
the adaptive strategy is to run, as a default, an algorithm that can tolerate types A faults
and reliably detect the occurence of type B faults. When type B faults occur, the default
algorithm switches to a more expensive one that can also tolerate type B faults. Some
decision procedure then decides when to switch back to the default algorithm. For example,
when the occurence of type B faults are bursty according to fault forecast, it may be wise

to continue running the expensive algorithm for some period of time.

If the difference in the cost of toleranting the two types of faults is significant, such as
in the case of simple crash faults versus Byzantine faults, then an adaptive strategy gains a

great deal by reducing the average running cost. The strategy is at its best if (1) the cost
of adding the extra fault detection mechanism to an algorithm that tolerate type A faults
is negligible (so that the service efficiency is near optimal when type B faults do not occur)

and (2) the default algorithm or the fault detection algorithm forms the initial segment of
the more expensive algorithm (so that nothing is lost when type B faults do occur). In the

section we will give adaptive algorithms that exhibit such desirable behaviors.
The strategy can extend to multiple faults but in which case fault diagnosis, especially

the online variety, are needed to determine the exact types of fault in order to direct the

adaptation.

6.3 Two Adaptive Fault Tolerance Algorithms

In this section, two algorithms are described and analyzed that adapt between the primary-

backup approach and lhe state-mnachine approach.
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6.3.1 System Model

The environment we assume, illustrated in Figure 6.1, is the following. Clients send their
requests to the servers who process the requests and respond, all by exchanging messages.
For simplicity, we assume that tho communication channel between a client and any server
is reliable and FIFO, and we aim to tolerate faulty servers (but not faulty clients). We
also assume that the servers are deterministic - because in the state-machine approach it
is usually undesirable to allow tion-deterministic behaviors in the servers. Moreover, we
assume that the system is synchronous, thus we can use a round model of computation.
The reason for this limitation is that it is impossible to guarantee both safety and liveness
in asynchronous protocols [4, p.19].

Client

Manifest faults
only

Standard Primary-Backup
Client

Manifest, 
Clien

Symmetric and
Asymetric faults

Standard State-Machine/Consensus
SClient

Default: Manifest faults 
Cin

On-demand:
Symmetric & Asymmetric

III I

I-------------.

default path

-- as-needed path Adaptive Hyhrt, i-Fault-Tolerance

Figure 6.1: Adaptive Hybrid-Fault Tolerance

Following existing work, we classify faults into three categories [29]:

* Manifest fault - one that produces detectably missing values (e.g., crash and omission
faults) or that produces a value that all nonfaulty recipients can detect as bad (e.g.,
it fails checksum or format or typing tests).
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a Symmetric fault - one that delivers the same wrong value to every nonfaulty receiver.1

* Asymmetric fault - an arbitrary fault with no constraints.

We assume that the reader is familiar with both primary-back and state-machine ap-
proaches. Briefly, in PB. one and at most one server is designated as the primary at any

time. A client c sends a request to the primary who processes it. This server then broad-
casts the necessary statE change to all back-up servers. In a non-blocking PB protocol, the
primary server responds to the client before receiving acknowledgments to its broadcast
whereas in a blocking protocol, the primary blocks until all backups have acknowledged or

some timeout. The schema for a server consists of three modules for: (1) deciding whether
it is a primary or a backup; (2) processing requests; and (3) fault detection and recovery

[4. p.16]. T :e PB approach can only tolerate manifest faults.
In a SM protocol, a client broadcasts its request to all servers, and then takes a vote

on the responses it receives. For correctness, all nonfaulty servers must process requests
(possibly from multiple clients) in the same order (replica coordination [42]). Compared
%with a PB protocol, it is quite expensive to meet this coordination requirement, but using

Byzantine Agreement the SM approach can tolerate symmetric and asymmetric faults (in
addition to manifest faults).

6.3.2 Algorithm AFT-1

The first algorithm is to tolerate both manifest and symmetric faults (but not asym ietric
faults). Given any PB protocol (blocking or non-blocking), we need only make the following
simple changes to make it adaptive. We assume the availability of a Byzantine Agreement
(BA) protocol implemented by the servers or any other protocol that can handle symmetric

faults.

The basic idea is let the backup servers participate in the service passively as in the
PB protocol, except that they now also watch the primary for any inconsistency (with
themselves). If they detect an inconsistency, they report an error to the client (who will
then wait for further action on the part of the servers) and initiate a Byzantine agreement
protocol to mask the error.

Notice that since a primary-backup approach is used as the default, it is only important
(from the viewpoint of providing a correct service to the client) to detect (non-manifest)
faults in the primary (from whom the client takes a response). Faults in backups will lower
the overall degree of fault tolerance (for additional faults) but can be safely ignored for the

meantime (or dealt with a separate fault diagnosis mechanism). It is this property that
makes the adaptive algorithm so cost effective.

The protocol outline for the client is as follows. cl stands for client step 1, and so on.

cl. Broadcast request to all servers (instead of sending it only to primary).
c2. Wait for response (timeout in two rounds).
c3. If only a response is received, accept it and proceed; if error messages are received
from a mnajori4y of the servers (not necessarily including the primary), wait for the BA
protocol to complete and vote on the responses.

1 It will become later that we can relax this definition to that all nonfaulty recipients receive some wrong

values, although they may not receive the same wrong value.
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The protocol for the primary server is as follows.

pl. Wait for request from client.
p2. Process request, and broadcast (request, response, and state change) to all backups;
p3. Respond to client (blocking or non-blocking).

p4. Wait for error report from other backups. Return to pl if no error message is received

within one round. If a majority of the backups report error, continue BA protocol.

The protocol for the backup servers is as follows.

bl. Wait for request from client.
b2. Queue request, wait for message from primary.
b3. Check primary broadcast for error. If error, report error to aU servers and the client,
and initiate BA protocol (from round 2).
b4. If correct in b3, wait for error report from other backups. Make state change and

return to bl if no error message is received within one round. If a majority backups report
error, continue BA protocol.

A few points need to be clarified about the algorithm. The adaptive algorithm imposes

no ordering among the processing of requests from multiplk' clients. The primary is free
to choose the next request to process, as long as the order among requests from the same
client is FIFO. The backups simply follow the primary's lead. This satisfies the Order

Coordination requirement. Any additional ordering can be enforced with other methods
[42], which are not our main concern in this paper.

The error checking in step b4 is in addition to the existing fziult detection in the PB
protocol, which should handle aU manifest faults. We check here two new errors. One is
that the primary processes a client's request not according to an FIFO order. The other is

that the primary's response is wrong. A backup server can check the first error by looking
at its local queue of requests, and can check the second by taking the request the primary

broadcast, processing it, and comparing results.
It is important in a PB protocol to agree on which server is the primary. When this

identity is in dispute, a non-manifest fault has occurred and a BA protocol is used to reach
agreement. It is not difficult to see how this can be added to any PB protocol, so we will
not discuss this issue in more detail.

Proof of correctness. The proof is outlined by enumerating all cases. (1) If there are

no faults, then the protocol terminates essentially as the PB protocol. (2) If the primary and
backups exhibit only manifest faults, then the PB protocol's fault detection and recovery
mpchanism handles the situation. (3) If the primary exhibits symmetric faults, then all non-
faulty backups will detect thi, (by our additional fault detection mechanism) and report

to the client. A subsequent BA protocol will mask this fault and the client can obtain the
correct response by simple majority voting [42]. (4) If the primary is nonfaulty, then at
most a minority of backup servers will report error (note that no protocol can tolerate a
majority of servers being non-manifestly faulty), and these error messages are false alarms

and ignored. C3
Analysis of complexity. Compard with the PB protocol, when there are no faults,

the adaptive algorithm requires m extra messages (the client's broadcast) and uses one more
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round than a non-blocking PB protocol. The primary's broadcast message is slightly longer
(it contains the request and response), and the backups will reprocess the request. This is
quite reasonably compensated by the fact that symmetric faults can now be detected and
masked.

If there are only manifest faults, then the PB protocol itself requires more rounds to
recover, thus the overall response time for the adaptive algorithm is no worse than any PB
protocol it uses as default.

When symmetric fEults occur, the adaptive algorithm is essentially a BA protocol (or
whatever algorithm that can tolerate this type of faults). The client's broadcast and that

by the primary are not wasted - they can be used as the early rounds of the BA protocol.
The only extra messages are those reporting errors to the client. On the other hand, if the
state-machine approach is used, then even if only manifest faults occur, the running cost is
significantly higher than the adaptive algorithm. o

6.3.3 Algorithm AFT-2

AFT-1 cannot handle asymmetric faults. For example, the primary can send correct re-
sponses to all backup servers but send a wrong one to the client. In other words, it is not
enough for backup servers to watch the primary. Therefore, the client cannot rely on the
primary's response as before.

Our second algorithm, a simple modification of the first one, is to tolerate manifest and
asymmetric faults. As before, we assume the availability of a PB protocol (block'ag or
non-blocking) and a Byzantine Agreement (BA) protocol.

The only difference between AFT-I and AFT-2 is that when a backup server is satisfied
with the primary's response, instead of remaining silent, it sends the response back to the
client as well. Then the client does a vote on all the responses.

c3. If error messages are received or a majority vote does not exist, notify all servers, wait
for the BA protocol to complete, and vote on the responses.

b4. If correct in b3, send response to client, and wait for error report from other backups.
Make state change and return to bl if no error message is received within one round. If a
majority of the backups report error, continue BA protocol.

The correctness argument is similar to that of AFT-1. Any non-manifest fault is detected
and a Byzantine Agreement protocol is initiated to mask it.

The complexity of AFT-2 is significantly higher than AFT-I, mainly in the aumber of
messages. When only manifest faults occur, it is still much cheaper than a full-fledged state-
machine approach in that backup servers simply follow the lead by the primary in deciding
the next request to process, thus eliminating the effort to satisfy the Replica Coordination
requirement.

6.3.4 Discussion

Some optimizations are possible. For example, given an assumption of the number of
possible faults in a period of time (such as predicted by the fault forecast component),
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some messages in AFT-I may not need to be broadcast to all backup servers. This is
because non-manifest faults are symmetric, so only one nonfaulty server is needed to detect
a fault.

As we mentioned earlier, mechanisms for fault diagnosis and fault removal can be easily
integrated. They can just run parallel to our algorithms. To reintegrate a repaired compo-
nent, If only symmetric faults are possible, we can develop algorithms so that the repaired
server obtains state information from two existing servers. If asymmetric faults are possible,
then those methods mentioned in (42] can be used.

6.4 Related Work

This work is undertaken within the general framework outlined in [11] and can be viewed as
an realization of some of the principles of adaptive fault tolerance. Heavy use of materials
on primary-backup protocols has been made [7, 6, 4] and the state-machine approach [42].
In particular, the adaptive algorithms use those protocols as building blocks, in a modular
fashion.

Previous work on handling hybrid faults appears to focus on extending protocols for
Byzantine Agreement so that they can tolerate a higher number of benign or hybrid faults
(e.g., [29, 31, 46]). The complexity of such algorithms is comparable to that of Byzantine
Agreement because they aim to tolerate arbitrary faults, including symmetric and asym-
metric faults, all the time. In contrast, our algorithms are much less expensive because,
for most of the time, they only look out for arbitrary faults and only activate the heavy
machinery to tolerate arbitrary faults as they occur.

Our adaptation strategy is in flavor similar to early-stopping protocols (e.g., [9, 5, 31).
The complexity (i.e., numbers of messages and rounds) of these protocols are proportional
to the number of actual faults occurring instead of the maximum number of faults that can
be tolerated. In other words, the protocols terminate earlier if fewer faults occur. This
line of work has largely been focused on Byzantine Agreement type problems, so they are
adaptive only to the extent of the number of actual faults, not distinguishing the types of
faults. Therefore, they are usually much more expensive than our algorithms which take
advantage of the experience that Byzantine faults occur only infrequently. Nevertheless,
our algorithms can use early-stopping Byzantine Agreement protocols to further increase
efficiency.

Garay and Perry [10] recently proposed a continuum of failure models with crash-only
faults and Byzantine faults at the extremes. This can be taken as a combination of early
stopping and dealing with hybrid faults. Although their model is flexible in that a design
does not have to choose one of the two extremes, their method again concentrates on solving
agreement type of problems. Our algorithms, on the other hand, is aimed at building general
fault tolerant services. In particular, che algorithms adapt between two different approaches,

namely primary-backup and the state-,machine approach, and utilize to the maximum the
efficiency of a primary-backup protocol.

There have been efforts to evaluate the relative merits of various fault tolerance tech-
niques for different applications (e.g., [,49]), especially following the recent precise formula-
tion and analysis of the widely used primary-backup approach [7, 6, 4]. This work provide
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some insight in that one can adaptively use these different approaches and retain the best
of both worlds.

Finally, since the adaptation is modular in that it uses existing primary-backup and
Byzantine Agreement protocols as building blocks, the new algorithms are conceptually
simple. An important benefit is that the correctness of proof is much simpler than that
for earlier protocols for handling hybrid faults. It needs only be shown that the adaptation
correctly detects and adapt to the occurence of certain types of faults. The potential
reduction in the effort of formal verification is then significant.

6.5 Summary and Future Work

The principles of adaptive fault tolerance have been adapted to handle hybrid faults. Al-
gorithms have been presented that intelligently adapt between the Primary-Backup (PB)
approach and the State Machine (SM) approach. Given that in practice, crash and omis-
sion faults are the most common, this adaptive approach is more cost effective than the
traditional "one or the other" approach because it retains (almost) the best of both worlds.
The approach is modular in that any specific PB or SM protocol can be plugged in. This
keeps the algorithms conceptually simple, and it also significantly reduces the complexity
of the correctness argument and the effort of formnal verification.

There are many directions for future research. One is to investigate optimizations of our
algorithms. The other is to examine other possible adaptations, such as between symmetric
and asymmetric faults, and between various manifest faults.
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Conclusions

The challenge of new environments The research on adaptive systems has been mo-
tivated by the needs of new, highly dynamic computing environments. The new kind of
architecture strongly departs from the assumptions of past computer system design, in that
many of the decisions about the use of computing resources that are normally reserved
for the design time will, in adaptive systems, be made during operation. This new mode
of operation requires qualitatively new design methods - which were the target of our
research.

The need for new system design methodology Our research results represent a the-
oretical and methodological approach to the design of adaptive fault-resistant computers.
We have illustrated a formalisms for specifying adaptive fault resistant behavior and for
building models for predicting performance and failure behavior. We think that such for-
malisms are essential to making adaptive design a standard design process that can meet
demands for unambiguous specification and predictable behavior.

Managing service trade-offs and design alternatives We have examined the trade-
off relations in system service-such as timeliness, precision and accuracy, that are induced by
adaptability, and have suggested ways to use these relations in making adaptation decisions
that serve the needs of users in particular operating situations. We have also observed
and categorized the rich range of choices available for modifying system configuration-from
algorithms to parameters.

The criticality of meta-control It is clear that adaptivity requires a kind of higher-level
of control intelligence to make proper decisions about system configuration. We have found
inspiration in the concepts of modern control theory, whose central issues-model-based
control, environmental and system state estimation and prediction, are vitally concerned
with accuracy and stability. We have found these concepts to be directly mappable to
adaptive control of digital systems, where system state is the configuration of resources and
the algorithms that employ them. A direct example of this mapping of concepts is the use of
multiple diagnostic models to improve the speed and accuracy of system characterization.
In implementing this model, we have found the scheme of reflective architecture to be
attractive for its logical power and generality. We also note the usefulness of classical
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(pre-modern) control ideas, such as filtered, hysteresis-based, reactive control, for simple

adaptive components.

New requirements for distributed and layered adaptation We also explored prop-

agation effects in layered and distributed systems, noting the possible danger of endless

propagation of adaptation, and the need to provide economical system support for the

various operating modes.

Results from case studies We h;tve conducted several case studies to explore the prac-

tical potential and design problems of adaptive designs. The major case study was Adaptive

Distributed Recovery Blocks (ADRB). This scheme provides several modes of fault toler-
ance, including serial recovery, parallel recovery, and reduced-accuracy recovery. We devel-

oped a general architecture for ADRB and built a demonstration of inultiple-mode behavior
in a highly simplified C2 application. The demonstration runs on the Alpha environments at

Rome and Concurrent Computers. The alpha computing model is particularly well suited to
adaptive, distributed systems, because of its support for a wide range of resource-utilization
algorithms, and for its uncompromised control of distributed computations.

A second case study focused on the Alpha progranmning model. We analyzed opportu-
nities for adaptation in the vital problem of fault recovery - in this case, the isolation and
termination of unrecoverable sections of broken distributed threads. We described a wide
range of protocols that are suitable for various operating conditions. We also simulated two
of these protocols, and demonstrated the benefits of adaptive control with a hysteresis-based
control scheme.

Using the adaptive model, we also invented a new algorithm for tolerating hybrid faults
- faults that range from simple crashes to complex patterns of inconsistency among redun-
dant processors. Adaptation actually allowed a significant economy in processing overhead
- compared to existing solutions, for systems that must tolerate occasional complex faults.

Future issues We have only started on the path of developing and demonstrating a
general and practical design methodology for adaptive systems. The formal models of
adaptation need to be strengthened to assure users that adaptive systems can be well-

specified and behave predictably. More examples of practical design are needed to determine
the most robust design approaches. Techniques that we have outlined - real-time diagnosis,
reflective architecture, and distributed adaptation management, should be elaborated in
practical design situations.

We are pleased at the interest of some academic researchers. We hope that this will

encourage other researchers and practitioners to advance the art that we have tried to
define.
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Abstract

The goal of adaptive fault tolerance(AFT) is to expand the envelope of dependable system
operation in distributed, real-time systems. Such systems often experience substantial run-time
changes in the types and distributions of faults, in the availability of resources, in data distri-
bution, and in users' requirements for dependability and performance. Preliminary examples,
such as Adaptable Distributed Recovery Blocks (Kim) and distributed crash recovery, illus-
trate how adaptive fault tolerance can provide useful tradeoffs among service properties such
as error-recovery latency, throughput, and precision, over a wide range of operating conditions.
A general methodology for AFT system design must address issues of (1) rapid, incremental
diagnosis/estimation of environmental and internal state, (2) safe and effective control, and
(3) efficient, ' parametric or multimode fault-tolerant implementations. A major challenge is to
achieve the additional flexibility without excessive complexity, both for performance and relia-
bility concerns. Reflective architecture, a form cf meta-design, is an attractive framework for
AFT system design and for adaptive systems in general. It provides for the monitoring and re-
definition of system behavior in a hierarchical manner that may be inte, Lted with conventional
"uses"-based hierarchical design.

1 Introduction

Distributed, real-time systems must operate in complex and highly changeable environments. The
changes may occur in fault types and distributions, in spatial and temporal data distribution, in
resource availability, and in run-time changes in the user's requirements for dependability, through-
put, and consistency attributes (2]. The goal of adaptive fault tolerance (AFT) is to expand the
envelope of dependable operation in such environments.

This paper gives examples of possible adaptive fault-tolerant systems, discusses basic t.chnical
issues and architectural approaches, and lists some open problems.

"This paper has appeared in the Proceedings of the IEEE Workshop on Advances in Parallel and Distributed
Systems, Princeton, New Jersey, October 6, 1993, pages 127-132.
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2 Flexibility and Adaptability

This section discusses the need for increased pre-run-time flexibility and run-time adaptivity for

fault-tolerant systems.

2.1 Faults and Anomalies

The concepts of fault and error have evolved greatly since the field of fault tolerance was established.

In early work, a fault was a hardware defect. Currently, the concept of fault has a more abstract
definition; roughly, any condition that gives rise to incorrect state in a digital system. Currently
recognized fault sources include defects in physical devices, designs, operator actions, and incorrect
states include logical errors, system failures, and security violations. A system is fault-tolerant if
it provides a specified service in the presence of faults of particular types and intensities.

A related concept, "anomaly", has been suggested which signifies an undesired condition for which
special action is required. It may be a classic fault, but it also may be a mismatch between a data
or fault condition and the processing capabilities of a given system.

We expect that the notions of fault and anomaly will be unified in future research. For example,
current understanding of faults would allow the temporary loss of service due to an overloaded
resource to be considered as a kind of transient fault, even though each component is functioning

accordi.g to its specifications.

2.2 Flexible Fault-Tolerant Systems

Classic fault-tolerant system design organizes a set of available resources so as to tolerate faults of
an assumed type, number and distribution, within a given physical, data, and operator environ-
ment. Fault-tolerant systems designed according to this principle must be built and continuously
supported so as to ensure the validity of the design assumptions; for example, robust construction
(a technique for so-called "fault avoidance") is used to limit the range and rate of physical fault oc-
currences, and input data rate is constrained so that system elements remain within the operating
ranges assumed in the design.

Increasingly, users seek systems that can operate in environments with much wider boundaries,
both in the system parameters and in user requirements, without increasing the amount of resources
employed. In some cases, this need for change occurs at some time between the initial specification
and a configuration for operational use. For example, actual data distributions and fault types
may not be known in the early stages of development, and for a given installation, they may
change from time to time. Also, a user may changte service requirements such as acceptable error
rate, throughput, and precision, from those stated at design time. The appropriate response for
such changes is to design the system so that it may accommodate all the service modes, though not
necessarily simultaneously, and to provide convenient means for shaping the operating configuration
at configuration time.
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2.3 Adaptive Fault Tolerance

Structural flexibility alone will not enable a system to respond to such changes if they occur during
operation. As real-time computing becomes more ubiquitous - especially for distributed systems,
where control of physical, data and operator environments is difficult - we anticipate that users
will demand more operational flexibility. In real-time, distributed systems, environmental changes
and even user requirements such as allowed error rate and task coverage may occur too rapidly for
human response. The user caw, express changing requirements by issuing policy directives to the
system, but for environmental changes, some automatic means will be needed for recognizing the
need for change and for initiating an appropriate adaptation.

We are particularly concerned with how a system modifies its way of tolerating faults under en-
vironmental changes. The environmental changes may be changes in the character of the faults
that have to be tolerated, but they also may be in changes in the constraints that apply to fault
tolerance. For example, available resources must suffice both for the contemplated fault tolerance
technique and for other service demands, such as performance and timeliness.

Adaptive fault tolerance aims to cover environments where the fault types and service requirements
exceed the capabilities of a single fault-tolerance algorithm. The key insight is that a system can
monitor its operating environment and dynamically select and activate an appropriate version of a
fault tolerance feature at run-time instead of statically selecting a version at design time that has
to work for any possible environment. The price paid for such wide-range service is some additional
mechanism to diagnose the current fault types and system state, and to modify the way that fault
tolerance is implemented.

Particular adaptivi'y schemes have appeared in some fault-tolerant designs, such as varying check-
point rates with error experience, changing the number of data base replicas according to their
accessibility, and changing the number of process replicas with changing error experience. Our goal
is to develop a general methodology for specifying and incorporating adaptability into fault-tolerant
system designs.

2.4 Service and Fault-directed Adaptation

The need for adaptation may originate with the user or in changing system conditions. In the first
case, the user may direct the system to satisfy different balances of attributes such as timeliness,
precision and correctness; for example, in some process-control situations, precision can be sacrificed
for timeliness for some critical process. In the second case, the instance for adaptation arises within
the system when factors sulch as error rate, data rate, and level of available resources, become
inconsistent with current service policies.

The response to these initiatives may result in a selection among major performance modes. If
the error rate is low, the system may operate in an optimistic mode; that is, results are produced
quickly, and additional work, perhaps a substantial amount, is done occasionally to tolerate errors.
If the error rate is high, then the additional work may interfere unacceptably with performance
requirements, so a pessimistic mode may be chosen that assumes a possible error at every step. If the
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error rate increases yet further, or if the available resources shrink due to failures, an ultrapessimistic
mode may be needed, in which the quality or quantity of service is degraded; for example, by
shedding non-critical functions.

Within each of these major modes, further variations will be needed to deal with the different
fault phenomena, i.e., fault type and intensity. Some cases may be handled with different levels of
redundancy; in others, quite different fault-tolerance algorithms may be needed.

3 Examples of Adaptive Fault Tolerance

The following examples of adaptive fault-tolerant systems illustrate various responses to changing
operational conditions and user requirements. The first case illustrates alternative fault tolerance
modes that match changing user requirements; the second case illustrates alternative fault-tolerance
modes that match changing fault types and distributions. Reference [1] describes adaptation ex-
periments in a distributed data base.

3.1 Adaptable Distributed Recovery Blocks

Kane Kim has suggested a scheme for adaptive fault tolerance based on the recovery block (RB)
technique, originally described by Randell. The recovery blocks scheme tolerates software design
faults by providing for the sequential execution of alternative program versions, called recovery
blocks, subject to a test on the acceptability of the results.

In [3], Kim describes the Distributed Recovery Blocks scheme, in which results from several versions
are generated and made available for testing concurrently. In that scheme, the result of a designated
version is chosen if it is acceptable, otherwise the result of a secondary version is tried, and so on
through all available versions. A variation on this approach, which may be applied to either serial or
concurrent versions, is to produce a default output, typically with application-dependent semantics,
if the acceptance test is not satisfied by any of the versions.

In Adaptable Distributed Recovery Blocks (ADRB), classic RB and DRB serve as optional modes.
ADRB allows several interesting tradeoffs. The serial mode allows maximum use of available pro-
cessing resources to cover simultaneous service demands, while the concurrent mode uses redundant
processing resources for each service. In contrast, when an error occurs, the serial mode requires
execution of another program, while the concurrent mode may be able to deliver an acceptable re-
sult with virtually no delay. In real-time systems, such rapid response may be crucial to a mission.
A third mode, wherein a default value is produced, allows some potentially useful service to be
delivered, at the price of a degradation of accuracy. A user may wish to choose among these modes
according to changing mission needs. For example, in some circumstances, a user may prefer to
maximize coverage of mission tasks at the cost of delayed response to errors; or the user may prefer
immediate error responsiveness. The choice between modes may be driven not by user preferences
but by resource limitations; thus if processing resources fail, one of the serial modes may be the
only choice.
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3.2 Distributed Crash Recovery

Node crashes in a distributed system are typically tolerated by redistributing processing activity
among remaining nodes or by activating backup processes (and data) in the remaining nodes.
These responses require several decisions: how many backups should be provided and where should
they be located, how accurately should the backups track the primary data, when should a node
be abandoned, and when should a backup be activated. These decisions are complicated by the
complexity of fault conditions and by the weakness of information typically available about faults
and system state. Which policy should be implemented to determine, say, how long to wait before
abandoning a node depends on factors such as whether the faults are random, coherent, or generic
(i.e., a design fault), whether a node will be able to restart itself, whether loss of bandwidth to a
node is temporary or permanent, and so forth.

Because those factors may change substantially during operation, system dependability and per-
formance may vary widely if only one policy is enforced. Numerous solutions have been published
for these various conditions, but there is no solution that embraces all conditions. Such a solution
would be hopelessly encumbered by redundant resources and multiple mechanisms and their system
support.

In our view, an adaptive system will have available a set of algor-thms that covers a wide variety
of conditions, a set of resources that, allowing for losses, will cover the resource needs of the
algorithms, and a control method that wil instantiate the method that is appropriate for the
current circumstances. The system will observe and predict the factors that affect crash recovery
behavior and apply appropriate fault-tolerance policies so as to realize the highest level of service
for the given circumstances. One of the prices paid for this extension of operating range is the
delay required for decision making and for effecting the change.

4 Diagnosis and Control

An adaptive system is essentially a control system that tries to achieve a possibly changing objective
while tracking changes in the system under control and its environment. In modern adaptive control
systems, such as the Kalman filter, control actions are based on estimations of both present state
and predictions of future state; these estimates are generaied with explicit concern for noise in
observations and uncertainty in the models used for prediction. In the case of distributed fault-
tolerant systems, significant sources of uncertainty are found in the type and time-space distribution
of faults (which are known only through the errors that may result), future data-arrival rates, and
the internal state of distributed componerts. In the following, we discuss issues of diagnogis and
control.

4.1 Diagnosis for Adaptation

Diagnosis is particulary critical in adaptive fault-tolerant systems because error information on
which an adaptation decision must be based is very ambiguous; that is, a given error often may be
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generated by several different fault classes. This section discusses the difference between diagnosis
for ordinary fault tolerance and for adaptive fault tolerance, and the need for incremental diagnosis.

4.1.1 Diagnosis for Faults and Fault Classes

In conventional fault tolerance, the purpose of fault diagnosis is to identify the nature and location of
the fault that gave rise to an observed error. In adaptive fault-tolerant systems, the role of diagnosis
is much broader: it must assess the mismatch between the capabilities of current fault-tolerant
mechanisms and the challenges of the current operating environment with respect to dependability
and service requirements. Key challenges are: in the fault environment, the occurrence of faults of
different types and distributions; in the area of service, the changes in the values the user assigns
to performance and dependability attributes, which may be very situation-dependent.

Diagnosis or mismatch assessment is potentially difficult in fault tolerant systems because of the
ambiguity of error information. In real-time distributed systems, the ambiguity is intensified by
the limited amount of data that may be available when making adaptation decisions and by the
limited access to global information. Approaches to these problems are discussed in the following
sections.

4.1.2 Incremental and multi-hypothesis diagnosis

The error information needed to characterize fault classes arrives incrementally, and ry ay have great
or little value in resolving the uncertainty of a diagnosis. It is therefore desirable to construct a
diagnosis incrementally, with every error report, until sufficient evidence has accrued to justify a
change in fault tolerance method. Following the medical model of differential diagnosis, it may be
helpful to maintain several fault hypotheses. Each new error report thus may serve to confirm or
deny the different hypotheses.

There may be different costs and risks associated with the competing l.jpotheses; for example,
faults that are local and physical in origin will have a milder remedy than "generic" faults, i.e.,
design errors. In general, the risk associated with a decision should enter into the decision to accept
its associated hypothesis.

Several approaches may be useful in dealing with multiple fault-class hypotheses. In one approach,
diagnosis is separated frorn adaptation; the diagnosis presents an analysis of faults, and the adap-
tation implications are treated separately. In another approach, the fault evidence is applied to
alternative adaptation actions that are appropriate to tolerating faults within a hypothesized fault
class. The adaptation actions then may be compared on the basis of risk and benefit.

Diagnosis need not be purely passive. If possible, system tests should be applied to accelerate the
diagnosis process. The tests should be selected (adaptively) that will most effectively resolve the
competition among prime fault hypotheses.
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4.2 Incremental and distributed control of change

A crucial issue in any control system is the speed of control relative to the rate of change of the
environment. On one hand, adaptation that is too slow may result in thrashing, as the adaptation
constantly changes its objectives. Also, even if the environment changes slowly, slow adaptation
may waste valuable time. On the other hand, if adaptation moves too quickly in the wrong direction,
the system may fall into a degenerative state, or a state with very time-consuming recovery. Clearly
there is the two-sided risk of wasted time versus the hazard of unstable operation. The choice of
risks may be submitted directly to the user or to some situation-sensitive user policy.

The rate of change of fault-tolerance mode must somehow be limited by the amount of uncertainty
in the fault diagnosis and state estimation. This requires that the fault-tolerance mechanisms be
applied incrementally, or that they be reversible with little effort. The latter objective implies that
state information be maintained so that the system can roll back readily to earlier valid states.

One consequence of risk problem is the need for choices in the granularity of fault tolerance scheme
selection. It will be convenient to be able to make major changes of algorithms in cases where there
is little risk, and to be able to make small adaptations, say in the parameters of an algorithm, where
it may be necessary to reverse a change quickly. Even for major changes of algorithms, it will be
advantageous if the mechanisms that implement the algorithms be as lightweight as possible - i.e.,
with the3 least changing of data and support function context - in order to give the user the greatest
freedom in controlling adaptation rate. To achieve this lightness, the alternative mechanisms should
share as much infrastructure as possible, such as snchronization, membership determination, and
atomic action.

Distributed systems have the additional control problem of weak coupling for both diagnostic
information and control. Some distribution of control for adaptation is thus inevitable. This
inevitably implies a kind of negotiation among distributed nodes, in which adaptation goals may
be set and revised on the basis of both local and global knowledge. For example, a global order
may be issued to provide a certain order of data replication to achieve a desired level of reliability.
This goal may be rejected by a local subsystem as being impossible to achieve or inconsistent with
other global orders, because of a shortage of resources.

5 Reflective Architecture

Recent research on so-called reflective architecture appears to us to provide a useful model for
adaptive systems. This section will define reflection and discuss how it may serve as a framework
for adaptive fault-tolerant system design.

5.1 Reflection and Adaptation

A reflective system is capable of defining the way that the functions that it calls upon are imple-
mented, based on its observations of the system's state. Informally, the system is said to 'reflect'
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upon itself. In a reflective architecture (sometimes called a meta-level architecture) reflection may

be elaborated recursively; that is, the level that defines a lower level may itself be subject to ob-
servation and definition by higher levels. As in other hierarchies, this elaboration may be used to
decompose a complex function into simpler parts. Upper levels may be considered as 'reifying', i.e.,
making concrete the reasoning that system designers apply at design time. Rather than relegating
the assumptions on which a design is based to a design document, the assumptions are expressed
formally and are subject to modification. This principle has been applied to diverse applications,
including the optimization of parallel processes, the specialization of wide-spectrum languages, and
extension of operating systems [4][5].

The reflection concept fits adaptation quite naturally by providing a general framework for man-
aging situation-dependent changes in system structure. Its hierarchical character also makes it
suitable for adapting to changes at several levels of a complex hierarchical systems.

5.2 Reflection Compromises

In some applications of reflection such as extensible languages, commands that define the meaning
of a lower-level function are unilaterally obeyed. In fault-tolerant systems, it may be that a high-
level definition of the fault tolerance to be implemented at some lower level cannot be implemented,
perhaps because of a shortage of resources. Reflection in an adaptive fault-tolerant system thus
cannot be unilateral, but must be subject to compromise, possibly through negotiation. This
applies both to levels in a single hierarchy and, as noted, to nodes in a distributed system.

5.3 Coordinating Multilevel Changes

Changes in the fault tolerance function at a system level must be supported by lower-level functions.
In some cases, this may require making changes at still lower levels. Such changes should be designed
in advance and coordinated at execution time. We envision a preplanned lattice of hierarchical
support sets from which particalar changes may be composed.

A complementary structural problem arises in coordinating adaptation in different parts of a dis.
tributed system. In this case, adaptation may consist in selecting alternative policies for replication,
recovery, load balancing, and the like that are appropriate to changing operating conditions and
service requirements. Limits on the knowledge about remote state will require special protocols to
achieve agreement among cooperating adaptation controllers.

6 Real-time Concerns and Approaches

Distributed, high-dependability systems are inevitably concerned with real-time constraints. A
clear trend in such systems, exemplified by the Alpha technology of Jensen, Clark, and others
[61, is to build systems based on object interaction and on "best-effort" resource management
techniques. We believe that such technology can provide the flexibility and "lightweightedness"
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that are needed for efficient, adaptive fault-tolerant design. We are currently investigating the
application of Alpha technology to adaptive fault tolerance.

7 Open Issues

Effective means are needed for translating user-level decisions about performance and dependability
requirements into specific decisions about resource allocation. Efficient implementations are needed
for multimode and parametric fault-tolerance schemes and for diagnosis and control. Techniques
are needed for distributed diagnosis and cooperative, negotiated adaptation. Practical methods are
needed for integrating reflective architecture with conventional architecture and for extending it
to distributed, real-time systems. Models are needed for specifying and simulating adaptive fault
tolerance, so that a given design may be subjected to rigorous analysis. Such specifications must
address not only the behavior of various fault tolerance modes, but also the safety of decisionmaking
and selection.

8 Summary and Conclusions

Adaptive fault tolerance is a method for providing fault tolerance over the wide range of operating
conditions increasingly found in distributed, real-time systems. It uses incremental fault modeling
and state analysis to assess the mismatch between current system algorithms and the requirements
of the current operational environment, and it offers the user a controlled adaptation policy to
balance adaptation speed and risk of failure. Reflective architecture is a potentially convenient
framework for integrating adaptation and standard hierarchical design. Much more work is needed
to achieve efficient and verifiable designs.
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